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CD 500 in platinum CD PLUS in black / stainless steel

The CD range is harmoniously matched in form, colour and
function. The soft lines are underlined by the slight angularity of
the rocker. Available in various colours made of plastic and variants
made of metal. The inserts have the dimensions of 67 x 67 mm.

The single to 5-gang frames can be fitted horizontally or vertically.
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CD range — modular system
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The wide product palette of the CD range meets all technical
requirements in private and commercial construction. Lighting,
blind and tfemperature control, door communicatfion, multimedia
control, eNet SMART HOME and KNX can all be implemented
from a single source. The JUNG modular system combines the
inserts with the respective appropriate cover and design frame

to form a functional unit,



CD 500 is available not only in the classic duroplastic
version but also in an unbreakable thermoplastic
version. This means that the range also specifically
meets the requirements of tenders for the public

construction sector.

Colours and materials

Duroplastic (scratch-proof), glossy

ivory similar to RAL 1013

white similar to RAL 9016

brown similar fo RAL 8022 JE—
grey similar to RAL 7038

light grey similar to RAL 7035

black similar o RAL 9005 | —

Thermoplastic (breakproof) high-gloss

ivory similar to RAL 1013

white similar fo RAL 9016

brown similar to RAL 8022 ]
grey similar to RAL 7038

light grey similar to RAL 7035

Metal versions (anodised aluminium)

gold-bronze

platinum

Selected items are also available in other colours

orange similar to RAL 2004
green similar fo RAL 6029
red similar to RAL 3003 [

Covers 456
Sockets 464
LB Management 473
eNet 475
Temperature Management 479
SAT / TV 482
Data connectors 484
Telephone 486
The following products are
available in the CD range
Multimedia connection systems 47
USB charger 60
Smart Radio DAB+ 76
Hospital installations 94
Hotel installations 104
Door communication 144
F50 660
F 40 670
F10 680




CD range

Ref.-no.

1-gang rocker

for switch insert ref.-no.: 501 U, 502 U, 503 U, 506 U, 507 U, 501-20 U, 506-20 U, 507-20 U
for push switch insert ref.-no.: 502 TU, 506 TU, 507 TU

for push-button insert ref.-no.: 531 U, 5632 U, 533 U, 533-2 U

for multi switch insert ref.-no.: 531-41 U (not metal versions)

Duroplastic (scratch-proof) glossy

ivory EE CD590

white E&E CD 590 WW
light grey EE CD590LG
brown = CD 590 BR
grey 1P| CD 590 GR
black IP| CD 590 SW
metal versions (anodized aluminium)

gold-bronze CD 590 GB
platinum CD 590 PT
Thermoplastic (breakproof) high-gloss

ivory IP] CD 590 BF
white P} CD 590 BF WW
brown IP] CD 590 BF BR
grey [P} CD 590 BF GR
light grey IP| CD 590 BF LG

1-gang rocker with inscription field 9 x 58 mm

for switch insert ref.-no.: 501 U, 502 U, 503 U, 506 U, 507 U, 501-20 U, 506-20 U, 507-20 U
for push switch insert ref.-no.: 502 TU, 506 TU, 507 TU

for push-button insert ref.-no.: 531 U, 5632 U, 533 U, 533-2 U

for multi switch insert ref.-no.: 531-41 U

Duroplastic (scratch-proof) glossy

ivory EE CD 590 NA

white EE CD 590 NA WW
light grey IPRP] CD 590 NALG
brown IP] CD 590 NA BR
grey P} CD 590 NA GR
black IP| CD 590 NA SW
Thermoplastic (breakproof) high-gloss

ivory IP| CD 590 NABF
white IP] CD 590 NABF WW

Transparent cover with paper inlay
for inscription field 9 x 58 mm
(Spare part)

paper inlay white CD 90 NA
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Ref.-no.

1-gang rocker with lens
for switch insert with indicator light

ref.-no.: 502 KOU, 503 KOU, 506 KOU, 501-20 KOU, 502-20 KOU, 506-20 KOU

for push switch insert with indicator light ref.-no.: 502 KOTU, 506 KOTU
for push-button insert ref.-no.: 531 U, 533 U, 533-2 U, 534 U
Duroplastic (scratch-proof) glossy

ivory [EE  CD590 K05
white EE CD 590 KO5 WwW
brown IP] CD 590 KO5 BR
grey = CD 590 KO5 GR
light grey EE CD 590 KO5 LG
black IP| CD 590 KO5 SW
metal versions (anodized aluminium)

gold-bronze CD 590 KO5 GB
platinum CD 590 KO5 PT

1-gang rocker with lens and inscription field 9 x 58 mm
for switch insert with indicator light

ref.-no.: 502 KOU, 503 KOU, 506 KOU, 501-20 KOU, 502-20 KOU, 506-20 KOU

for push switch insert with indicator light ref.-no.: 502 KOTU, 506 KOTU
for push-button insert ref.-no.: 531 U, 533 U, 5633-2 U, 534 U
Duroplastic (scratch-proof) glossy

ivory IPYP] CD 590 NAKO5
white EE CD 590 NAKO5 WW
brown [P} CD 590 NAKOS5 BR
grey P} CD 590 NAKO5 GR
light grey EE  CD590 NAKO5LG
black [P} CD 590 NAKO5 SW
Transparent cover with paper inlay

for inscription field 9 x 58 mm

(Spare part)

paper inlay white CD 90 NA

1-gang rocker with big lens
for switch insert with indicator light

ref.-no.: 502 KOU, 503 KOU, 506 KOU, 501-20 KOU, 502-20 KOU, 506-20 KOU

for push switch insert with indicator light ref.-no.: 502 KOTU, 506 KOTU

for push-button insert ref.-no.: 531 U, 533 U, 533-2 U, 534 U

with orange insert (ref.-no.: 33 O), can be replaced with symbols ref.-no. 33..
Duroplastic (scratch-proof) glossy

ivory EE CD590 KO

white [EE  CD590 KO WwW
brown IP| CD 590 KO BR
grey [P} CD 590 KO GR
light grey EE CD590KOLG
black IP| CD 590 KO sW
metal versions (anodized aluminium)

gold-bronze CD 590 KO GB
platinum CD 590 KO PT
Thermoplastic (breakproof) high-gloss

ivory [P} CD 590 KOBF
white P} CD 590 KOBF ww
brown P} CD 590 KOBF BR
grey [P} CD 590 KOBF GR
light grey P} CD 590 KOBF LG
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458

Ref.-no.

1-gang rocker with big lens and inscription field 9 x 58 mm

for switch insert with indicator light

ref.-no.: 502 KOU, 503 KOU, 506 KOU, 501-20 KOU, 502-20 KOU, 506-20 KOU
for push switch insert with indicator light ref.-no.: 502 KOTU, 506 KOTU

for push-button insert ref.-no.: 531 U, 533 U, 533-2 U, 534 U

with orange insert (ref.-no.: 33 O), can be replaced with symbols ref.-no. 33..
Duroplastic (scratch-proof) glossy

ivory E&E CD 590 NAKO
white IPRP] CD 590 NAKO WW
Transparent cover with paper inlay

for inscription field 9 x 58 mm

(Spare part)

paper inlay white CD 90 NA
Insert with symbol, opaque

for rockers CD 590 KO .. and CD 590 NAKO ..

ivory

symbol light 33L
symbol bell 33K
symbol door 33T
white

symbol light 33 LWW
symbol bell 33KWW
symbol door 33TWW
Insert without symbol, translucent

for rockers CD 590 KO .. and CD 590 NAKO ..

green 33 GN
transparent 33 KLAR
orange 330

red 33 NR

1-gang rocker with symbol "light"

for switch insert ref.-no.: 501 U, 502 U, 503 U, 506 U, 507 U, 501-20 U, 506-20 U, 507-20 U

for push switch insert ref.-no.: 502 TU, 506 TU, 507 TU
for push-button insert ref.-no.: 531 U, 532 U, 533 U, 533-2 U
Duroplastic (scratch-proof) glossy

ivory = CD590L
white P} CD 590 L ww
light grey IP| CD59%0LLG
brown [P} CD590L BR
grey [P} CD590L GR
black IP| CD590L SW
metal versions (anodized aluminium)

gold-bronze CD590L GB
platinum CD590L PT
Thermoplastic (breakproof) high-gloss

ivory [P} CD 590 BFL
white [P} CD 590 BFL WW




Ref.-no.

1-gang rocker with symbol "light", with lens
for switch insert with indicator light

ref.-no.: 502 KOU, 503 KOU, 506 KOU, 501-20 KOU, 502-20 KOU, 506-20 KOU

for push switch insert with indicator light ref.-no.: 502 KOTU, 506 KOTU

for push-button insert ref.-no.: 531 U, 533 U, 533-2 U, 534 U
Duroplastic (scratch-proof) glossy

ivory P} CD 590 KO5L
white [P} CD 590 KO5L WwW
brown IP| CD 590 KO5L BR
grey P} CD 590 KO5L GR
light grey IP| CD 590 KO5L LG
black P} CD 590 KO5L SW
metal versions (anodized aluminium)

gold-bronze CD 590 KO5L GB
platinum CD 590 KO5L PT
1-gang rocker with symbol "bell"

for push-button insert ref.-no.: 531 U, 532 U, 533 U, 533-2 U

Duroplastic (scratch-proof) glossy

ivory [P} CD 590 K

white IP| CD 590 KWW
light grey [P} CD590KLG
brown IP| CD 590 K BR
grey IP| CD 590 K GR
black [P} CD 590 K SW
metal versions (anodized aluminium)

gold-bronze CD 590 K GB
platinum CD 590K PT
Thermoplastic (breakproof) high-gloss

ivory P} CD 590 BFK
white P} CD 590 BFK WW
1-gang rocker with symbol "bell", with lens

for push-button insert ref.-no.: 531 U, 533 U, 533-2 U, 534 U

Duroplastic (scratch-proof) glossy

ivory [P} CD 590 KO5K
white P} CD 590 KO5K WW
brown IP| CD 590 KO5K BR
grey [P} CD 590 KO5K GR
light grey P} CD 590 KO5K LG
black IP| CD 590 KO5K sW
metal versions (anodized aluminium)

gold-bronze CD 590 KO5K GB
platinum CD 590 KO5K PT

CD range

459



CD range

Ref.-no.
1-gang rocker with symbol "door"
for push-button insert ref.-no.: 531 U, 532 U, 533 U, 533-2 U
Duroplastic (scratch-proof) glossy
ivory IP| CD590T
white [P} CD 590 T WW
light grey IP| CD590TLG
black IP| CD590 T SW
brown [P} CD 590 T BR
grey IP| CD 590 T GR
metal versions (anodized aluminium)
gold-bronze CD590TGB
platinum CD590TPT
Thermoplastic (breakproof) high-gloss
ivory IP| CD 590 BFT
white [P} CD 590 BFT WW
1-gang rocker with symbol "door", with lens
for push-button insert ref.-no.; 531 U, 5633 U, 533-2 U, 534 U
Duroplastic (scratch-proof) glossy
ivory IP| CD 590 KO5T
white P} CD 590 KO5T WW
brown [P} CD 590 KO5T BR
grey IP| CD 590 KO5T GR
light grey [P} CD 590 KO5T LG
black P} CD 590 KO5T SW
metal versions (anodized aluminium)
gold-bronze CD 590 KO5T GB
platinum CD 590 KO5T PT
Holder plate
for frame fixing and 1-gang rocker bearing
(Spare part)
black CD 90 HP
for metal versions
black CD 90 MHP
1-gang rocker with glass plate
with rocker and red lens
for all 1-gang switch/push-button inserts (except push switch insert)
Thermoplastic (breakproof) high-gloss
red similar RAL 3000 561 GL RT
blue similar RAL 5015 561 GL BL
yellow similar RAL 1004 561 GL GE
With foils "Notschalter, Heizung, Rauchabzug, Lichtkuppel 6ffnen, Hausalarm,
Bei Feuer Glas einschlagen — Knopf driicken"
Glass plate
(Spare part)
64 x 53 x 1 mm (W x Hx D) 60 GL
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Ref.-no.
Frame, 1-gang
81x81x 10 mm
Thermoplastic (breakproof) high-gloss
red similar RAL 3000 CD 581 GL RT
blue similar RAL 5015 CD 581 GL BL
yellow similar RAL 1004 CD 581 GL GE
Pull cord switch 10 AX /250 V ~
with integrated frame
for wall and ceiling installation
Screw terminals for wires up to 2.5 mm?
with 50 mm pull cord
Duroplastic (scratch-proof) glossy
ivory P 5506 ZU
white P 5506 ZU WW

Other pull cord devices can be realised with pull cord insert 34 and
1-gang rocker with big lens A 590 KO .. or pull cord insert 34 KO5 and 1-gang rocker with lens A 590 KO5 .

Pull cord switch 10 AX /250 V ~

for wall and ceiling installation

Screw terminals for wires up to 2.5 mm?

with 50 mm pull cord

Duroplastic (scratch-proof) glossy

ivory @  Z506 NUZV
white @  Z506 NUZVWW

Other pull cord devices can be realised with pull cord insert 34 and
1-gang rocker with big lens A 590 KO .. or pull cord insert 34 KO5 and 1-gang rocker with lens A 590 KO5 ..

2-gang rocker

for switch insert ref.-no.: 505 U, 509 U

for push switch insert ref.-no.: 505 TU, 509 TU (not thermoplastic version)
for push-button insert ref.-no.; 535 U, 539 U

for multi switch insert ref.-no.: 532-4 U (not metal versions)

Duroplastic (scratch-proof) glossy

ivory EE CD595

white EE CD595WW
brown P} CD 595 BR
grey P} CD 595 GR
light grey [EE CD595LG
black P} CD 595 SW
metal versions (anodized aluminium)

gold-bronze CD 595 GB
platinum CD 595 PT
Thermoplastic (breakproof) high-gloss

ivory P} CD 595 BF
white P} CD 595 BF ww
brown IP| CD 595 BF BR
grey P} CD 595 BF GR
light grey [P} CD 595 BF LG

For illuminated inserts use rocker with lens ref.-no.: ..KO...
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Ref.-no.
2-gang rocker with inscription field 9 x 27 mm
for switch insert ref.-no.: 505 U, 509 U
for push switch insert ref.-no.: 505 TU, 509 TU
for push-button insert ref.-no.: 535 U, 539 U
for multi switch insert ref.-no.: 532-4 U
Duroplastic (scratch-proof) glossy
ivory IPRP] CD 595 NA
white IPRP] CD 595 NA WW
brown IP| CD 595 NA BR
grey [P} CD 595 NA GR
light grey IPYP] CD 595 NA LG
black IP| CD 595 NA SW
Transparent cover with paper inlay
for inscription field 9 x 27 mm
(Spare part)
A set of two covers
paper inlay white CD 95 NA
2-gang rocker with lens
for switch insert ref.-no.: 505 U 5
for switch insert with indicator light ref.-no.: 505 KOU 5
for push-button insert ref.-no.: 535 U 5
Duroplastic (scratch-proof) glossy
ivory IPRP] CD 595 KO5
white IPYP] CD 595 KO5 Ww
brown IP| CD 595 KO5 BR
grey [P} CD 595 KO5 GR
light grey IPP] CD 595 KO5 LG
black IP| CD 595 KO5 SW
metal versions (anodized aluminium)
gold-bronze CD 595 KO5 GB
platinum CD 595 KO5 PT
Thermoplastic (breakproof) high-gloss
ivory [P} CD 595 KO5BF
white [P} CD 595 KO5BF WwW
brown IP| CD 595 KO5BF BR
grey [P} CD 595 KO5BF GR
light grey IP| CD 595 KO5BF LG




CD range

Ref.-no.
2-gang rocker with arrow symbols
for blind switch insert ref.-no.: 509 VU
for blind push-button insert ref.-no.: 539 VU
Duroplastic (scratch-proof) glossy
ivory = CD 595 P
white P} CD 595 P WW
brown P} CD 595 P BR
grey = CD 595 P GR
light grey [P} CD595P LG
black P} CD 595 P SW
metal versions (anodized aluminium)
gold-bronze CD 595 P GB
platinum CD595P PT
Thermoplastic (breakproof) high-gloss
ivory = CD 595 PBF
white IP| CD 595 PBF WW
brown IP] CD 595 PBF BR
grey 1P| CD 595 PBF GR
light grey P} CD 595 PBF LG
Holder plate
for frame fixing and 2-gang rocker bearing
(Spare part)
black CD 95 HP
for metal versions
black CD 95 MHP

Centre plate

for key switch inserts ref.-no.: 104.28, 134.18, 134.28, 133.18, 138.18, 106.28

for key switch inserts IP 44 ref.-no.: CD 104.18 WU, CD 134.18 WU, CD 133.18 WU, CD 106.18 WU
Thermoplastic (breakproof) high-gloss

ivory IP| 528

white [P} CD 528 WW
brown IP| CD 528 BR
grey P} CD 528 GR
light grey P} CD 528 LG
black IP| CD 528 SW
metal versions (anodized aluminium)

gold-bronze CD 528 GB
platinum CD 528 PT

One escutcheon plate with symbols and one without symbols included in delivery.
Height of escutcheon plate: 11 mm

Centre plate
for key switch inserts ref.-no.: 104.15, 134.15, 133.15, 106.15
Thermoplastic (breakproof) high-gloss

ivory 525

white CD 525 WW
brown CD 525 BR
grey CD 525 GR
light grey CD525LG
black CD 525 swW
metal versions (anodized aluminium)

gold-bronze CD 525 GB
platinum CD 525 PT
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Ref.-no.
Centre plate with knob
for rotary switch insert ref.-no.: 1101-4, 1101-20
for timer switch insert ref.-no.: 11015, 11120-20
for rotary blind switch insert ref.-no.: 1234.10, 1234.20
Duroplastic (scratch-proof) glossy
ivory IPP] CD 1541
white IPRP] CD 1541 WW
brown [P} CD 1541 BR
grey [P} CD 1541 GR
light grey EE CD1541LG
black P} CD 1541 SW
metal versions (anodized aluminium)
gold-bronze CD 1541 GB
platinum CD 1541 PT
also for volume control WHD type: LST..JU UP and LR..JU UP
and for program selection WHD type: PRO 3 JU..
SCHUKO® socket 16 A/250 V ~
screwless terminals for wires up to 2.5 mm?
without claws: ref.-no. with additional "N", e.g.: ..1520 N..
With screw terminals: ref.-no. ..1521..
Supporting frame, claws and claw screws are integrated into the earth protection.
Duroplastic (scratch-proof) glossy
ivory P] CD 1520
white P CD 1520 WW
brown CD 1520 BR
grey CD 1520 GR
light grey P] CD 1520 LG
black CD 1520 SW
metal versions (anodized aluminium)
gold-bronze CD 1520 GB
platinum CD 1520 PT
Thermoplastic (breakproof) high-gloss
ivory CD 1520 BF
white CD 1520 BF WW
brown CD 1520 BF BR
grey CD 1520 BF GR
green CD 1520 BF GN
light grey CD 1520 BF LG
orange CD 1520 BF O

464



Ref.-no.

SCHUKO® socket 16 A/250 V ~

Screw terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1521 N..

Supporting frame, claws and claw screws are integrated into the earth protection.
Duroplastic (scratch-proof) glossy

ivory E cD1521

white E CD1521 WW
brown CD 1521 BR
grey CD 1521 GR
light grey B CD1521LG
black CD 1521 SW
metal versions (anodized aluminium)

gold-bronze CD 1521 GB
platinum CD 1521 PT
Thermoplastic (breakproof) high-gloss

ivory CD 1521 BF
white CD 1521 BF WW
brown CD 1521 BF BR
green CD 1521 BF GN
grey CD 1521 BF GR
light grey CD 1521 BF LG

SCHUKO® socket 16 A/ 250 V ~

with enhanced contact protection (shutter)

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.
Duroplastic (scratch-proof) glossy

ivory P CD 1520 Kl

white & CD 1520 KI WW
metal versions (anodized aluminium)

gold-bronze CD 1520 KI GB
platinum CD 1520 KI PT
Thermoplastic (breakproof) high-gloss

ivory CD 1520 BFKI
white CD 1520 BFKI WW
brown CD 1520 BFKI BR
grey CD 1520 BFKI GR
green CD 1520 BFKI GN
light grey CD 1520 BFKI LG
orange CD 1520 BFKI O
red CD 1520 BFKI RT
black CD 1520 BFKI SW

CD range
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Ref.-no.
SCHUKO® socket 16 A/ 250 V ~
with enhanced contact protection (shutter)
Screw terminals for wires up to 2.5 mm?
without claws: ref.-no. with additional "N", e.g.: ..1521 N..
Supporting frame, claws and claw screws are integrated into the earth protection.
Duroplastic (scratch-proof) glossy
ivory CD 1521 Kl
white CD 1521 KIWW
brown CD 1521 KI BR
grey CD 1521 KI GR
light grey CD 1521 KI LG
black CD 1521 KI SW
metal versions (anodized aluminium)
gold-bronze CD 1521 KI GB
platinum CD 1521 KI PT
Thermoplastic (breakproof) high-gloss
ivory CD 1521 BFKI
white CD 1521 BFKI WW
brown CD 1521 BFKI BR
green CD 1521 BFKI GN
grey CD 1521 BFKI GR
light grey CD 1521 BFKI LG
red CD 1521 BFKI RT

SCHUKO® socket 16 A/ 250 V ~

with inscription field 6 x 37 mm

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..
With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.

Duroplastic (scratch-proof) glossy

ivory CD 1520 NA

white CD 1520 NAWW
brown CD 1520 NABR
grey CD 1520 NA GR
light grey CD 1520 NALG
black CD 1520 NA SW
Thermoplastic (breakproof) high-gloss

ivory CD 1520 BFNA
white CD 1520 BFNA WW
brown CD 1520 BFNA BR
grey CD 1520 BFNA GR
green CD 1520 BFNA GN
light grey CD 1520 BFNA LG
orange CD 1520 BFNA O

SCHUKO® socket 16 A/ 250 V ~
with inscription field 6 x 37 mm
Screw terminals for wires up to 2.5 mm?

Supporting frame, claws and claw screws are integrated into the earth protection.

Thermoplastic (breakproof) high-gloss

ivory CD 1521 BFNA
white CD 1521 BFNA WW
brown CD 1521 BFNA BR
green CD 1521 BFNA GN
grey CD 1521 BFNA GR
light grey CD 1521 BFNA LG
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Ref.-no.

SCHUKO® socket 16 A/250 V ~

with enhanced contact protection (shutter)

with inscription field 6 x 37 mm

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..
With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.

Thermoplastic (breakproof) high-gloss

ivory CD 1520 BFKINA
white CD 1520 BFKINA WW
brown CD 1520 BFKINA BR
grey CD 1520 BFKINA GR
green CD 1520 BFKINA GN
light grey CD 1520 BFKINA LG
orange CD 1520 BFKINA O
red CD 1520 BFKINA RT
black CD 1520 BFKINA SW
SCHUKO® socket 45°, 16 A/ 250 V ~

ccrewless terminals for wires up to 2.5 mm?

especially suitable for vertical combination of several outlets

without claws: ref.-no. with additional "N", e.g.: ..520-45 N..

Duroplastic (scratch-proof) glossy

ivory 520-45

white CD 520-45 WW
SCHUKO® socket 16 A/ 250 V ~

with surge voltage protection

with inscription field 6 x 37 mm

Screw terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..521 N..

Duroplastic (scratch-proof) glossy

ivory 521 ZNAUF

white CD 521 NAUF WW

SCHUKO® socket 16 A/ 250 V ~

with pilot light (green LED) ref.-no.: 193-LED GN
with enhanced contact protection (shutter)

with inscription field 6 x 37 mm

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

Supporting frame, claws and claw screws are integrated into the earth protection.

Thermoplastic (breakproof) high-gloss

ivory CD 1520 BFNAKO
white CD 1520 BFNAKO Ww
green CD 1520 BFNAKO GN
orange CD 1520 BFNAKO O
red CD 1520 BFNAKO RT
Spare pilot light exchangeable from the front without disconnecting the mains

Transparent cover with paper inlay

for inscription field 6 x 37 mm

(Spare part)

paper inlay white CD 20 NA
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Ref.-no.

SCHUKO® socket with RCD (residual current device) 16 A /250 V ~

according to DIN EN 61008-1 (VDE 0664-10) and DIN EN 61008-2-1 (VDE 0664-11)

Rated residual current: 30 mA

with enhanced contact protection (shutter)

ccrewless terminals for wires up to 2.5 mm?

not suitable for installation in surface caps

The SCHUKO socket with RCD is suitable to replace sockets in older installations.

Sockets that are connected to the RCD-protected output terminals (L' N’) are likewise RCD-protected.
The electrical installation up to the SCHUKO® socket with RCD is not protected. The socket can also
be switched on and off manually, using the built-in switch.

Thermoplastic (breakproof) high-gloss

ivory CD 5520.30
white CD 5520.30 WW
Technical data

Rated voltage: AC 230V ~, 50/60 Hz

Rated current: 16 A

Rated residual current: 30 mA

Ambient temperature: -25...+40 °C

RCD (residual current device) 16 A/ 250V ~

according to DIN EN 61008-1 (VDE 0664-10) and DIN EN 61008-2-1 (VDE 0664-11)

Rated residual current: 30 mA

ccrewless terminals for wires up to 2.5 mm?

not suitable for installation in surface caps

suitable for cables with 2 or 3 conductors

Installation into flush box with a depth of 60 mm is recommended. Protection device with voltageindependent
function. The sockets connected to the output terminals are protected acc. to DIN VDE 0100-410.

The electrical installation up to the RCD is not protected!

Thermoplastic (breakproof) high-gloss

ivory CD 5530 FIB
white CD 5530 FIB WW
Technical data

Rated voltage: AC 230V ~, 50/60 Hz

Rated current: 16 A

Rated residual current: 30 mA

Ambient temperature: -25...+40 °C

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory [P} CD 1520 BFKL
white IP| CD 1520 BFKL WW
brown IP| CD 1520 BFKL BR
grey P CD 1520 BFKL GR
green P} CD 1520 BFKL GN
light grey IP| CD 1520 BFKL LG
orange IP| CD 1520 BFKL O

468



CD range

Ref.-no.

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

Screw terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1521 N..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory P} CD 1521 BFKL
white P} CD 1521 BFKL WW
brown IP| CD 1521 BFKL BR
green P} CD 1521 BFKL GN
light grey IP| CD 1521 BFKL LG
orange IP| CD 1521 BFKL O

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

with enhanced contact protection (shutter)

Screw terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1521 N..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory 1P| CD 1521 BFKIKL
white IP] CD 1521 BFKIKL WW
brown = CD 1521 BFKIKL BR
grey [P CD 1521 BFKIKL GR
green IP] CD 1521 BFKIKL GN
light grey [P CD 1521 BFKIKL LG
orange P} CD 1521 BFKIKL O

SCHUKO® socket 16 A/250 V ~

with hinged lid (with spring)

with inscription field 9 x 58 mm

with enhanced contact protection (shutter)

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory P} CD 1520 BFNAKL
white IP| CD 1520 BFNAKL WW
brown P} CD 1520 BFNAKL BR
grey P} CD 1520 BFNAKL GR
green P} CD 1520 BFNAKL GN
light grey P} CD 1520 BFNAKL LG
orange = CD 1520 BFNAKL O
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Ref.-no.

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

with inscription field 9 x 58 mm

with enhanced contact protection (shutter)

Screw terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1521 N..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory IP| CD 1521 BFNAKL
white [P} CD 1521 BFNAKL WW
brown P} CD 1521 BFNAKL BR
grey IP| CD 1521 BFNAKL GR
green [P} CD 1521 BFNAKL GN
light grey IP| CD 1521 BFNAKL LG
orange P} CD 1521 BFNAKL O
Transparent cover with paper inlay

for inscription field 9 x 58 mm

(Spare part)

paper inlay white CD 90 NA

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

with inscription field 9 x 39 mm

with pilot light (green LED) ref.-no.: 193-LED GN

with enhanced contact protection (shutter)

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

Supporting frame, claws and claw screws are integrated into the earth protection.
Thermoplastic (breakproof) high-gloss

ivory P} CD 1520 NAKLKO
white P} CD 1520 NAKLKO Ww
green IP| CD 1520 NAKLKO GN
orange P} CD 1520 NAKLKO O
red IP| CD 1520 NAKLKO RT
Spare pilot light exchangeable from the front without disconnecting the mains

SCHUKO® socket 16 A/ 250 V ~

with hinged lid (with spring)

with inscription field 9 x 39 mm

with safety lock (24 different locks)

with enhanced contact protection (shutter)

screwless terminals for wires up to 2.5 mm?

without claws: ref.-no. with additional "N", e.g.: ..1520 N..

With screw terminals: ref.-no. ..1521..

Supporting frame, claws and claw screws are integrated into the earth protection.

Thermoplastic (breakproof) high-gloss

ivory P} CD 1520 NAKLSL
white [P} CD 1520 NAKLSL Ww
brown P} CD 1520 NAKLSL BR
grey IP| CD 1520 NAKLSL GR
green [P} CD 1520 NAKLSL GN
light grey P} CD 1520 NAKLSL LG
orange IP| CD 1520 NAKLSL O
Transparent cover with paper inlay

for inscription field 9 x 39 mm

(Spare part)

paper inlay white LS 90 NA
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Ref.-no.
Socket, 2-pole without earth 16 A/ 250 V ~
Screw terminals for wires up to 2.5 mm?
screw fixing only, without claws
Duroplastic (scratch-proof) glossy
ivory P 511 NUzv
white P CD511 NWW
brown CD511NBR
grey CD 511 NGR
light grey B CD511NLG
black CD 511 N SW
metal versions (anodized aluminium)
gold-bronze CD511 NGB
platinum CD511 NPT

Socket insert, French/Belgian system
2-pole + male earth pin, 16 A/ 250 V ~
Supporting frame, claws and claw screws are integrated into the earth protection.

with claws
with screwless terminals 1520 F EINS
with screw terminals 1521 F EINS

Socket insert, French/Belgian system
2-pole + male earth pin, 16 A/ 250 V ~
Supporting frame is integrated into the earth protection.

without claws
with screwless terminals 1520 NF EINS
with screw terminals 1521 NF EINS

Centre plate

for socket insert French/Belgian system, ref.-no.: 1520 ..F EINS, 1521 ..F EINS
with enhanced contact protection (shutter)

Duroplastic (scratch-proof) glossy

ivory P CD 1521 FKI PL-1
white & CD 1521 FKI WW PL-1
brown CD 1521 FKI BR PL-1
grey CD 1521 FKI GR PL-1
light grey [E  CD 1521 FKILG PL-1
black CD 1521 FKI SW PL-1
metal versions (anodized aluminium)

gold-bronze CD 1521 FKI GB PL-1
platinum CD 1521 FKI PT PL-1
Socket US NEMA system

15A,125V ~, 5-15R, 2-pole + earth

Screw terminals for wires up to 4 mm? acc. to US-NEMA

Thermoplastic (breakproof) high-gloss

ivory NaV CD 521-15
white NaV CD 521-15 WW
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Ref.-no.

Socket US NEMA system
20 A, 125V ~, 5-20R, 2-pole + earth
Screw terminals for wires up to 4 mm? acc. to US-NEMA
Thermoplastic (breakproof) high-gloss
ivory NaV CD 521-20
white NaV CD 521-20 WW
Centre plate with knob
for rotary dimmer inserts ref.-no.: 1730 DD, 1731 DD, 211 GDE
for satellite dimmer insert ref.-no.: 1733 DNE
for electronic potentiometer 1 — 10 V ref.-no.: 240-10
for DALI rotary controllers ref.-no.: 1740 DSTE, 1741 DSTE
Duroplastic (scratch-proof) glossy
ivory IPRP] CD 1540
white IPRP] CD 1540 WW
brown P} CD 1540 BR
grey IP| CD 1540 GR
light grey [EE CD1540 LG
black P} CD 1540 SW
Sealing gasket
for covers for rotary dimmer inserts

P} 140D

To obtain protection level IP 44 the sealing gasket ref.-no.: 140 D has to be placed
into the centre plate for rotary dimmer and IP 44 frame has to be used.

Rotary dimmer LED with rotary on/off
with cover and integrated frame

without satellite input

Duroplastic (scratch-proof) glossy

ivory

CD 5544.03 V

white

CD 5544.03 V WW

single device, not suitable for combinations

Technical data
Rated voltage:
Mains frequency:
Stand-by power:
Power loss:
Ambient temperature:
Connected load at 25 °C
Incandescent lamps:
HV halogen lamps:
Dimmable HV LED lamps:
Ohmic and HV LED:
Reduction of load
Surface mounting:
for every 5 °C exceededing 35 °C:

for installation into wooden or hollow walls:

Fine-wire fuse:
Connection mode:
single wire:
stranded without ferrule:
stranded with ferrule:
2-way switch circuit:

AC 230V ~
50 Hz
approx. 0.2 W
approx. 3.7 W
-5...+45°C

20..200W
20..200W
typical 3 ... 40 W
typical 3 ... 40 W

5%

-10 %

-15%

T800 mA H 250
screw terminals
1x0.5..2.5mm?
1x0.5..25mm?
1x0.5..2.5mm?
not possible
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Ref.-no.

Standard centre plate

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1720 NE, 1723 NE, 1708 IE

Duroplastic (scratch-proof) glossy

ivory CD 1700
white CD 1700 WW
brown CD 1700 BR
grey CD 1700 GR
light grey CD 1700 LG
black CD 1700 SW
metal colours (duroplastic lacquered)

gold-bronze CD 1700 GB
platinum CD 1700 PT

Standard centre plate "arrows"

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1720 NE, 1723 NE, 1708 IE

Duroplastic (scratch-proof) glossy

ivory CD 1700 P
white CD 1700 P WW
brown CD 1700 P BR
grey CD 1700 P GR
light grey CD1700P LG
black CD 1700 P SW
metal versions (anodized aluminium)

gold-bronze CD 1700 P GB
platinum CD 1700 P PT

Universal centre plate

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts “light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory CD 1701
white CD 1701 WW
brown CD 1701 BR
grey CD 1701 GR
light grey CD 1701 LG
black CD 1701 SW
metal colours (duroplastic lacquered)

gold-bronze CD 1701 GB
platinum CD 1701 PT
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Ref.-no.

Universal centre plate "arrows"

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE
Duroplastic (scratch-proof) glossy

ivory CD 1701 P
white CD 1701 PWW
brown CD 1701 PBR
grey CD 1701 P GR
light grey CD1701 P LG
black CD 1701 P SW
metal colours (duroplastic lacquered)

gold-bronze CD 1701 P GB
platinum CD 1701 P PT

Standard centre plate 2-gang

for LB Management inserts "light" ref.-no.: 1702 SE, 1712 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory CD 1702
white CD 1702 WW
brown CD 1702 BR
grey CD 1702 GR
light grey CD 1702 LG
black CD 1702 SW
metal colours (duroplastic lacquered)

gold-bronze CD 1702 GB
platinum CD 1702 PT
Standard timer with display

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE
for LB Management inserts "light"
ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

white

CD 1750 D WW

black

CD 1750 D SW

Universal timer Bluetooth

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory CD 1751 BT
white CD 1751 BT WW
brown CD 1751 BT BR
grey CD 1751 BT GR
light grey CD 1751 BT LG
black CD 1751 BT SW
metal colours (duroplastic lacquered)

gold-bronze CD 1751 BT GB
platinum CD 1751 BT PT
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Ref.-no.

Universal timer Bluetooth "arrows"

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory CD 1751 PBT
white CD 1751 PBT WW
brown CD 1751 PBT BR
grey CD 1751 PBT GR
light grey CD 1751 PBT LG
black CD 1751 PBT SW
metal colours (duroplastic lacquered)

gold-bronze CD 1751 PBT GB
platinum CD 1751 PBT PT

eNet Standard radio centre plate

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory FM CD 1700
white FM CD 1700 WW
brown FM CD 1700 BR
grey FM CD 1700 GR
light grey FM CD 1700 LG
black FM CD 1700 SW
metal colours (duroplastic lacquered)

gold-bronze FM CD 1700 GB
platinum FM CD 1700 PT

eNet Standard radio centre plate "arrows"

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts “light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory FM CD 1700 P
white FM CD 1700 P WW
brown FM CD 1700 P BR
grey FM CD 1700 P GR
light grey FMCD 1700P LG
black FM CD 1700 P SW
metal colours (duroplastic lacquered)

gold-bronze FM CD 1700 P GB
platinum FM CD 1700 P PT
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Ref.-no.

eNet radio centre plate

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory FM CD 1701
white FM CD 1701 WW
brown FM CD 1701 BR
grey FM CD 1701 GR
light grey FM CD 1701 LG
black FM CD 1701 SW
metal colours (duroplastic lacquered)

gold-bronze FM CD 1701 GB
platinum FM CD 1701 PT

eNet radio centre plate "arrows"

for LB Management inserts "blinds" ref.-no.: 1730 JE and 1731 JE

for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Duroplastic (scratch-proof) glossy

ivory FMCD 1701 P
white FM CD 1701 P WW
brown FM CD 1701 P BR
grey FM CD 1701 P GR
light grey FMCD 1701 PLG
black FM CD 1701 P SW
metal colours (duroplastic lacquered)

gold-bronze FM CD 1701 P GB
platinum FMCD 1701 PPT

Standard automatic switch 1.1 m
for LB Management inserts "light"
ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE

Thermoplastic (breakproof) high-gloss

, 1708 IE

ivory CD 17180
white CD 17180 WW
brown CD 17180 BR
grey CD 17180 GR
light grey CD 17180 LG
black CD 17180 SW
metal colours (thermoplastic lacquered)

gold-bronze CD 17180 GB
platinum CD 17180 PT




Ref.-no.

Standard automatic switch 1.1 m
for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE, 1708 IE

IP 44 suitable only for indoor installation
Thermoplastic (breakproof) high-gloss

ivory P} CD 17180 WU
white P} CD 17180 WU WW
brown P} CD 17180 WU BR
grey IP) CD 17180 WU GR
light grey P} CD 17180 WU LG
black 1P| CD 17180 WU SW
metal colours (thermoplastic lacquered)

gold-bronze = CD 17180 WU GB
platinum P} CD 17180 WU PT

Standard automatic switch 2.2 m
for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE, 1708 IE

IP 44 suitable only for indoor installation
Thermoplastic (breakproof) high-gloss

ivory P} CD 17280
white P} CD 17280 WW
grey [P} CD 17280 GR
light grey P} CD 17280 LG
black P} CD 17280 SW
metal colours (thermoplastic lacquered)

gold-bronze [P} CD 17280 GB
platinum = CD 17280 PT

Universal automatic switch 1.1 m
for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE, 1708 IE

Thermoplastic (breakproof) high-gloss

ivory CD 17181
white CD 17181 WW
brown CD 17181 BR
grey CD 17181 GR
light grey CD 17181LG
black CD 17181 SW
metal colours (thermoplastic lacquered)

gold-bronze CD 17181 GB
platinum CD 17181 PT

Universal automatic switch 1.1 m
for LB Management inserts "light"

ref.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE, 1708 IE

IP 44 suitable only for indoor installation
Thermoplastic (breakproof) high-gloss

ivory P} CD 17181 WU
white [P} CD 17181 WU WW
brown P} CD 17181 WU BR
grey P} CD 17181 WU GR
light grey P} CD 17181 WU LG
black P} CD 17181 WU SW
metal colours (thermoplastic lacquered)

gold-bronze IP| CD 17181 WU GB
platinum [P} CD 17181 WU PT

CD range
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Universal automatic switch 2.2 m

for LB Management inserts "light"

ef.-no.: 1701 SE, 1704 ESE, 1702 SE, 1710 DE, 1711 DE, 1713 DSTE, 1723 NE, 1708 IE
IP 44 suitable for indoor and outdoor installation

Thermoplastic (breakproof) high-gloss

ivory P} CD 17281
white 1P| CD 17281 WW
grey = CD 17281 GR
light grey [P} CD 17281LG
black = CD 17281 SW
metal colours (thermoplastic lacquered)
gold-bronze [P} CD 17281 GB
platinum IP] CD 17281 PT
Sealing kit
for automatic switches 2.2 m of the CD and LS ranges

IP] AS CD 50 DS

To obtain protection level IP 44

Electronic timer, 230 V~, 1500 VA

with frame

The device is operated simply by pressing the button. After a previously set time delay the timer
switches off automatically. The activated time delay can be stopped by pressing the button again.
1-pole switch contact, with status LED, satellite operation possible

Duroplastic (scratch-proof) glossy

time delay 1 - 60 min,

white @ CD1060 ET WW

Duroplastic (scratch-proof) glossy
time delay 1 -8 hours

white @  CD10.480 ET WW

Timer switch 16 AX /250 V ~
Screw terminals for wires up to 4 mm?
screw fixing only, without claws

incl. 1-gang frame and scale disc
accuracy = 10 %

Duroplastic (scratch-proof) glossy

white 2-pole, 1-way max. 30 minutes IP] CD 11030 WW
1-pole, 2-way max. 30 minutes IP| CD 11030-20 WwW
2-pole, 1-way max. 60 minutes P} CD 11060 WW
2-pole, 1-way max. 120 minutes = CD 11120 WW
1-pole, 2-way max. 120 minutes IP| CD 11120-20 WW
2-pole, 1-way max. 240 minutes [P} CD 11240 WW
2-pole, 1-way max. 360 minutes P} CD 11360 WW
2-pole, 1-way max. 720 minutes IP| CD 11720 WW
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Timer switch with synchronised drive 16 AX 250 V ~
screw fixing only, without claws
Neutral conductor required
Thermoplastic (breakproof) high-gloss
ivory CD 5024
white CD 5024 WW
Product characteristics
¢ Min. switch ON or switch OFF time: 30 minutes
e Switching wheel (24 h) with 48 switching segments
¢ Simple programming by pulling switching segments
¢ Mode switch: permanently ON, Auto, permanently OFF
Technical data
Rated voltage: AC 230V ~, 50 Hz
Switching capacity: 16 (4) A/ AC 250V ~ (the rated current for motors is in brackets)
Ambient temperature: -20...+50 °C
Awning control, AeroTec 04
Thermoplastic (breakproof) high-gloss
white AT 04 WW
The AeroTec timer may be used to operate sun protection systems only.
Intermediate frame to install "AeroTec 04"
in CD range
white CD AT 581 ZWW
Room thermostat (1-way contact)
1-pole NC contact 10 (4) A, AC 230 V ~, 50/60 Hz
Thermoplastic (breakproof) high-gloss
ivory TR CD 231
white TR CD 231 WW
brown TR CD 231 BR
grey TR CD 231 GR
light grey TR CD 231 LG
black TR CD 231 SW
metal versions (anodized aluminium)
gold-bronze TR CD 231 GB
platinum TR CD 231 PT
Room thermostat (1-way contact)
1-pole NC contact 10 (4) A, AC 24 V ~
Thermoplastic (breakproof) high-gloss
ivory TR CD 241
white TR CD 241 WW
brown TR CD 241 BR
grey TR CD 241 GR
light grey TRCD 241 LG
black TR CD 241 SW
metal versions (anodized aluminium)
gold-bronze TR CD 241 GB
platinum TR CD 241 PT

CD range
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Room thermostat (2-way contact)

1-pole, 2-way, heating 10 (4) A, AC 230 V ~, 50/60 Hz
1-pole, 2-way, cooling 5 (2) A, AC 230 V ~, 50/60 Hz

For switching between heating/cooling the EBERLE terminal strip EV..H/K is necessary.

Thermoplastic (breakproof) high-gloss

ivory TR CD 236
white TR CD 236 WW
brown TR CD 236 BR
grey TR CD 236 GR
light grey TRCD 236 LG
black TR CD 236 SW
metal versions (anodized aluminium)

gold-bronze TR CD 236 GB
platinum TR CD 236 PT
Room thermostat (2-way contact)

1-pole, 2-way, heating 10 (4) A, AC 24V ~

1-pole, 2-way, cooling 5 (2) A, AC 24 V ~

Thermoplastic (breakproof) high-gloss

ivory TR CD 246
white TR CD 246 WW
brown TR CD 246 BR
grey TR CD 246 GR
light grey TR CD 246 LG
black TR CD 246 SW
metal versions (anodized aluminium)

gold-bronze TR CD 246 GB
platinum TR CD 246 PT
Floor thermostat

1-pole NO contact 10 A, AC 230 V ~, 50/60 Hz

Thermoplastic (breakproof) high-gloss

ivory FTR CD 231
white FTR CD 231 WW
brown FTR CD 231 BR
grey FTR CD 231 GR
light grey FTRCD 231LG
black FTR CD 231 SW
metal versions (anodized aluminium)

gold-bronze FTR CD 231 GB
platinum FTR CD 231 PT
Special knob, manipulation-proof

ivory MS TR 231
white MS TR 231 WW
brown MS TR 231 BR
grey MS TR 231 GR
light grey MSTR 231 LG
black MS TR 231 SW
for metal versions

bronze-beige MS TR 231 BB
platinum-grey MS TR 231 PG

The set temperature can no longer be changed after the knob has been "locked".

Dismounting only possible with tool.




CD range

Ref.-no.
Humidistat
Thermoplastic (breakproof) high-gloss
ivory CD 5201 HYG
white CD 5201 HYG WW
grey CD 5201 HYG GR
light grey CD 5201 HYG LG

Room thermostat with display standard

consists of room thermostat insert (ref.-no.: 1790 RTR) and display (ref.-no.; .. 1790 D ..)

white TR D CD 1790 WW
black TR D CD 1790 SW

External temperature sensor

for room thermostat ref.-no. 1790 RTR, TRD .. 1790 ..

spare part for floor thermostat ref.-no. FTR .. 231 ..

The sensor cable can be connected using a bifilar cable of 1.5 mm? in diameter that is suitable for mains

voltage. When installed in a cable duct or near high voltage current cables, a shielded cable must be used.
FF7.8

Also suitable as external temperature sensor for the following KNX devices, ref.-no.:

. 2178TS .., .. 2178 ORTS .., .. 5192 KRM TS D, .. 5194 KRM TS D, 2177 SV R, 23066 REGHE
Technical data

NTC sensor in plastic cap 7.8 mm @

Cable length: 4m

Ambient temperature: -25...+70°C

Cover kits F50 see as of page 665

Cover kits F40 see as of page 672
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Centre plate

with supporting frame, screw fixing only

for 2 loudspeaker sockets up to 18.5 mm @ or with flange mounting 22.5 mm hole spacing.
In connection with mounting plate ref.-no. 63 WBT (not included) for loudspeaker terminal
ref.-no. LPK 63 RT/SW and RCA socket ref.-no. CIB 63.

Second hole can be broken out.

Duroplastic (scratch-proof) glossy

ivory P 562

white B CD562WW
brown CD 562 BR
grey CD 562 GR
light grey @ CD562LG
black CD 562 SW
metal versions (anodized aluminium)

gold-bronze CD 562 GB
platinum CD 562 PT

Centre plate

with supporting frame, screw fixing only

for loudspeaker socket ref.-no.: PB 4

for chassis connector ref.-no.: CXLR-S, CXLR-D
for XLR chassis Neutrik D / DL / DLX Series
internal dimensions (W x H): 27.5 x 32.5 mm
Duroplastic (scratch-proof) glossy

ivory P 568-1

white @  CD568-1 WW

Centre plate for XLR socket

with supporting frame, screw fixing only
e.g. Binder, Cannon, Neutrik (P Series)
internal dimensions (W x H): 27.5 x 37 mm
Duroplastic (scratch-proof) glossy

ivory B 568

white = CD 568 WW

Centre plate

for TV-FM socket outlet inserts ref.-no.: EDU 04 F, GEDU 10, GEDU 15
for SAT-TV-FM socket outlet inserts ref.-no.: EDA 302 F, GDA 313 F

for TV-FM sockets acc. to DIN 45330 and standard SAT-TV-FM sockets
Thermoplastic (breakproof) high-gloss

ivory 561 SAT

white CD 561 SAT ww
brown CD 561 SAT BR
grey CD 561 SAT GR
light grey CD 561 SAT LG
black CD 561 SAT SW
metal versions (anodized aluminium)

gold-bronze CD 561 SAT GB

platinum CD 561 SAT PT
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Ref.-no.

Electronic door signal AC8-12V ~/DC 12-17V
with supporting frame, screw fixing only
Thermoplastic (breakproof) high-gloss
ivory 567 S
white CD 567 SWW
Technical data
Loudness: approx. 82 dB(A) (sound 1, approx. 800 Hz),

distance 1 mand AC 12 V ~ (Piezo, with sound generator)

approx. 96 dB(A) (sound 2, approx. 3000 Hz),

distance 1 mand AC 12 V ~ (Piezo, with sound generator)
Terminals: ~ 1 sound 1 (approx. 800 Hz)

~ 2 sound 2 (approx. 3,000 Hz)
Current consumption: approx. 24 mAat AC 12V ~

approx. 12 mAat DC 12 V

Triple-tone door signal

with supporting frame, screw fixing only

Thermoplastic (breakproof) high-gloss

ivory CD 567-G3
white CD 567-G3 WW
2 separate terminals for 2 or 3 tone signal

power supply: 8 ... 12 VAC or 8 ... 24 V DC, via external power supply (SELV)

e.g. ref.-no. NT 2405 VDC or NT 2415 REG VDC

current consumption: approx. 150 mA

Cable outlet

with supporting frame, screw fixing only
opening for cables with max. 8 mm @
Duroplastic (scratch-proof) glossy

ivory P 590 A

white B CD59%0AWW
brown CD 590 ABR
grey CD 590 A GR
light grey [ CD590ALG
black CD 590 A SW
metal versions (anodized aluminium)

gold-bronze CD 590 A GB
platinum CD590APT
Cable outlet

with inscription field 6 x 37 mm

with supporting frame, screw fixing only

opening for cables with max. 8 mm @

Duroplastic (scratch-proof) glossy

ivory [ 590 NAA

white [ CD590 NAAWW

Transparent cover with paper inlay

for inscription field 6 x 37 mm

(Spare part)

paper inlay white CD 20 NA
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Ref.-no.
Centre plate for volume control (0 - 11):
Dynacord L 314 /L 3100
discontinued: WHD LSt 6 CD- / LSt 50 CD- /LR 15..CD
for available WHD inserts see covers with ref.-no. .. 1541 .. or.. 1941 ..
Thermoplastic (breakproof) high-gloss
ivory 594-8
white CD 594-8 WW
Centre plate for program selection (0 - 5):
Dynacord L 314 SR /L 3100 SR
WHD PRO 3 CD..
Thermoplastic (breakproof) high-gloss
ivory 594-9
white CD 594-9 WW
Centre plate
for 1-gang modular jack sockets
IAE/UAE sockets ref.-no.: UAE 8 UPO
for sockets Cat. 6 ref.-no.: UAE 8 UPOK6
(1 x 8-pol.)
for WLAN access point ref.-no.: WLAN-AC-UAE, WLAN-AC-POE-UAE
Thermoplastic (breakproof) high-gloss
ivory 569-1 UA
white CD 569-1 UAWW
brown CD 569-1 UABR
grey CD 569-1 UA GR
light grey CD 569-1 UALG
black CD 569-1 UA SW
metal versions (anodized aluminium)
gold-bronze CD 569-1 UA GB
platinum CD 569-1 UA PT
Centre plate with inscription field 6 x 37 mm
for 1-gang modular jack sockets
IAE/UAE sockets ref.-no.: UAE 8 UPO
for sockets Cat. 6 ref.-no.: UAE 8 UPOK6
(1 x 8-pol.)
for WLAN access point ref.-no.: WLAN-AC-UAE, WLAN-AC-POE-UAE
Thermoplastic (breakproof) high-gloss
ivory 569-1 NAUA
white CD 569-1 NAUA WW
brown CD 569-1 NAUA BR
grey CD 569-1 NAUA GR
light grey CD 569-1 NAUA LG
black CD 569-1 NAUA SW
metal versions (anodized aluminium)
gold-bronze CD 569-1 NAUA GB
platinum CD 569-1 NAUA PT

Suitable inserts:
Rutenbeck: UAE 8(4) UPO, UAE 8(8) UPO, UAE-Cat.be-8 UPO OK, UAE-real.Cat.6-8 UPO OK
Telegértner: AMJ 45, UMJ 45 and ISDN 1 x RJ 45 (TYP 8)

Transparent cover with paper inlay
for inscription field 6 x 37 mm
(Spare part)

paper inlay white CD 20 NA
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Ref.-no.
Centre plate
for 2-gang modular jack sockets
IAE/UAE sockets ref.-no.: UAE 2 x 8 UPO, UAE 8-8 UPO
for sockets Cat. 6 ref.-no.: UAE 8-8 UPOK6
(2 x 8-pal.)
for media converter 2-gang ref.-no.: MK-POF-2UAE
Thermoplastic (breakproof) high-gloss
ivory 569-2 UA
white CD 569-2 UA WW
brown CD 569-2 UA BR
grey CD 569-2 UA GR
light grey CD 569-2 UALG
black CD 569-2 UA SW
metal versions (anodized aluminium)
gold-bronze CD 569-2 UA GB
platinum CD 569-2 UA PT

Suitable inserts:

METZ CONNECT (BTR): 1307441001-i or 1307441200-i; E-Dat design 8/8(8), Class E

Rutenbeck: UAE 8/8 (8/8) UPO, UAE 2x8 (8) UPO, UAE-Cat.5e-8/8 UPO OK, UAE-real.Cat.6-8/8 UPO OK
Telegartner: AMJ 45, UMJ 45 and ISDN 2 x RJ 45 (TYP 8/8)

Centre plate with inscription field 6 x 37 mm

for 2-gang modular jack sockets

IAE/UAE sockets ref.-no.: UAE 2 x 8 UPO, UAE 8-8 UPO
for sockets Cat. 6 ref.-no.: UAE 8-8 UPOK6

(2 x 8-pol.)

for media converter 2-gang ref.-no.: MK-POF-2UAE
Thermoplastic (breakproof) high-gloss

ivory 569-2 NAUA

white CD 569-2 NAUA WW
brown CD 569-2 NAUA BR
grey CD 569-2 NAUA GR
light grey CD 569-2 NAUA LG
black CD 569-2 NAUA sSW
metal versions (anodized aluminium)

gold-bronze CD 569-2 NAUA GB
platinum CD 569-2 NAUA PT

Suitable inserts:

METZ CONNECT (BTR): 1307441001-i or 1307441200-i; E-Dat design 8/8(8), Class E

Rutenbeck: UAE 8/8 (8/8) UPO, UAE 2x8 (8) UPO, UAE-Cat.5e-8/8 UPO OK, UAE-real.Cat.6-8/8 UPO OK
Telegértner: AMJ 45, UMJ 45 and ISDN 2 x RJ 45 (TYP 8/8)

Transparent cover with paper inlay
for inscription field 6 x 37 mm
(Spare part)

paper inlay white CD 20 NA

CD range
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Ref.-no.

Centre plate (screw fixing)

for stereo loudspeaker socket ref.-no.: SLA 2 WW, SLA 2 AN

for 2-gang supporting frame ref.-no.: UMA-MA2 in connection with universal modular jack socket type A
ref.-no.: UMA-CATBA

for USB charger ref.-no.: USB 15 CA WW, USB 15 CA SW

Thermoplastic (breakproof) high-gloss

ivory 569 T

white CD 569 T WW
brown CD 569 T BR
grey CD569 T GR
light grey CD569TLG
black CD 569 T SW

for Rutenbeck: UM-MA 2 Up with UM-real Cat.6a A
for Datwyler: flush-mounted modular jack socket (for 2 x MS-K 1/8 Cat.6a), ref.-no.: 440 012

Centre plate (screw fixing)

for 2-gang supporting frame ref.-no.: UMA-MA2 in connection with universal modular jack socket type A
ref.-no.: UMA-CATBA

for USB charger ref.-no.: USB 15 CA WW, USB 15 CA SW

metal versions (anodized aluminium)

gold-bronze CD 569 T GB

platinum CD569TPT

for Rutenbeck: UM-MA 2 Up with UM-real Cat.6a A
for Datwyler: flush-mounted modular jack socket (for 2 x MS-K 1/8 Cat.6a), ref.-no.: 440 012

Centre plate (screw fixing) with inscription field 6 x 37 mm

for stereo loudspeaker socket ref.-no.: SLA 2 WW, SLA 2 AN

for 2-gang supporting frame ref.-no.: UMA-MA2 in connection with universal modular jack socket type A
ref.-no.: UMA-CATBA

for USB data interface ref.-no.: 2131 USBS

for USB charger ref.-no.: USB 15 CA WW, USB 15 CA SW

Thermoplastic (breakproof) high-gloss

ivory 569 TNA

white CD 569 TNA Ww

for Rutenbeck: UM-MA 2 Up with UM-real Cat.6a A
for Datwyler: flush-mounted modular jack socket (for 2 x MS-K 1/8 Cat.6a), ref.-no.: 440 012

Transparent cover with paper inlay
for inscription field 6 x 37 mm
(Spare part)

paper inlay white CD 20 NA

USB charger see page 72

Centre plate (snap-on fixing) with inscription field 6 x 37 mm
with supporting frame, screw fixing only

for universal modular jack socket ref.-no.: UMA-CATEA

for 1 socket

Thermoplastic (breakproof) high-gloss

ivory 569-1 WE

white CD 569-1 WE WW




CD range

Ref.-no.
for 2 sockets
Thermoplastic (breakproof) high-gloss
ivory 569-2 WE
white CD 569-2 WE WW
for modular jack sockets
RADIALL:

modular jack unshielded 6P6C, RJ 12, Cat. 4 (ref.-no. R280MOD804)
modular jack unshielded 8P8C, RJ 45, Cat. 4 (ref.-no. R280MOD805)
modular jack unshielded 8P8C, RJ 45, Cat. 5e (ref.-no. R280MOD807)
Panduit:

keystone jack KJ 88..

keystone jack KJ 588..

Assmann:

module DN-93612 Cat. 6A, shielded, Keystone

module DN-93614

SCHRACK

HSPMRJ6G1A, HSEMRJBGBA, HSEMRJBGBS, HSEMRJBGWA, HSEMRJBGWS, HSEMRJBUWS

Centre plate (snap-on fixing) with inscription field 6 x 37 mm

with supporting frame, screw fixing only

for modular jack Avaya (AT&T)

Cat. 3 RJ 45, M1 series: ref.-no. M1BH.., unshielded,

Cat. 5 RJ 45, MPS100 series: ref.-no. MPS100BH.., unshielded,

Cat. 6 RJ 45, MGS200 series: GigaSPEED, ref.-no. MGS200BH.., unshielded

for 2 sockets

Thermoplastic (breakproof) high-gloss

ivory 569-2 AT

white CD 569-2 AT WW

Potential equalisation socket

with supporting frame, screw fixing only

with 2 one-pole built-in male sockets according to DIN 42801
for wires up to 6 mm?

Duroplastic (scratch-proof) glossy

ivory B  565-2
white P] CD 565-2 WW
Right angle plug

for potential equalisation socket
screw terminal for wires with 4 or 6 mm?

65 WIS
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Ref.-no.
Centre plate (screw fixing)
with supporting frame, screw fixing only
for commanding appliance with @ 22.5 mm
e.g. Moeller, Rafi, Schlegel, Lumitas, Kraus-Naimer
Duroplastic (scratch-proof) glossy
ivory B 564
white P] CD 564 WW
yellow 564 GE
Blank centre plate (screw fixing)
with supporting frame, screw fixing only
Duroplastic (scratch-proof) glossy
ivory B 561B
white @ CD561BWW
Blank centre plate (snap-on fixing)
with supporting frame, screw fixing only
Thermoplastic (breakproof) high-gloss
ivory = 594-0
white IP| CD 594-0 Ww
brown [P} CD 594-0 BR
grey P} CD 594-0 GR
light grey P} CD5%-0LG
black [P} CD 594-0 SW
metal versions (anodized aluminium)
gold-bronze CD 594-0 GB
platinum CD 594-0 PT

The cover will be installed with snap-on fixing and enables individual cuttings or drilling holes.

Centre plate
for pilot lights ref.-no.: 938-10 U and 938-14 U
Duroplastic (scratch-proof) glossy

ivory = 537

white [P CD 537 WwW

Sealing gasket
for covers for pilot light ref.-no.: ..537.., ..937..

P} 37D

To obtain protection level IP 44 the sealing gasket ref.-no.: 37 D has to be placed
into the pilot light centre plate and IP 44 frame has to be used.




Ref.-no.
Screw cap
for covers for pilot light ref.-no.: ..537.., ..937..
flat, for lamps up to max. length of 35 mm
transparent 37.02
red 37.05
green 37.06
yellow 37.07
blue 37.08
high, for lamps up to max. length of 54 mm
transparent 37
red 37R
green 37G
yellow 37 GE
blue 37BL
Intermediate frame
to install devices with 50 x 50 mm cover (DIN 49075)
Thermoplastic (breakproof) high-gloss
ivory 590 Z
white CD 590 ZWW
Intermediate frame
to install devices of other manufacturers with 55 x 55 mm cover
Not suitable for devices of the AS / A ranges.
Thermoplastic (breakproof) high-gloss
ivory 561 25
white CD 561 Z5 WW
Intermediate frame
for the installation of "Ackermann" RJ 45 sockets WAEG..
Thermoplastic (breakproof) high-gloss
ivory 590 ZA
white CD 590 ZAWW
Hinged lid
for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss
ivory CD 590 KL
white CD 590 KL ww
brown CD 590 KL BR
grey CD 590 KL GR
green CD 590 KL GN
light grey CD 590 KL LG
orange CD590KL O
black CD 590 KL SW
metal versions (anodized aluminium)
gold-bronze CD 590 KL GB
platinum CD 590 KL PT

CD range
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Ref.-no.
Hinged lid with spring
for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss
ivory CD 590 BFKL
white CD 590 BFKL WW
brown CD 590 BFKL BR
grey CD 590 BFKL GR
green CD 590 BFKL GN
light grey CD 590 BFKL LG
orange CD 590 BFKL O
Hinged lid with spring
with inscription field 9 x 58 mm
for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss
ivory CD 590 BFNAKL
white CD 590 BFNAKL WW
brown CD 590 BFNAKL BR
grey CD 590 BFNAKL GR
green CD 590 BFNAKL GN
light grey CD 590 BFNAKL LG
orange CD 590 BFNAKL O
red CD 590 BFNAKL RT
Transparent cover with paper inlay
for inscription field 9 x 58 mm
(Spare part)
paper inlay white CD 90 NA
Hinged lid with spring
with safety lock (24 different locks)
with inscription field 9 x 39 mm
for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss
ivory CD 590 BFKLSL
white CD 590 BFKLSL WwW
brown CD 590 BFKLSL BR
grey CD 590 BFKLSL GR
green CD 590 BFKLSL GN
light grey CD 590 BFKLSL LG
orange CD 590 BFKLSL O
red CD 590 BFKLSL RT
Key
1 piece 802 SL -825SL

When ordering, please indicate lock number!

Transparent cover with paper inlay
for inscription field 9 x 39 mm
(Spare part)

paper inlay white

LS 90 NA




Ref.-no.
Hinged lid
with symbol "charger"
for USB charger ref.-no.: USB 15 CA WW, USB 15 CA SW
including centre plate
Thermoplastic (breakproof) high-gloss
ivory CD 590 KL USB
white CD 590 KL USB WW
brown CD 590 KL USB BR
grey CD 590 KL USB GR
light grey CD 590 KL USB LG
black CD 590 KL USB SW
metal versions (anodized aluminium)
gold-bronze CD 590 KL USB GB
platinum CD 590 KL USB PT
Hinged lid
with symbol "plug"
for sockets with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss
ivory CD 590 KL SOC
white CD 590 KL SOC ww
brown CD 590 KL SOC BR
grey CD 590 KL SOC GR
light grey CD 590 KL SOC LG
black CD 590 KL SOC SW
metal versions (anodized aluminium)
gold-bronze CD 590 KL SOC GB
platinum CD 590 KL SOC PT
Hinged lid
with symbol "LAN"
for 2-gang modular jack sockets
IAE/UAE sockets ref.-no.: UAE 2 x 8 UPO, UAE 8-8 UPO
for sockets Cat. 6 ref.-no.: UAE 8-8 UPOK6
(2 x 8-pal.)
including centre plate
Thermoplastic (breakproof) high-gloss
ivory CD 590 KL LAN
white CD 590 KL LAN WW
brown CD 590 KL LAN BR
grey CD 590 KL LAN GR
light grey CD590 KL LANLG
black CD 590 KL LAN SW
metal versions (anodized aluminium)
gold-bronze CD 590 KL LAN GB

platinum

CD 590 KL LAN PT

CD range
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Ref.-no.

Convex hinged lid

with inscription field 23 x 59 mm
for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss

white CD 554 KL WwW

Convex hinged lid

with inscription field 23 x 59 mm

with safety lock

for sockets and devices with 50 x 50 mm cover
Thermoplastic (breakproof) high-gloss

white CD 554 SLKL Ww

Key

1 piece 802 SL - 825 SL

When ordering, please indicate lock number!

Transparent cover with paper inlay
for inscription field 23 x 59 mm
(Spare part)

paper inlay white CD 54 NA

Sealing gasket

to ensure protection level IP 44

for all flush-mounted switch/push-button inserts of the 500 range, SCHUKO® sockets with hinged lid, rotary
switches and timer switch inserts

for all devices, covers and frames with blue "IP 44 marking"

in some cases with additional gaskets acc. to product description

IP| 551 WU
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Frame edge radius

R85

152

Frame dimensions

I-gang
2-gang
3-gang
4-gang
5-gang

8lmmx 8lmm
8lmm x 152 mm
8l mm x 223 mm
8lmm x 294 mm
8l'mm x 365 mm
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Ref.-no.
Frame
for horizontal and vertical installation
Duroplastic (scratch-proof) glossy
ivory
1-gang 81x 81mm [P} CD581W
2-gang 81 x 152 mm = CD 582 W
3-gang 81x223 mm IP| CD 583 W
4-gang 81 x294 mm P} CD584 W
5-gang 81 x 365 mm IP] CD 585 W
white
1-gang 81x 81 mm = CD 581 WW
2-gang 81 x 152 mm IP| CD 582 WW
3-gang 81 x 223 mm IP] CD 583 WW
4-gang 81 x 294 mm = CD 584 WW
5-gang 81 x 365 mm IP| CD 585 WW
brown
1-gang 81x 81 mm IP| CD 581 BR
2-gang 81 x 152 mm IP] CD 582 BR
3-gang 81 x223 mm P} CD 583 BR
4-gang 81 x 294 mm P} CD 584 BR
5-gang 81 x 365 mm = CD 585 BR
grey
1-gang 81x 81 mm [P} CD 581 GR
2-gang 81 x 152 mm P} CD 582 GR
3-gang 81x223 mm P} CD 583 GR
4-gang 81 x 294 mm [P} CD 584 GR
5-gang 81 x 365 mm P} CD 585 GR
light grey
1-gang 81x 81mm [P} CD581LG
2-gang 81 x 152 mm IP| CD582LG
3-gang 81x223 mm IP| CD 583 LG
4-gang 81 x 294 mm [P} CD584 LG
5-gang 81 x 365 mm P} CD 585 LG
black
1-gang 81x 81 mm P} CD 581 SwW
2-gang 81 x 152 mm P} CD 582 SW
3-gang 81 x223 mm IP| CD 583 SW
4-gang 81 x294 mm P} CD 584 SW
5-gang 81 x 365 mm IP| CD 585 SW
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Ref.-no.
Frame
for horizontal and vertical installation
metal versions (anodized aluminium)
gold-bronze
1-gang 81x 81 mm CD 581 GB
2-gang 81 x152 mm CD 582 GB
3-gang 81 x 223 mm CD 583 GB
4-gang 81x294 mm CD 584 GB
5-gang 81 x 365 mm CD 585 GB
platinum
1-gang 81x 81 mm CD 581 PT
2-gang 81 x 152 mm CD 582 PT
3-gang 81x223 mm CD 583 PT
4-gang 81x294 mm CD 584 PT
5-gang 81 x 365 mm CD 585 PT

Frame
for horizontal and vertical installation
Thermoplastic (breakproof) high-gloss

ivory

1-gang 81x 81 mm = CD 581 WU W
2-gang 81 x 152 mm 1P| CD582WUWwW
3-gang 81 x 223 mm IP| CD 583 WU W
4-gang 81 x294 mm = CD584 WU W
5-gang 81 x 365 mm P} CD585WUW
white

1-gang 81x 81 mm = CD 581 WU Ww
2-gang 81 x 152 mm 1P| CD 582 WU wWw
3-gang 81 x223 mm P} CD 583 WU Ww
4-gang 81 x294 mm = CD 584 WU WwW
5-gang 81 x 365 mm P} CD 585 WU Ww
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Ref.-no.
Frame
for horizontal and vertical installation
brown
1-gang 81x 81mm P} CD 581 WU BR
2-gang 81 x 152 mm 1P| CD 582 WU BR
3-gang 81 x223 mm IP| CD 583 WU BR
4-gang 81 x 294 mm [P} CD 584 WU BR
5-gang 81 x 365 mm P} CD 585 WU BR
grey
1-gang 81x 81mm P} CD 581 WU GR
2-gang 81 x 152 mm P} CD 582 WU GR
3-gang 81x223 mm IP| CD 583 WU GR
4-gang 81 x 294 mm IP| CD 584 WU GR
5-gang 81 x 365 mm 1P| CD 585 WU GR
green
1-gang 81x 81 mm = CD 581 WU GN
2-gang 81 x 152 mm IP| CD 582 WU GN
3-gang 81 x 223 mm IP| CD 583 WU GN
4-gang 81 x 294 mm IP| CD 584 WU GN
5-gang 81 x 365 mm IP| CD 585 WU GN
light grey
1-gang 81x 81 mm = CD 581 WU LG
2-gang 81 x 152 mm IP| CD 582 WU LG
3-gang 81x223 mm IP| CD 583 WU LG
4-gang 81 x 294 mm = CD 584 WU LG
5-gang 81 x 365 mm IP| CD 585 WU LG
orange
1-gang 81x 81 mm = CD 581 WU O
2-gang 81 x 152 mm IP| CD582WU O
3-gang 81 x 223 mm IP| CD583WU O
4-gang 81 x 294 mm = CD 584 WU O
5-gang 81 x 365 mm IP| CD585WU O
red
1-gang 81x 81 mm = CD 581 WU RT
2-gang 81 x152 mm P} CD 582 WU RT
3-gang 81 x 223 mm P} CD 583 WU RT
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Ref.-no.
Frame for cable duct installation
for horizontal and vertical installation
Thermoplastic (breakproof) high-gloss
ivory
1-gang 80 x 80 mm CD581 KW
2-gang 80 x 151 mm CD582KW
3-gang 80 x 222 mm CD583KW
white
1-gang 80x 80 mm CD 581 KWW
2-gang 80 x 151 mm CD 582 KWW
3-gang 80 x 222 mm CD 583 KWW
grey
1-gang 80x 80 mm CD 581 KGR
2-gang 80 x 1561 mm CD 582 KGR
3-gang 80 x 222 mm CD 583 K GR
light grey
1-gang 80x 80 mm CD581KLG
2-gang 80 x 151 mm CD582KLG
3-gang 80 x 222 mm CD583KLG
green
1-gang 80x 80 mm CD 581 KGN
2-gang 80 x 151 mm CD 582 K GN
3-gang 80 x 222 mm CD 583 K GN
orange
1-gang 80x 80 mm CD581KO
2-gang 80 x 151 mm CD582KO
3-gang 80 x 222 mm CD583KO
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Ref.-no.

SCHUKO® socket for cable ducts 16 A/ 250 V ~

ccrewless terminals for wires up to 2.5 mm?

Cover with integrated frame

for installation into cable duct boxes

dimensions: 80 x 151 mm

3-gang

Duroplastic (scratch-proof) glossy

ivory P CD 523
white & CD 523 WwW
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SCHUKO® socket for cable ducts 16 A/ 250 V ~

with 1 inscription field 6 x 37 mm above middle socket

ccrewless terminals for wires up to 2.5 mm?

Cover with integrated frame

for installation into cable duct boxes

dimensions: 80 x 151 mm

3-gang

Duroplastic (scratch-proof) glossy

ivory P] CD 523 NA
white P CD 523 NA WW
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Transparent cover with paper inlay

for inscription field 6 x 37 mm

(Spare part)

paper inlay white CD 20 NA
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Ref.-no.
Surface cap
with integrated frame and non-flammable ground plate
for inserts with covers of the CD range (except key switches ref.-no. ..15,
3-level-switch and socket for Switzerland type 13)
1-gang, 85 x 85 x 47 mm
Duroplastic (scratch-proof) glossy
ivory CD581AW
white CD 581 AWW
brown CD 581 ABR
grey CD 581 AGR
2-gang, 156 x 85 x 47 mm
Duroplastic (scratch-proof) glossy
ivory CD582AW
white CD 582 AWW
brown CD 582 A BR
grey CD 582 A GR
3-gang, 227 x 85 x 47 mm
Duroplastic (scratch-proof) glossy
ivory CD583AW
white CD 583 AWW
brown CD 583 ABR
grey CD 583 A GR
Mounting box for surface caps
(Spare part)
1-gang 581 A
2-gang 582 A
3-gang 583 A
Strain relief
for surface caps
for cables 3 x 1.5 mm? up to 5 x 2.5 mm? (@ 7 up to 13 mm)

58 A ZUG
Inlets for cables, pipes and trunkings in surface caps
for cable and mini trunking
ivory 1
white 11 WW
brown 11 BR
grey 11 GR
for trunking 15 x 15 mm
ivory 12
white 12 WW
brown 12 BR
grey 12GR
for pipes with outside @ 16 mm
ivory 13
white 13 WW
brown 13 BR
grey 13 GR
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CD PLUS

WHITE WITH INTERNAL COLOUR FRAME IN LIGHT GREEN

q,.
< [
067 o ‘ 71
™ 4 N4
7 N 7 N7 N
<
L]
\ J » \. J\\ J
N L/ . J
084 5 - 155 >
Frame edge radius Frame dimensions
R54 I-gang 84 mmx 84 mm

2-gang 84 mmx 155 mm
3-gang 84 mmx 226 mm
4-gang 84 mmx 297 mm
5-gang 84 mm x 368 mm



Ref.-no.

Frame

for horizontal and vertical installation

for CD range

To be completed with internal colour frames (ref.-no.: CDP 81 ..) or external colour frames (ref.-no.: CDP 82 ..)

Duroplastic (scratch-proof) glossy

white

1-gang 84 x 84 mm CDP 581 WW
2-gang 84 x 155 mm CDP 582 WW
3-gang 84 x 226 mm CDP 583 WW
4-gang 84 x 297 mm CDP 584 WW
5-gang 84 x 368 mm CDP 585 WW
light grey

1-gang 84 x 84 mm CDP 581 LG
2-gang 84 x 1565 mm CDP 582LG
3-gang 84 x 226 mm CDP 583 LG
4-gang 84 x 297 mm CDP 584 LG
5-gang 84 x 368 mm CDP 585 LG
black

1-gang 84 x 84 mm CDP 581 SW
2-gang 84 x 1565 mm CDP 582 SW
3-gang 84 x 226 mm CDP 583 SW
4-gang 84 x 297 mm CDP 584 SW
5-gang 84 x 368 mm CDP 585 SW
Internal colour frame

for installation in frames ref.-no. CDP 58..

light grey CDP 81 LG
yellow CDP 81 GE
light green CDP 81 LGN
stainless steel CDP 81ES
granite CDP 81 GT
metallic green CDP 81 GNM
metallic black CDP 81 SWM
metallic blue CDP 81 BLM
metallic red CDP 81 RTM
chrome CDP 81 GCR
gold CDP 81 GGO
External colour frame

for installation in frames ref.-no. CDP 58..

light grey CDP 82LG
yellow CDP 82 GE
light green CDP 82 LGN
stainless steel CDP 82 ES
granite CDP 82 GT
metallic green CDP 82 GNM
metallic black CDP 82 SWM
metallic blue CDP 82 BLM
metallic red CDP 82 RTM
chrome CDP 82 GCR
gold CDP 82 GGO

CD range

CD PLUS
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