
Support structures

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

310



Support structures

Clamp fastenings  444

Profile rails  404

Cable support troughs  392

Suspensions and clamps  376

Bracket  348

Accessories, supports  340

Connector, supports  338

Supports  312
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TP supports and brackets

The TP system is a range of light-duty supports and

brackets. This product range, which consists of TP

suspended supports and brackets, can be used uni-

versally as ceiling and wall mounting. 

Low construction height

Light-duty series

Flexible mounting
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TP systems

Installation principle

TP suspended support TPS

TP support/wall and support brackets TPS

Spacer DS4

End cap TPS KS OR
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TP suspended supports

TP support    

If the profile is fastened directly to the ceiling or
the profile is screwed together as head reinforce-
ment, then, for reasons of stability, always use
the spacer, type DS 4. 
Important: only use brackets of length 345 mm or
less.

TP support for fastening to horizontal concrete
ceilings.

 

 

 

Load diagram, TP supports, type TPS

Max. total load F = cable weight + cable tray + bracket + suspended support. The tabular va-

lues for double-sided loads take the available axis spacing ai = 17 cm into account. The load

capacity values increase considerably when used in uncracked concrete. The specified values

are based on concrete of resistance class C20/25. Comply with the installation conditions of

the DIBt approval (anchors).

Single-sided load
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket width [mm]

145 245 345

1,50 1,00 0,65

1,50 1,50 0,65

Double-sided load
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket width [mm]

145 245 345

1,50 1,50 1,20

1,50 1,50 1,50

 

Characteristic anchor load values for TP support

Load

Bending of the end of the suspended support

at permitted bracket load
 

Permitted bracket load in kN without man load
 

Bracket length in mm
 

Load curves with support lengths in mm

 

445

545

645

Type

TPS 445 FS

TPS 545 FS

TPS 645 FS

Length

mm

Weight

kg/100 pc.

73.000

80.000

99.000

Item no.

6364322

6364349

6364365

Pack

Piece

1

1

1

Dimensions

 

445

545

645

Type

TPS 445 FS

TPS 545 FS

TPS 645 FS

Dim.

L

mm

Always indicate the item number when ordering.
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TP suspended supports

   TP support

 

Load diagram, TP support, type TPS

Max. total load F = cable weight + cable tray + bracket + suspended support. The tabular va-

lues for double-sided loads take the available axis spacing ai = 17 cm into account. The load

capacity values increase considerably when used in uncracked concrete. The specified values

are based on concrete of resistance class C20/25. Comply with the installation conditions of

the DIBt approval (anchors).

Single-sided load
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket width [mm]

145 245 345

1,50 1,00 0,65

1,50 1,50 0,65

Double-sided load
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket width [mm]

145 245 345

1,50 1,50 1,20

1,50 1,50 1,50

 

Characteristic anchor load values for TP support

Load

Bending of the end of the suspended support

at permitted bracket load
 

Permitted bracket load in kN without man load
 

Bracket length in mm
 

Load curves with support lengths in mm

 

445

545

645

Type

TPS 445 FT

TPS 545 FT

TPS 645 FT

Length

mm

Weight

kg/100 pc.

75.000

89.000

103.000

Item no.

6364403

6364500

6364608

Pack

Piece

1

1

1

If the profile is fastened directly to the ceiling or
the profile is screwed together as head reinforce-
ment, then, for reasons of stability, always use
the spacer, type DS 4. 
Important: only use brackets of length 345 mm or
less.

TP support for fastening to horizontal concrete
ceilings.

 

 

 

445

545

645

Type

TPS 445 FT

TPS 545 FT

TPS 645 FT

Dim.

L

mm

Dimensions

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8

Always indicate the item number when ordering.
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US 3 U support

system

US 5 U support

system

US 7 U support

system

U support family

The perfectly matched U support family consists of US 3

(light-duty system), US 5 (medium-duty system) and US 7

(heavy-duty system). The U support range is particularly

noted for its versatility. The U supports can be used as ceil-

ing suspension, floor stand-off or as construction profiles. 
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US 3 U support system

Installation principle

US 3 suspended

support
US 3 K

Spacer DSK

Wall and support

bracket

MWA 12, MWAM 12, MWAG 12,

AW 15. AWg 15, AW 30, AW 55

Head plate KU 3

US 3 support US 3

U support con-

nector
VUS 3

End cap US 3 KS OR
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US3 U suspended supports

US 3 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 25.

Suspended support (U profile) of dimensions 50
x 30 mm with welded head plate.

 

 

Item on test US 3 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.462 kN
Bending torque M1 (SWL) 370 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 3 K 80
Deformation measuring point m  
Force F (SWL) 20 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 3 K 80 US 3 K 120
 AW 15 31 AW 15 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.947 kN 0.790 kN
Bending torque M2 (SWL) 180 Nm 150 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Load

 

200 2 5

300 2 5

400 2 5

500 2 5

600 2 5

700 2 5

800 2 5

900 2 5

1000 2 5

1100 2 5

1200 2 5

Type

US 3 K 20 FT

US 3 K 30 FT

US 3 K 40 FT

US 3 K 50 FT

US 3 K 60 FT

US 3 K 70 FT

US 3 K 80 FT

US 3 K 90 FT

US 3 K 100 FT

US 3 K 110 FT

US 3 K 120 FT

Length

mm

Material

thickness

mm

Tensile

load

kN BS

Weight

kg/100 pc.

50.500

64.400

78.300

92.300

106.200

120.200

134.100

147.800

162.000

175.900

189.900

Item no.

6342351

6342353

6342355

6342357

6342359

6342362

6342364

6342366

6342368

6342370

6342372

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

Always indicate the item number when ordering.
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US3 U suspended supports

   US 3 support

Item on test US 3 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.462 kN
Bending torque M1 (SWL) 370 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 3 K 80
Deformation measuring point m  
Force F (SWL) 20 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 3 K 80 US 3 K 120
 AW 15 31 AW 15 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.947 kN 0.790 kN
Bending torque M2 (SWL) 180 Nm 150 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Load

 

200 2 5

300 2 5

400 2 5

500 2 5

600 2 5

700 2 5

800 2 5

900 2 5

1000 2 5

Type

US 3 K 20 A2

US 3 K 30 A2

US 3 K 40 A2

US 3 K 50 A2

US 3 K 60 A2

US 3 K 70 A2

US 3 K 80 A2

US 3 K 90 A2

US 3 K 100 A2

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

44.000

58.000

71.000

84.000

97.000

110.000

123.000

137.000

150.000

Item no.

6342401

6342403

6342405

6342407

6342409

6342411

6342413

6342415

6342417

Pack

Piece

1

1

1

1

1

1

1

1

1

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 25.

Suspended support (U profile) of dimensions 50
x 30 mm with welded head plate.
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Always indicate the item number when ordering.
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US3 U suspended supports

US 3 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 25.

Suspended support (U profile) of dimensions 50
x 30 mm with welded head plate.

 

 

Item on test US 3 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.462 kN
Bending torque M1 (SWL) 370 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 3 K 80
Deformation measuring point m  
Force F (SWL) 20 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 3 K 80 US 3 K 120
 AW 15 31 AW 15 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.947 kN 0.790 kN
Bending torque M2 (SWL) 180 Nm 150 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Item on test US 3 K 80 US 3 K 120
 AW 15 61 AW 15 61
Deformation measuring point m
A1 lever arm 610 mm 610 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 0.850 kN 0.850 kN
Bending torque M2 (SWL) 290 Nm 290 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3, without spacer

 

Load

 

200 2 5

400 2 5

500 2 5

600 2 5

700 2 5

800 2 5

900 2 5

1000 2 5

1100 2 5

1200 2 5

Type

US 3 K 20 A4

US 3 K 40 A4

US 3 K 50 A4

US 3 K 60 A4

US 3 K 70 A4

US 3 K 80 A4

US 3 K 90 A4

US 3 K 100 A4

US 3 K 110 A4

US 3 K 120 A4

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

44.000

71.000

84.000

97.000

110.000

123.000

137.000

150.000

166.000

110.000

Item no.

6342375

6342379

6342381

6342389

6342391

6342393

6342395

6342397

6342396

6342398

Pack

Piece

1

1

1

1

1

1

1

1

1

1

Always indicate the item number when ordering.
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US 5 U support system

Installation principle

US 5 suspended

support
US 5 K

Spacer DSk 47

Wall and support

bracket

MWA 12, MWAM 12, MWAG 12,

AW 15. AWg 15, AW 30, AW 55

Head plate KUS 5

US 5 support US 5

U support con-

nector
VUS 5

End cap US 5 KS OR
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US5 U suspended supports

US 5 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 45.

U support of dimensions 50 x 50 mm with welded
head plate.

 

 

Item on test US 5 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.950 kN
Bending torque M1 (SWL) 760 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 5 K 80
Deformation measuring point m  
Force F (SWL) 26 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 5 K 80 US 5 K 120
 AW 30 31 FT AW 30 31 FT
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.253 kN 1.358 kN
Bending torque M2 (SWL) 240 Nm 260 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 FT AW 30 71 FT
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 1.094 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 FT AW 30 71 FT
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 1.094 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

200 2.5 10

300 2.5 10

400 2.5 10

500 2.5 10

600 2.5 10

700 2.5 10

800 2.5 10

900 2.5 10

1000 2.5 10

1100 2.5 10

1200 2.5 10

Type

US 5 K 20 FT

US 5 K 30 FT

US 5 K 40 FT

US 5 K 50 FT

US 5 K 60 FT

US 5 K 70 FT

US 5 K 80 FT

US 5 K 90 FT

US 5 K 100 FT

US 5 K 110 FT

US 5 K 120 FT

Length

mm

Material

thickness

mm

Tensile

load

kN BS

Weight

kg/100 pc.

85.000

110.000

136.000

161.000

185.000

210.000

236.000

261.000

286.000

311.000

337.000

Item no.

6341527

6341535

6341543

6341551

6341578

6341586

6341594

6341608

6341616

6341624

6341632

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

Always indicate the item number when ordering.
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US5 U suspended supports

   US 5 support

Item on test US 5 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.950 kN
Bending torque M1 (SWL) 760 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 5 K 80
Deformation measuring point m  
Force F (SWL) 26 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 5 K 80 US 5 K 120
 AW 30 31 AW 30 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.253 kN 1.358 kN
Bending torque M2 (SWL) 240 Nm 260 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 AW 30 71
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 0.950 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 AW 30 71
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 0.950 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

200 2.5 10

300 2.5 10

400 2.5 10

500 2.5 10

600 2.5 10

700 2.5 10

800 2.5 10

900 2.5 10

1000 2.5 10

1100 2.5 10

1200 2.5 10

Type

US 5 K 20 A2

US 5 K 30 A2

US 5 K 40 A2

US 5 K 50 A2

US 5 K 60 A2

US 5 K 70 A2

US 5 K 80 A2

US 5 K 90 A2

US 5 K 100 A2

US 5 K 110 A2

US 5 K 120 A2

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

100.000

125.000

150.000

175.000

200.000

225.000

255.000

280.000

300.000

330.000

360.000

Item no.

6341358

6341362

6341366

6341370

6341374

6341378

6341382

6341386

6341390

6341394

6341398

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 45.

Suspended support (U profile) with welded head
plate.
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Always indicate the item number when ordering.
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US5 U suspended supports

US 5 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 45.

Suspended support (U profile) with welded head
plate.

 

 

Item on test US 5 K 80
Deformation measuring point m  
Length L 800 mm
Force F 0.950 kN
Bending torque M1 (SWL) 760 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 5 K 80
Deformation measuring point m  
Force F (SWL) 26 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 5 K 80 US 5 K 120
 AW 30 31 AW 30 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.253 kN 1.358 kN
Bending torque M2 (SWL) 240 Nm 260 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 AW 30 71
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 0.950 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 5 K 80 US 5 K 120
 AW 30 71 AW 30 71
Deformation measuring point m   
A1 lever arm 710 mm 710 mm
A2 lever arm 10 mm 10 mm
Length L 500 mm 1,000 mm
Force F 1.272 kN 0.950 kN
Bending torque M2 (SWL) 500 Nm 430 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

200 2.5 10

300 2.5 10

400 2.5 10

500 2.5 10

600 2.5 10

700 2.5 10

800 2.5 10

900 2.5 10

1000 2.5 10

1100 2.5 10

1200 2.5 10

Type

US 5 K 20 A4

US 5 K 30 A4

US 5 K 40 A4

US 5 K 50 A4

US 5 K 60 A4

US 5 K 70 A4

US 5 K 80 A4

US 5 K 90 A4

US 5 K 100 A4

US 5 K 110 A4

US 5 K 120 A4

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

100.000

125.000

150.000

175.000

180.000

225.000

255.000

280.000

300.000

330.000

360.000

Item no.

6341209

6341213

6341217

6341221

6341225

6341228

6341233

6341237

6341241

6341245

6341249

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

Always indicate the item number when ordering.
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US 7 U support system

Installation principle

US 7 hanging

support
US 7 K

Spacer DSK 61

Wall and sup-

port bracket

MWA 12, MWAM 12, MWAG 12,

AW 15. AWg 15, AW 30, AW 55

Head plate KU 7 NOX

US 7 support US 7

U support con-

nector
VUS 7

End cap US 7 KS OR
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US7 U suspended supports

US 7 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 61.

Suspended support (U profile) of dimensions 70
x 50 mm with welded head plate.

 

 

Item on test US 7 K 80
Deformation measuring point m  
Length L 800 mm
Force F 2.250 kN
Bending torque M1 (SWL) 1,800 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 7 K 80
Deformation measuring point m  
Force F (SWL) 45 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 30 31 FT AW 30 31 AW 30 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm 310 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 2.169 kN 2.169 kN 1.985 kN
Bending torque M2 (SWL) 437 Nm 437 Nm 400 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 FT AW 55 81 FT AW 55 81 FT
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 FT AW 55 81 FT AW 55 81 FT
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

200 4 11

300 4 11

400 4 11

500 4 11

600 4 11

700 4 11

800 4 11

900 4 11

1000 4 11

1100 4 11

1200 4 11

1300 4 11

1400 4 11

1500 4 11

1600 4 11

1700 4 11

1800 4 11

1900 4 11

2000 4 11

2500 4 11

3000 4 11

Type

US 7 K 20 FT

US 7 K 30 FT

US 7 K 40 FT

US 7 K 50 FT

US 7 K 60 FT

US 7 K 70 FT

US 7 K 80 FT

US 7 K 90 FT

US 7 K 100 FT

US 7 K 110 FT

US 7 K 120 FT

US 7 K 130 FT

US 7 K 140 FT

US 7 K 150 FT

US 7 K 160 FT

US 7 K 170 FT

US 7 K 180 FT

US 7 K 190 FT

US 7 K 200 FT

US 7 K 250 FT

US 7 K 300 FT

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

177.000

218.000

261.000

302.000

344.000

387.000

418.000

470.000

512.000

550.000

591.000

636.000

675.000

718.000

760.000

802.000

843.000

884.000

879.722

1,140.000

1,428.000

Item no.

6339018

6339034

6339050

6339077

6339093

6339115

6339131

6339166

6339182

6339190

6339204

6339212

6339220

6339239

6339247

6339255

6339263

6339271

6339298

6339334

6339360

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

Always indicate the item number when ordering.
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US7 U suspended supports

   US 7 support

Item on test US 7 K 80
Deformation measuring point m  
Length L 800 mm
Force F 2.250 kN
Bending torque M1 (SWL) 1,800 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 7 K 80
Deformation measuring point m  
Force F (SWL) 45 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 30 31 AW 30 31 AW 30 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm 310 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 2.169 kN 2.169 kN 1.985 kN
Bending torque M2 (SWL) 437 Nm 437 Nm 400 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 AW 55 81 AW 55 81
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 AW 55 81 AW 55 81
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

200 4 11

300 4 11

400 4 11

500 4 11

600 4 11

700 4 11

800 4 11

900 4 11

1000 4 11

1100 4 11

1200 4 11

1400 4 11

1500 4 11

2000 4 11

Type

US 7 K 20 A2

US 7 K 30 A2

US 7 K 40 A2

US 7 K 50 A2

US 7 K 60 A2

US 7 K 70 A2

US 7 K 80 A2

US 7 K 90 A2

US 7 K 100 A2

US 7 K 110 A2

US 7 K 120 A2

US 7 K 140 A2

US 7 K 150 A2

US 7 K 200 A2

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

173.000

213.000

256.000

296.000

337.000

377.000

410.000

459.000

491.000

531.000

571.000

650.000

690.000

889.000

Item no.

6338607

6338615

6338623

6338631

6338658

6338666

6338674

6338682

6338690

6338704

6338712

6338739

6338747

6338801

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 61.

Suspended support (U profile) with welded head
plate.
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US7 U suspended supports

US 7 support    

For fastening to horizontal concrete ceilings and
steel girders. For bracket widths of 400 mm or
more, or if the bracket is mounted at the end of a
suspended support, we recommend the use of
the spacer, type DSK 61.

Suspended support (U profile) with welded head
plate.

 

 

Item on test US 7 K 80
Deformation measuring point m  
Length L 800 mm
Force F 2.250 kN
Bending torque M1 (SWL) 1,800 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test US 7 K 80
Deformation measuring point m  
Force F (SWL) 45 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 30 31 AW 30 31 AW 30 31
Deformation measuring point m   
A1 lever arm 310 mm 310 mm 310 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 2.169 kN 2.169 kN 1.985 kN
Bending torque M2 (SWL) 437 Nm 437 Nm 400 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 AW 55 81 AW 55 81
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Item on test US 7 K 80 US 7 K 120 US 7 K 170
 AW 55 81 AW 55 81 AW 55 81
Deformation measuring point m   
A1 lever arm 810 mm 810 mm 810 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 3.348 kN 2.659 kN 2.079 kN
Bending torque M2 (SWL) 1,530 Nm 1,530 Nm 1,530 Nm

Testing of the bending torque on the support with bracket with spacer

According to IEC 61537, Chapter 10.8.2.3

 

Load

 

1000 4 11

2000 4 11

Type

US 7 K 100 A4

US 7 K 200 A4

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

500.000

905.000

Item no.

6338872

6338881

Pack

Piece

1

1

Always indicate the item number when ordering.
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I support family

The I support system from OBO Bettermann really

comes into its own in situations where high loads must

be carried, large distances must be bridged and diffi-

cult routes must be implemented. The I support sys-

tem fulfils all the requirements of a heavy-duty cable

mounting system. The high load capacities of all the

system components permit the mounting of complex

structures. The comprehensive range of head plates

allows the implementation of all conceivable solutions.

This heavy-duty system is used with large support

spacings of wide span systems or for multi-layer set-

ups of standard cable trays and cable ladder systems.

The combination of I supports and support brackets of

type AS 15, AS 30 and AS 55 form a perfectly

matched product range, the height of which can be

infinitely adjusted. 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

329



 

I support and bracket systems

Installation principle

Luminaire support tray IS 8 K

Luminaire support rail AHIS 8

90° bend

Cover with turn buckle KI 8

Edge protection ring IS 8

Suspension bracket VIS 8

Suspension chain IS 8 KS OR

Centre suspension TGK
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I suspended supports

   IS 8 support

Item on test IS 8 K 80
Deformation measuring point m  
Length L 800 mm
Force F 3.000 kN
Bending torque M1 (SWL) 2,400 Nm

Testing of the bending torque on the ceiling plate

According to IEC 61537, Chapter 10.8.2.1

 

Item on test IS 8 K 80
Deformation measuring point m  
Force F (SWL) 50 kN

Testing of the tensile strength

According to IEC 61537, Chapter 10.8.2.2

 

Item on test IS 8 K 80 IS 8 K 140 IS 8 K 180
 AS 55 101 AS 55 101 AS 55 101
Deformation measuring point m   
A1 lever arm 1,010 mm 1,010 mm 1,010 mm
A2 lever arm 10 mm 10 mm 10 mm
Length L 500 mm 1,000 mm 1,500 mm
Force F 2.847 kN 3.025 kN 3.025 kN
Bending torque M2 (SWL) 1,600 Nm 1,700 Nm 1,700 Nm

Testing of the bending torque on the support with bracket

According to IEC 61537, Chapter 10.8.2.3

 

  

Load

 

200 4 12

300 4 12

400 4 12

500 4 12

600 4 12

700 4 12

800 4 12

900 4 12

1000 4 12

1100 4 12

1200 4 12

1300 4 12

1400 4 12

1500 4 12

1600 4 12

1700 4 12

1800 4 12

2000 4 12

3000 4 12

Type

IS 8 K 20 FT

IS 8 K 30 FT

IS 8 K 40 FT

IS 8 K 50 FT

IS 8 K 60 FT

IS 8 K 70 FT

IS 8 K 80 FT

IS 8 K 90 FT

IS 8 K 100 FT

IS 8 K 110 FT

IS 8 K 120 FT

IS 8 K 130 FT

IS 8 K 140 FT

IS 8 K 150 FT

IS 8 K 160 FT

IS 8 K 170 FT

IS 8 K 180 FT

IS 8 K 200 FT

IS 8 K 300 FT

Length

mm

Material

thickness

mm

Tensile

load

kN

Weight

kg/100 pc.

205.900

263.900

321.900

379.900

437.900

495.900

553.900

611.900

669.800

727.800

785.800

843.800

901.800

959.800

1,017.800

1,075.800

1,133.800

1,249.700

1,833.000

Item no.

6361021

6361056

6361072

6361099

6361110

6361137

6361153

6361188

6361218

6361234

6361250

6361277

6361293

6361315

6361331

6361366

6361382

6361420

6361692

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

I support with welded head plate. For fastening to
horizontal concrete ceilings and steel girders.

Single and double-sided brackets of type AS 15,
AS 30 and AS 55 can be fastened to the IS 8 K
suspended support. The height of the brackets is
infinitely adjustable.
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TP profile

TP profile    

 

 

TP profile with clamping lugs.
 

3000

Type

TPSG 3000 FS

Length

mm

Weight

kg/100 pc.

441.000

Item no.

6366090

Pack

Piece

1
 

U supports

US 3 support    

 

 

U support in fixed lengths. Dimensions 30 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 25.

 

200 2

300 2

400 2

500 2

600 2

700 2

800 2

900 2

1000 2

1500 2

2000 2

3000 2

6000 2

6000 2

Type

US 3 20 FS

US 3 30 FS

US 3 40 FS

US 3 50 FS

US 3 60 FS

US 3 70 FS

US 3 80 FS

US 3 90 FS

US 3 100 FS

US 3 150 FS

US 3 200 FS

US 3 300 FS

US 3 600 FS

US 3 600 FT

Length

mm

Material

thickness

mm BS

Weight

kg/100 pc.

27.000

40.000

53.000

67.000

80.000

93.000

107.000

120.000

133.000

200.000

266.000

399.000

798.000

834.000

Item no.

6342302

6342304

6342306

6342308

6342310

6342312

6342314

6342316

6342318

6342328

6342338

6342340

6342345

6342450

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1
 

   

Always indicate the item number when ordering.
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U supports

   US 3 support

U support in fixed lengths. Dimensions 30 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 25.

 

300 2

500 2

1000 2

1500 2

2000 2

6000 2

Type

US 3 30 A2

US 3 50 A2

US 3 100 A2

US 3 150 A2

US 3 200 A2

US 3 600 A2

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

42.200

66.000

132.000

198.000

263.000

790.000

Item no.

6342455

6342457

6342460

6342463

6342466

6342468

Pack

Piece

1

1

1

1

1

1
 

 

 

   US 3 support

U support in fixed lengths. Dimensions 30 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 25.

 

2000 2

Type

US 3 200 A4

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

263.000

Item no.

6342497

Pack

Piece

1
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U supports

US 5 support    

 

 

U support in fixed lengths. Dimensions 50 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 45.

 

200 2.5

300 2.5

400 2.5

500 2.5

600 2.5

700 2.5

800 2.5

900 2.5

1000 2.5

1100 2.5

1500 2.5

2000 2.5

3000 2.5

6000 2.5

Type

US 5 20 FT

US 5 30 FT

US 5 40 FT

US 5 50 FT

US 5 60 FT

US 5 70 FT

US 5 80 FT

US 5 90 FT

US 5 100 FT

US 5 110 FT

US 5 150 FT

US 5 200 FT

US 5 300 FT

US 5 600 FT

Length

mm

Material

thickness

mm BS

Weight

kg/100 pc.

51.000

79.000

106.000

133.000

160.000

175.000

200.000

227.000

265.000

278.000

395.000

506.000

795.000

1,578.000

Item no.

6340881

6340903

6340911

6340938

6340946

6340950

6340954

6340958

6340962

6340964

6340966

6340970

6340989

6340997

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1
 

US 5 support    

 

 

U support in fixed lengths. Dimensions 50 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 45.

 

200 2.5

300 2.5

400 2.5

500 2.5

600 2.5

700 2.5

800 2.5

900 2.5

1000 2.5

1100 2.5

1200 2.5

3000 2.5

3000 2.5

Type

US 5 20 A2

US 5 30 A2

US 5 40 A2

US 5 50 A2

US 5 60 A2

US 5 70 A2

US 5 80 A2

US 5 90 A2

US 5 100 A2

US 5 110 A2

US 5 120 A2

US 5 300 A2

US 5 300 A4

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

48.000

72.000

97.000

121.000

145.000

169.000

193.000

217.000

242.000

266.000

290.000

737.000

737.000

Item no.

6341101

6341105

6341109

6341113

6341117

6341121

6341125

6341129

6341133

6341137

6341141

6341152

6341073

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1
 

Always indicate the item number when ordering.
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U supports

   US 7 support

U support in fixed lengths. Dimensions 70 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 61.

 

200 4

300 4

400 4

500 4

600 4

700 4

800 4

900 4

1000 4

1100 4

1200 4

1300 4

1400 4

1500 4

1600 4

1700 4

1800 4

1900 4

2000 4

3000 4

6000 4

Type

US 7 20 FT

US 7 30 FT

US 7 40 FT

US 7 50 FT

US 7 60 FT

US 7 70 FT

US 7 80 FT

US 7 90 FT

US 7 100 FT

US 7 110 FT

US 7 120 FT

US 7 130 FT

US 7 140 FT

US 7 150 FT

US 7 160 FT

US 7 170 FT

US 7 180 FT

US 7 190 FT

US 7 200 FT

US 7 300 FT

US 7 600 FT

Length

mm

Material

thickness

mm BS

Weight

kg/100 pc.

81.000

121.000

160.700

200.900

241.100

281.300

323.000

361.700

416.000

457.000

484.000

540.000

580.000

620.000

660.000

686.000

750.000

790.000

803.700

1,250.000

2,490.000

Item no.

6340016

6340032

6340059

6340075

6340091

6340113

6340148

6340164

6340180

6340199

6340202

6340210

6340229

6340237

6340245

6340253

6340261

6340288

6340296

6340377

6340318

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
 

 

14

70

5
0

5
0

L

4
0

4

 

   US 7 support

U support in fixed lengths. Dimensions 70 x 50 mm.

For bracket widths of 400 mm or more, or if the bracket is mounted at the end of
a suspended support, we recommend the use of the spacer, type DSK 61.

 

3000 4

6000 4

6000 4

Type

US 7 300 A2

US 7 600 A2

US 7 600 A4

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

1,176.300

2,433.000

2,433.000

Item no.

6341969

6341993

6341995

Pack

Piece

1

1

1
 

 

14

70

5
0

5
0

L

4
0

4
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Always indicate the item number when ordering.
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I supports

IS 8 support    

 

 

I support in fixed lengths. Dimensions 80 x 42 mm.

Single and double-sided brackets of type AS 15, AS 30 and AS 55 can be fas-
tened to the IS 8 I support. The height of the brackets is infinitely adjustable.

 

300 4

400 4

500 4

600 4

700 4

800 4

900 4

1000 4

1100 4

1200 4

1300 4

1400 4

1500 4

1600 4

1700 4

1800 4

1900 4

2000 4

2500 4

3000 4

6000 4

Type

IS 8 30 FT

IS 8 40 FT

IS 8 50 FT

IS 8 60 FT

IS 8 70 FT

IS 8 80 FT

IS 8 90 FT

IS 8 100 FT

IS 8 110 FT

IS 8 120 FT

IS 8 130 FT

IS 8 140 FT

IS 8 150 FT

IS 8 160 FT

IS 8 170 FT

IS 8 180 FT

IS 8 190 FT

IS 8 200 FT

IS 8 250 FT

IS 8 300 FT

IS 8 600 FT

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

171.000

229.000

286.000

344.000

402.000

459.000

517.000

575.000

632.000

690.000

748.000

806.000

863.000

921.000

979.000

1,036.000

1,094.000

1,152.000

1,440.000

1,730.000

3,460.000

Item no.

6337031

6337058

6337066

6337074

6337082

6337090

6337104

6337112

6337120

6337139

6337147

6337155

6337163

6337171

6337198

6337201

6337228

6337236

6337240

6337244

6337252

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
 

Always indicate the item number when ordering.
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Connector, US3 supports

VUS 3 U support connector    

 

 

U support connector to connect US 3 supports.

Including appropriate fastening material.
 

Type

VUS 3 FT

Weight

kg/100 pc.

48.300

Item no.

6018513

Pack

Piece

10
 

VUS 3 U support connector    

 

 

U support connector to connect US 3 supports.

Including appropriate fastening material.
 

Type

VUS 3 A2

VUS 3 A4

Weight

kg/100 pc.

48.200

48.200

Item no.

6018517

6018520

Pack

Piece

1

1
 

Connector, US5 supports

VUS 5 U support connector    

 

11 x 24

44

1
9

0

2
0

5
0

43,5

 

U support connector to connect US 5 supports.

Including appropriate fastening material.
 

Type

VUS 5 FT

Weight

kg/100 pc.

44.000

Item no.

6018505

Pack

Piece

10
 

   

U support connector VUS 5    

 

11 x 24

44

1
9

0

2
0

5
0

43,5

 

U support connector to connect US 5 supports.

Including appropriate fastening material.
 

Type

VUS 5 A4

Weight

kg/100 pc.

64.800

Item no.

6018509

Pack

Piece

1
 

Connector, US7 supports

VUS 7 U support connector    

 

 

U support connector to connect US 7 supports.

Including appropriate fastening material.
 

Type

VUS 7 FT

Weight

kg/100 pc.

112.800

Item no.

6018378

Pack

Piece

10
 

   

Always indicate the item number when ordering.
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Connector, US7 supports

   VUS 7 U support connector

U support connector to connect US 7 supports.

Including appropriate fastening material.
 

Type

VUS 7 A2

Weight

kg/100 pc.

110.900

Item no.

6018408

Pack

Piece

1
 

 

 

Connector, I supports

   VIS 8 I support connector

I support connector to connect IS 8 supports.

Including appropriate fastening material.
 

Type

VIS 8 FT

Weight

kg/100 pc.

87.000

Item no.

6018300

Pack

Piece

10
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Always indicate the item number when ordering.
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Accessories, TP supports

End cap    

 

19

2
3
.6

 

End cap to cover ends of TP supports.
 

Pastel orange

Type

TPS KS OR

Colour Weight

kg/100 pc.

0.700

Item no.

6364625

Pack

Piece

10
 

Spacer    

 

 

For static reasons, the spacer is always used to prevent the profile from deforming when the fastening bolts are
tightened.

Spacer for use in profiles, type TP.
 

Type

DS 4 FS

Weight

kg/100 pc.

3.390

Item no.

6416551

Pack

Piece

20
 

Accessories, US 3 supports

Protective cap    

 

 

Protective cap to cover the ends of US 3 supports.
 

Pastel orange

Type

US 3 KS OR

Colour Weight

kg/100 pc.

1.068

Item no.

6338458

Pack

Piece

20
 

   

DSK 25 spacer    

 

 

Spacer for use in US 3 supports.
 

Type

DSK 25 FT

Weight

kg/100 pc.

7.500

Item no.

6416446

Pack

Piece

20
 

DSK 25 spacer    

 

 

Spacer for use in US 3 supports.
 

Type

DSK 25 A2

DSK 25 A4

Weight

kg/100 pc.

7.500

7.500

Item no.

6416448

6416450

Pack

Piece

10

10
 

Always indicate the item number when ordering.
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Accessories, US 3 supports

   Head plate

The head plate can be mounted to fixed lengths of the U support, type US 3.  
Including appropriate fastening material.

Head plate for mounting on US 3 supports.
 

Type

KU 3 FT

Weight

kg/100 pc.

42.300

Item no.

6348874

Pack

Piece

1
 

 

 

   Head plate

The head plate can be mounted to fixed lengths of the U support, type US 3.  
Including appropriate fastening material.

Head plate for mounting on US 3 supports.
 

Type

KU 3 A2

KU 3 A4

Weight

kg/100 pc.

41.000

40.700

Item no.

6348876

6348877

Pack

Piece

1

1
 

 

 

   Head plate, variable

The variable head plate can be mounted to fixed lengths of the U support, type US 3, or profile rails, type
AML3518/AMS3518 and CML3518/CMS3518. The maximum angle adjustment is 20° on one side.

Variable head plate for installation on US 3 supports and profile rails, type AML3518/AMS3518 and
CML3518/CMS3518.

 

Type

KU 3 V FS

KU 3 V FT

Weight

kg/100 pc.

40.000

41.300

Item no.

6348881

6348883

Pack

Piece

1

1
 

 

 

   Head plate, variable

The variable head plate can be mounted to fixed lengths of the U support, type US 3, or profile rails, type
AML3518/AMS3518 and CML3518/CMS3518.

Head plate for the installation on US 3 supports and profile rails, type AML3518/AMS3518 and
CML3518/CMS3518.

 

Type

KU 3 V A2

Weight

kg/100 pc.

40.000

Item no.

6348884

Pack

Piece

1
 

 

 

Accessories, US 5 supports

   End cap

End cap to cover the ends of US 5 supports.
 

Pastel orange

Type

US 5 KS OR

Colour Weight

kg/100 pc.

1.300

Item no.

6338462

Pack

Piece

20
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Always indicate the item number when ordering.
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Accessories, US 5 supports

Spacer DSK 45    

 

4
0

4
5

80

 

For static reasons, the spacer is always used to increase stability to prevent the support from deforming when the
bracket is tightened with the hexagonal bolts.

Spacer for use in US 5 support and in the head plate, type KU 7 VQP.
 

Type

DSK 45 FT

Weight

kg/100 pc.

18.000

Item no.

6416500

Pack

Piece

20
 

Spacer DSK 47    

 

4
0

4
7

80

 

For static reasons, the spacer is always used to increase stability to prevent the head plate from deforming when
the bolts are tightened.

Spacer for use in head plate, type KU 5 V.
 

Type

DSK 47 FT

Weight

kg/100 pc.

19.000

Item no.

6416504

Pack

Piece

20
 

Spacer DSK 45    

 

4
0

4
5

80

 

For static reasons, the spacer is always used to increase stability to prevent the support from deforming when the
bracket is tightened with the hexagonal bolts.

Spacer for use in US 5 supports.
 

Type

DSK 45 A2

DSK 45 A4

Weight

kg/100 pc.

14.600

14.600

Item no.

6416489

6416462

Pack

Piece

10

10
 

Head plate US 5    

 

 

When installing the head plate, please use the spacer, type DSK 45.

Head plate for installation in US 5 support.
 

Type

KUS 5 FT

Weight

kg/100 pc.

61.900

Item no.

6348904

Pack

Piece

1
 

Head plate US 5 NOK    

 

 

Head plate with U support mounting rotated 90°.

When installing the head plate, please use the spacer, type DSK 45.
 

Type

KUS 5 NOK FT

Weight

kg/100 pc.

75.000

Item no.

6348939

Pack

Piece

1
 

Always indicate the item number when ordering.
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Accessories, US 5 supports

   Head plate US 5 NOK

When installing the head plate, please use the spacer, type DSK 45.

Head plate with U support mounting rotated 90°.
 

Type

KUS 5 NOK A2

Weight

kg/100 pc.

61.000

Item no.

6348947

Pack

Piece

1
 

 

 

   KU 5 head plate, variable

The spacer, type DSK 47, is used for stabilisation when mounting the head plate. The maximum angle adjustment
is approx. 30° on one side.

Variable head plate for installation on US 5 support.
 

Type

KU 5 V FT

Weight

kg/100 pc.

82.000

Item no.

6348920

Pack

Piece

1
 

 

 

   KU 5 head plate, variable

The spacer, type DSK 47, is used to install the head plate.

Variable head plate for installation on US 5 support.
 

Type

KU 5 V A2

KU 5 V A4

Weight

kg/100 pc.

81.000

81.000

Item no.

6348925

6348927

Pack

Piece

1

1
 

 

40

30

1
0
9

1
1

55

1
3

180

130

2
0

5
0

 

   Mounting angle BW 70

Including truss-head bolt M10 x 25.

Mounting angle of limb dimension 70 x 50 mm.
 

Type

BW 70 40 FT

Weight

kg/100 pc.

20.100

Item no.

6019706

Pack

Piece

10
 

 

11

40

20

30

50

1
1

2
0

2
0

7
0

 

Accessories, US 7 supports

   End cap

End cap to cover the ends of US 7 supports.
 

Pastel orange

Type

US 7 KS OR

Colour Weight

kg/100 pc.

1.806

Item no.

6338497

Pack

Piece

20
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Always indicate the item number when ordering.
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Accessories, US 7 supports

DSK 61 spacer    

 

4
0

6
1

80

 

For static reasons, the spacer is always used to increase stability to prevent the support from deforming when the
bracket is tightened with the hexagonal bolts.

Spacer for use in US 7 supports.
 

Type

DSK 61 FT

Weight

kg/100 pc.

25.000

Item no.

6416519

Pack

Piece

20
 

DSK 61 spacer    

 

4
0

6
1

80

 

For static reasons, the spacer is always used to increase stability to prevent the support from deforming when the
bracket is tightened with the hexagonal bolts.

Spacer for use in US 7 supports.
 

Type

DSK 61 A2

DSK 61 A4

Weight

kg/100 pc.

20.200

20.200

Item no.

6416527

6416533

Pack

Piece

10

10
 

Head plate, light-duty version    

 

13 x 30
140

200

7
0

1
0
0

60

1
1

5

 

Please order fastening material (two hexagonal bolts SKS 12 x 100) separately.

Light-duty head plate for mounting on US 7 support.
 

Type

KU 7 FT

Weight

kg/100 pc.

144.600

Item no.

6349102

Pack

Piece

1
 

Head plate, heavy duty    

 

 

Please order fastening material (two truss-head bolts FRS 12 x 25) separately.

Heavy duty head plate for installation in US 7 support.
 

Type

KU 7 NOX FT

Weight

kg/100 pc.

184.000

Item no.

6349056

Pack

Piece

1
 

Head plate, heavy duty    

 

13 x 26

13 x 30

9
8

.5

140

200

1
0

0

4

6
.5

2
5

5
0

 

Please order fastening material (two truss-head bolts FRS 12 x 25) separately.

Heavy duty head plate for installation in US 7 supports.
 

Type

KUS 7 A2

KUS 7 A4

Weight

kg/100 pc.

140.000

140.000

Item no.

6349277

6349279

Pack

Piece

1

1
 

Always indicate the item number when ordering.
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Accessories, US 7 supports

   Head plate, variable

Please order fastening material (two hexagonal bolts SKS 12 x 80 and spacer DSK 45) separately. The maximum
angle adjustment is 30° on one side.

Variable head plate for installation on US 7 support.
 

Type

KU 7 VQP FT

Weight

kg/100 pc.

181.600

Item no.

6349153

Pack

Piece

1
 

 

 

   Adapter head plate, asymmetrical

The adapter head plate increases the load capacity of the IS 8 K and US 7 K supports, taking the characteristic
anchor values into account.

Adapter head plate, asymmetrical, to increase the load capacity of supports, type US 7 K and IS 8 K.
 

Type

KA-ASY FT

Weight

kg/100 pc.

280.000

Item no.

6346820

Pack

Piece

1
 

 

9 x 20 13 x 5013 x 35

5
0

400

40

140

220

 

   Adapter head plate, symmetrical

The adapter head plate increases the load capacity of the IS 8 K and US 7 K supports, taking the characteristic
anchor values into account.

Adapter head plate, symmetrical, to increase the load capacity of supports, type US 7 K and IS 8 K.
 

Type

KA-SY FT

Weight

kg/100 pc.

276.000

Item no.

6346804

Pack

Piece

1
 

 

13 x 50
13 x 35

5
0

1
0

0

140

320

400

 

   Mounting angle BW 60

Including truss-head bolt M12 x 25.

Mounting angle of limb dimension 60 x 60 mm.
 

Type

BW 60 40 FT

Weight

kg/100 pc.

23.000

Item no.

6019560

Pack

Piece

10
 

 

40

13

6
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2
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3
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60

35

30

1
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   Mounting angle BW 60

Including truss-head bolt M12 x 25.

Mounting angle of limb dimension 60 x 60 mm.
 

Type

BW 60 40 A2

BW 60 40 A4

Weight

kg/100 pc.

16.000

16.000

Item no.

6019587

6019583

Pack

Piece

10

10
 

 

40

13

6
0

2
5

3
0
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Always indicate the item number when ordering.
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Accessories, I supports

End cap    

 

 

End cap to cover the ends of IS 8 supports.
 

Pastel orange

Type

IS 8 KS OR

Colour Weight

kg/100 pc.

0.705

Item no.

6338519

Pack

Piece

20
 

Head plate, longitudinal    

 

 

Including appropriate fastening material.
Limit the length of the support to max. 2,000 mm.

Head plate for mounting on IS 8 support. The cable trays and ladders run in a straight direction.
 

Type

KI 8 FT

Weight

kg/100 pc.

155.000

Item no.

6347053

Pack

Piece

1
 

Head plate, transverse    

 

 

Including appropriate fastening material.
Limit the length of the support to max. 2,000 mm.

Head plate for installation in IS 8 support. The cable trays and ladders run in a transverse direction.
 

Type

KI 8 NOK FT

Weight

kg/100 pc.

158.400

Item no.

6347061

Pack

Piece

1
 

Head plate, variable    

 

 

Including appropriate fastening material.
Limit the length of the support to max. 2,000 mm.

Variable head plate, adjustable in straight direction, for installation on IS 8 support.
 

Type

KI 8 VQP FT

Weight

kg/100 pc.

219.000

Item no.

6348106

Pack

Piece

1
 

Head plate, variable    

 

 

Including appropriate fastening material.
Limit the length of the support to max. 2,000 mm.

Variable head plate, adjustable in straight direction, for installation on IS 8 support.
 

Type

KI 8 VLK FT

Weight

kg/100 pc.

227.000

Item no.

6348157

Pack

Piece

1
 

Always indicate the item number when ordering.
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Accessories, I supports

   Head plate, variable

Including appropriate fastening material.
Limit the length of the support to max. 2,000 mm.

Variable head plate, adjustable in transverse direction, for installation on IS 8 support.
 

Type

KI 8 VLP FT

Weight

kg/100 pc.

275.000

Item no.

6347843

Pack

Piece

1
 

 

 

   Mounting angle BW 80

The mounting angle can also be used in conjunction with the heavy-duty vertical ladder, type SLS 80.
Including fastening bolt M12x30.

Mounting angle for mounting IS 8 supports on the wall.
 

Type

BW 80 55 FT

Weight

kg/100 pc.

32.900

Item no.

6019528

Pack

Piece

10
 

 

13 x 30

5

2
5

4
5

8
0

65

55

13

2
2

9

 

   Support claw

The support claw can also be used in conjunction with the heavy-duty ladder, type SLS 80.

Support claw with truss-head bolt, type FRS M10 x 25 for mounting on the IS 8 support.
 

Type

TGK 30 42 FT

Weight

kg/100 pc.

17.000

Item no.

6018963

Pack

Piece

10
 

 

42

8 11.5

1
1

.5

5
6

30

 

   Support strap

Including appropriate fastening material.

Support strap for right-angled connection of I supports.
 

Type

AHIS 8 FT

Weight

kg/100 pc.

89.900

Item no.

6019064

Pack

Piece

10
 

 

160

6
0

1
3

1
6

22 13

4

25 2345
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Selection aid, support and bracket combinations

 

Bracket width

in mm With DSK Without DSK With DSK Without DSK With DSK Without DSK

Suitable
Not suitable

With DSK (spacer) Without DSK (spacer)
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TP bracket

   TPSA TP support/wall and support bracket

If the profile is fastened directly to the ceiling or the profile is
screwed together as head reinforcement, then, for reasons of sta-
bility, always use the spacer, type DS 4.

TP support/bracket for fastening to horizontal concrete ceilings
and walls.

 

 

100 1.5

200 0.9

300 0.55

Type

TPSA 145 FS

TPSA 245 FS

TPSA 345 FS

for

width

mm

F in kN

kN Item no.

6364101

6364209

6364306

Pack

Piece

1

1

1

Weight

kg/100 pc.

32.300

46.000

60.000

 

Dimensions
 

145
245
345

Type

TPSA 145 FS
TPSA 245 FS
TPSA 345 FS

Dim. 

B

mm

Load

Item on test Force F (SWL) Width B
TPSA 145 FS 1.5 kN 145 mm
TPSA 245 FS 0.9 kN 245 mm
TPSA 345 FS 0.55 kN 345 mm
TPSA 245 FS SP 0.9 kN 245 mm

Characteristic anchor load values for TP bracket - wall fastening

Max. total load F = cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The values given are based on concrete

of strength class C20/25. Observe the installation conditions of

the DIBt approval (anchors).

 

Wall fastening     
 Max. load F [kN]    
 Bracket width [mm]    
Anchor type 145 195 245 345
BZ-U 8-30-41/95 1 1.3 0.7 2.4
BZ-U 10-30-50/110 1.5 1 0.9 0.55

Characteristic anchor load values for TP brackets
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TP bracket

TPSA TP support/wall and support bracket    

 

100 1.5

200 0.9

300 0.55

Type

TPSA 145 FT

TPSA 245 FT

TPSA 345 FT

for

width

mm

F in kN

kN Item no.

6364659

6364667

6364675

Pack

Piece

1

1

1

Weight

kg/100 pc.

33.000

47.000

62.000

If the profile is fastened directly to the ceiling or the profile is
screwed together as head reinforcement, then, for reasons of sta-
bility, always use the spacer, type DS 4.

TP support/bracket for fastening to horizontal concrete ceilings
and walls.

 

 

 

145
245
345

Type

TPSA 145 FT
TPSA 245 FT
TPSA 345 FT

Dim. 

B

mm

Dimensions

Item on test Force F (SWL) Width B
TPSA 145 FT 0.15 kN 145 mm
TPSA 195 FT 1 kN 195 mm
TPSA 245 FT 0.950 kN 245 mm
TPSA 345 FT 0.55 kN 345 mm

Characteristic anchor load values for TP bracket - wall fastening

Max. total load F = cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The values given are based on concrete

of strength class C20/25. Observe the installation conditions of

the DIBt approval (anchors).

 

Wall fastening     
 Max. load F [kN]    
 Bracket width [mm]    
Anchor type 145 195 245 345
BZ-U 8-30-41/95 1 1.3 0.7 2.4
BZ-U 10-30-50/110 1.5 1 0.9 0.55

Characteristic anchor load values for TP brackets

 

 

Load

Always indicate the item number when ordering.
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TP bracket

   TPSAG TP support/wall and support bracket

If the bracket is fastened directly to the wall or the profiles are
screwed together, then, for reasons of stability, always use the
spacer, type DS 4.

TP bracket with clamping lugs for screwless mesh cable tray fas-
tening.

 

 

100 1.5

150 1

200 0.9

300 0.55

Type

TPSAG 145 FS

TPSAG 195 FS

TPSAG 245 FS

TPSAG 345 FS

for

width

mm

F in kN

kN Item no.

6366015

6366023

6366031

6366066

Pack

Piece

1

1

1

1

Weight

kg/100 pc.

33.000

41.000

48.000

61.000

 

Dimensions
 

145 50
195 100
245 150
345 250

Type

TPSAG 145 FS
TPSAG 195 FS
TPSAG 245 FS
TPSAG 345 FS

Dim. 

B

mm

Dim.

L

mm

Load

Item on test Force F (SWL) Width B
TPSA 145 FT 0.15 kN 145 mm
TPSA 195 FT 1 kN 195 mm
TPSA 245 FT 0.950 kN 245 mm
TPSA 345 FT 0.55 kN 345 mm

Characteristic anchor load values for TP bracket - wall fastening

Max. total load F = cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The values given are based on concrete

of strength class C20/25. Observe the installation conditions of

the DIBt approval (anchors).

 

Wall fastening     
 Max. load F [kN]    
 Bracket width [mm]    
Anchor type 145 195 245 345
BZ-U 8-30-41/95 1 1.3 0.7 2.4
BZ-U 10-30-50/110 1.5 1 0.9 0.55

Characteristic anchor load values for TP brackets
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TP bracket

Wall and ceiling bracket    

 

50

100

150

200

300

400

Type

WDB L 50 FS

WDB L 100 FS

WDB L 150 FS

WDB L 200 FS

WDB L 300 FS

WDB L 400 FS

for

width

mm Item no.

6363700

6363702

6363704

6363706

6363708

6363710

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

11.000

15.000

24.000

33.000

52.000

73.000

Wall and ceiling bracket for universal structural fastening.
 

 

 

115 60 170 92 130
145 110 179 88 185
170 160 186 84 235
195 210 194 80 285
245 310 210 73 385
300 410 226 65 490

Type

WDB L 50 FS
WDB L 100 FS
WDB L 150 FS
WDB L 200 FS
WDB L 300 FS
WDB L 400 FS

Dim.

A

mm

Dim. 

B

mm

Dim.

H

mm

Dimen-

sion h1

mm

Dim.

L

mm

Dimensions

Wall fastening       
 Max. load [kN]      
 Bracket length [mm]      
Anchor type 50 100 150 200 300 400
BZ-U 8-30-41/95 0.40 0.25 0.22 0.30 0.20 0.12

 

 

 

Load

Always indicate the item number when ordering.

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

352



TP bracket

   Wall and ceiling bracket

Wall and ceiling bracket for universal structural fastening.
 

 

50

100

150

200

300

400

Type

WDB L 50 FT

WDB L 100 FT

WDB L 150 FT

WDB L 200 FT

WDB L 300 FT

WDB L 400 FT

for

width

mm Item no.

6363720

6363722

6363724

6363726

6363728

6363730

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

12.200

17.000

26.000

33.000

28.000

78.000

 

Dimensions
 

115 60 170 92 130
145 110 179 88 185
170 160 186 84 235
195 210 194 80 285
245 310 210 73 385
300 410 226 65 490

Type

WDB L 50 FT
WDB L 100 FT
WDB L 150 FT
WDB L 200 FT
WDB L 300 FT
WDB L 400 FT

Dim.

A

mm

Dim. 

B

mm

Dim.

H

mm

Dimen-

sion h1

mm

Dim.

L

mm

Load
  

Wall fastening
 

 

Anchor type

BZ-U 8-30-41/95

Max. load [kN]

Bracket length [mm]

50 100 150 200 300 400

0,40 0,25 0,22 0,30 0,20 0,12

Ceiling fastening
 

 

Anchor type

BZ-U 8-30-41/95

Max. load [kN]

Bracket length [mm]

50 100 150 200 300 400

0,40 0,25 0,22 0,30 0,20 0,12
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Always indicate the item number when ordering.
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TP bracket

Wall and ceiling bracket    

 

50

100

150

200

300

400

Type

WDB L 50 A2

WDB L 100 A2

WDB L 150 A2

WDB L 200 A2

WDB L 300 A2

WDB L 400 A2

for

width

mm Item no.

6363740

6363742

6363744

6363746

6363748

6363750

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

11.000

15.000

24.000

33.000

52.000

73.000

Wall and ceiling clamp for universal structural fastening.
 

 

 

115 60 170 92 130
145 110 179 88 185
170 160 186 84 235
195 210 194 80 285
245 310 210 73 385
300 410 226 65 490

Type

WDB L 50 A2
WDB L 100 A2
WDB L 150 A2
WDB L 200 A2
WDB L 300 A2
WDB L 400 A2

Dim.

A

mm

Dim. 

B

mm

Dim.

H

mm

Dimen-

sion h1

mm

Dim.

L

mm

Dimensions

 

Wall fastening
 

 

Anchor type

BZ-U 8-30-41/95

Max. load [kN]

Bracket length [mm]

50 100 150 200 300 400

0,40 0,25 0,22 0,30 0,20 0,12

Ceiling fastening
 

 

Anchor type

BZ-U 8-30-41/95

Max. load [kN]

Bracket length [mm]

50 100 150 200 300 400

0,40 0,25 0,22 0,30 0,20 0,12

 

 

Load
 

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket MWA 12

Including truss-head bolt M10 x 25 for fastening to
U supports.

Light-duty wall and support bracket.
 

 

110 1.2

210 1.2

310 1.2

410 1.2

110 1.2

210 1.2

310 1.2

410 1.2

110 1.2

210 1.2

310 1.2

410 1.2

Type

MWA 12 11S FS

MWA 12 21S FS

MWA 12 31S FS

MWA 12 41S FS

MWA 12 11S A2

MWA 12 21S A2

MWA 12 31S A2

MWA 12 41S A2

MWA 12 11S A4

MWA 12 21S A4

MWA 12 31S A4

MWA 12 41S A4

Width

mm

F in kN

kN BS Item no.

6424716

6424732

6424740

6424759

6424430

6424432

6424434

6424436

6424440

6424442

6424444

6424446

Pack

Piece

1

1

1

1

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

16.400

26.700

50.300

68.000

16.000

26.900

51.800

69.200

16.000

26.900

51.800

69.200

 

Dimensions
 

110 32.5 53 11
210 32.5 65 11
310 38 75 11
410 38 83 11

Type

MWA 12 11S FS
MWA 12 21S FS
MWA 12 31S FS
MWA 12 41S FS

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
MWA 12 11S FS 1.2 kN 110 mm
MWA 12 21S FS 1.2 kN 210 mm
MWA 12 31S FS 1.2 kN 310 mm
MWA 12 41S FS 1.2 kN 410 mm

Load characteristics wall and support bracket MWA 12

Deformation measurement point m 

According to IEC 61537, chapter 10.8.1 

Max. total load F = cable weight + cable tray + bracket

 

Max. load F [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for wall and support bracket MWA 12 - wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall and support bracket

Wall and support bracket MWAG 12    

 

110 1.2

210 1.2

310 1.2

410 1.2

Type

MWAG 12 11 FS

MWAG 12 21 FS

MWAG 12 31 FS

MWAG 12 41 FS

Width

mm

F in kN

kN Item no.

6424600

6424608

6424616

6424624

Pack

Piece

1

1

1

1

Weight

kg/100 pc.

12.700

24.400

50.300

68.000

Including truss-head bolt M10 x 25 for fastening to
U supports.

Light-duty wall and support bracket with edged design for screw-
less mesh cable tray fastening.

 

 

 

110 32.5 53 11
210 32.5 65 11
310 38 75 11
410 38 83 11

Type

MWAG 12 11 FS
MWAG 12 21 FS
MWAG 12 31 FS
MWAG 12 41 FS

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
MWAG 12 11 FS 1.2 kN 110 mm
MWAG 12 21 FS 1.2 kN 210 mm
MWAG 12 31 FS 1.2 kN 310 mm
MWAG 12 41 FS 1.2 kN 410 mm

Characteristic load values for MWAG 12 wall and support bracket

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65 410
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2 0.65

Characteristic anchor load values for MWAG 12 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

356



Wall and support bracket

   Wall and support bracket AW 15

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Light-duty wall and support bracket with welded head plate.
 

 

110 50 40 110 11

160 55 40 160 11

210 60 40 210 11

310 65 40 310 11

410 70 40 410 11

510 75 40 510 11

610 80 40 610 11

Type

AW 15 11 FT

AW 15 16 FT

AW 15 21 FT

AW 15 31 FT

AW 15 41 FT

AW 15 51 FT

AW 15 61 FT

Width

mm

Dim.

H

mm

Dim.

A

mm

Dim. 

B

mm

Hole Ø

mm Item no.

6420656

6420664

6420680

6420710

6420745

6420788

6420826

Pack

Piece

1

1

1

1

1

1

1

Weight

kg/100 pc.

13.100

20.000

24.000

38.400

54.000

67.300

85.000

 

Dimensions
 

110 40 50 11
160 40 55 11
210 40 60 11
310 40 65 11
410 40 70 11
510 40 75 11
610 40 80 11

Type

AW 15 11 FT
AW 15 16 FT
AW 15 21 FT
AW 15 31 FT
AW 15 41 FT
AW 15 51 FT
AW 15 61 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 15 11 FT 1.5 kN 110 mm
AW 15 16 FT 1.5 kN 160 mm
AW 15 21 FT 1.5 kN 210 mm
AW 15 31 FT 1.5 kN 310 mm
AW 15 36 FT 1.5 kN 360 mm
AW 15 41 FT 1.5 kN 410 mm
AW 15 51 FT 1.5 kN 510 mm
AW 15 56 FT 1.5 kN 560 mm
AW 15 61 FT 1.5 kN 610 mm

Characteristic anchor load values for wall bracket AW 15 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall and support bracket

Wall and support bracket AW 15    

 

110 1.5

210 1.5

310 1.5

410 1.5

510 1.5

610 1.5

Type

AW 15 11 A2

AW 15 21 A2

AW 15 31 A2

AW 15 41 A2

AW 15 51 A2

AW 15 61 A2

Width

mm

F in kN

kN Item no.

6421008

6421024

6421032

6421036

6421040

6421044

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

12.500

24.000

38.200

55.000

64.400

85.000

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Light-duty wall and support bracket with welded head plate.
 

 

 

110 40 50 11
210 40 60 11
310 40 65 11
410 40 70 11
510 40 75 11
610 40 80 11

Type

AW 15 11 A2
AW 15 21 A2
AW 15 31 A2
AW 15 41 A2
AW 15 51 A2
AW 15 61 A2

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Length L
AW 15 11 A2 0.15 kN 110 mm
AW 15 21 A2 0.15 kN 210 mm
AW 15 31 A2 0.15 kN 310 mm
AW 15 41 A2 0.15 kN 410 mm
AW 15 51 A2 0.15 kN 510 mm
AW 15 61 A2 0.15 kN 610 mm

Characteristic anchor load values for wall bracket AW 15 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110% 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket AW 15

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Light-duty wall and support bracket with welded head plate.
 

 

110 1.5

210 1.5

310 1.5

410 1.5

510 1.5

610 1.5

Type

AW 15 11 A4

AW 15 21 A4

AW 15 31 A4

AW 15 41 A4

AW 15 51 A4

AW 15 61 A4

Width

mm

F in kN

kN Item no.

6392008

6392016

6392024

6392032

6392040

6392059

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

12.500

24.000

37.400

55.000

64.400

85.000

 

Dimensions
 

110 40 50 11
210 40 60 11
310 40 65 11
410 40 70 11
510 40 75 11
610 40 80 11

Type

AW 15 11 A4
AW 15 21 A4
AW 15 31 A4
AW 15 41 A4
AW 15 51 A4
AW 15 61 A4

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 15 11 A4 0.15 kN 110 mm
AW 15 21 A4 0.15 kN 210 mm
AW 15 31 A4 0.15 kN 310 mm
AW 15 41 A4 0.15 kN 410 mm
AW 15 51 A4 0.15 kN 510 mm
AW 15 61 A4 0.15 kN 610 mm

Characteristic anchor load values for wall bracket AW 15 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall and support bracket

Wall and support bracket AW 15 2L    

 

110 1.5

160 1.5

210 1.5

310 1.5

410 1.5

510 1.5

610 1.5

Type

AW 15 11 FT 2L

AW 15 16 FT 2L

AW 15 21 FT 2L

AW 15 31 FT 2L

AW 15 41 FT 2L

AW 15 51 FT 2L

AW 15 61 FT 2L

Width

mm

F in kN

kN Item no.

6420909

6420912

6420915

6420918

6420921

6420924

6420927

Pack

Piece

30

30

30

30

30

20

18

Weight

kg/100 pc.

16.000

20.000

28.400

42.000

59.300

72.000

90.000

Wall and support bracket with welded head plate and two fasten-
ing holes.

The double-perforated bracket offers the special option of double
anchoring on lightweight partitions and light masonry.

 

 

 

110 40 44 11
160 40 54 11
210 40 54 11
310 40 64 11
410 40 64 11
510 40 72 11
610 40 77 11

Type

AW 15 11 FT 2L
AW 15 16 FT 2L
AW 15 21 FT 2L
AW 15 31 FT 2L
AW 15 41 FT 2L
AW 15 51 FT 2L
AW 15 61 FT 2L

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
AW 15 11 FT 2L 1.5 kN 110 mm
AW 15 16 FT 2L 1.5 kN 160 mm
AW 15 21 FT 2L 1.5 kN 210 mm
AW 15 31 FT 2L 1.5 kN 310 mm
AW 15 41 FT 2L 1.5 kN 410 mm
AW 15 51 FT 2L 1.5 kN 510 mm
AW 15 61 FT 2L 1.5 kN 610 mm

Characteristic anchor load values for wall bracket AW 15 - Wall
fastening

Max. total load F = cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The values given are based on concrete

of strength class C20/25. Observe the installation conditions of

the DIBt approval (anchors).

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65 410
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2 0.65

BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket AWG 15

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Light-duty wall and support bracket with welded head plate for
screwless mesh cable tray fastening.

 

 

110 1.5

160 1.5

210 60 40 210 11

310 65 40 310 11

410 70 40 410 11

510 1.5

610 1.5

Type

AW G 15 11 FT

AW G 15 16 FT

AW G 15 21 FT

AW G 15 31 FT

AW G 15 41 FT

AW G 15 51 FT

AW G 15 61 FT

Width

mm

F in kN

kN BS Item no.

6420606

6420607

6420608

6420610

6420612

6420614

6420616

Pack

Piece

1

1

1

1

1

1

1

Weight

kg/100 pc.

14.000

20.000

26.000

35.000

56.000

69.000

84.000

 

Dimensions
 

110 40 50 11
160 40 55 11
210 40 60 11
310 40 65 11
410 40 70 11
510 40 75 11
610 40 80 11

Type

AW G 15 11 FT
AW G 15 16 FT
AW G 15 21 FT
AW G 15 31 FT
AW G 15 41 FT
AW G 15 51 FT
AW G 15 61 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AWG 15 11 FT 0.15 kN 110 mm
AWG 15 16 FT 0.15 kN 160 mm
AWG 15 21 FT 0.15 kN 210 mm
AWG 15 31 FT 0.15 kN 310 mm
AWG 15 41 FT 0.15 kN 410 mm
AWG 15 51 FT 0.15 kN 510 mm
AWG 15 61 FT 0.15 kN 610 mm

Characteristic anchor load values for wall bracket AWG 15  wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW G 15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall and support bracket

Wall and support bracket AWG 15    

 

110 1.5

210 1.5

410 1.5

510 1.5

610 1.5

Type

AWG 15 11 A2

AWG 15 21 A2

AWG 15 41 A2

AWG 15 51 A2

AWG 15 61 A2

Width

mm

F in kN

kN Item no.

6420625

6420628

6420634

6420637

6420640

Pack

Piece

1

1

1

1

1

Weight

kg/100 pc.

13.000

25.000

53.000

65.000

80.000

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Light-duty wall and support bracket with welded head plate for
screwless mesh cable tray fastening.

 

 

 

110 40 50 11
210 40 60 11
410 40 70 11
510 40 75 11
610 40 80 11

Type

AWG 15 11 A2
AWG 15 21 A2
AWG 15 41 A2
AWG 15 51 A2
AWG 15 61 A2

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Length L
AWG 15 11 A2 0.15 kN 110 mm
AWG 15 21 A2 0.15 kN 210 mm
AWG 15 31 A2 0.15 kN 310 mm
AWG 15 41 A2 0.15 kN 410 mm
AWG 15 51 A2 0.15 kN 510 mm
AWG 15 61 A2 0.15 kN 610 mm

Characteristic anchor load values for wall bracket AWG 15 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]     
Bracket width [mm] 110 210 310 410
Anchor type     
BZ-U 8-10-21/75 1.2 0.95 0.7 0.65
BZ-U 10-10-30/90 1.2 1.2 1.2 1.2

Characteristic anchor load values for AW G 15 wall bracket  wall fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket AW 30

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Medium-duty wall and support bracket with welded head plate.
 

 

110 3

160 3

210 3

310 3

410 3

510 3

610 3

710 3

Type

AW 30 11 FT

AW 30 16 FT

AW 30 21 FT

AW 30 31 FT

AW 30 41 FT

AW 30 51 FT

AW 30 61 FT

AW 30 71 FT

Width

mm

F in kN

kN BS Item no.

6419704

6419712

6419720

6419747

6419763

6419798

6419828

6419836

Pack

Piece

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

22.000

33.000

39.300

63.000

88.500

129.000

157.000

207.000

 

Dimensions
 

110 50 60 11
160 50 65 11
210 50 70 13
310 50 80 13
410 50 80 13
510 50 90 13
610 50 100 13
710 50 100 13

Type

AW 30 11 FT
AW 30 16 FT
AW 30 21 FT
AW 30 31 FT
AW 30 41 FT
AW 30 51 FT
AW 30 61 FT
AW 30 71 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 30 11 FT 3 kN 110 mm
AW 30 16 FT 3 kN 160 mm
AW 30 21 FT 3 kN 210 mm
AW 30 31 FT 3 kN 310 mm
AW 30 41 FT 3 kN 410 mm
AW 30 51 FT 3 kN 510 mm
AW 30 61 FT 3 kN 610 mm
AW 30 71 FT 3 kN 710 mm

Characteristic anchor load values for wall bracket AW 30 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 110 160 210 310 410 510 560
Anchor type        
BZ-U 10-10-30/90 1.5 2.1 1.65 1.4 1.5 1 1
BZ 12-15-35/110 3.00 2.65 2.9 1.5 1.9 1.8 1.75

Characteristic anchor load values for AW 30 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8
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Wall and support bracket

Wall and support bracket AW 30    

 

110 3

210 3

310 3

410 3

510 3

610 3

Type

AW 30 11 A2

AW 30 21 A2

AW 30 31 A2

AW 30 41 A2

AW 30 51 A2

AW 30 61 A2

Width

mm

F in kN

kN Item no.

6442803

6442838

6442854

6442870

6442897

6442919

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

21.000

37.500

60.500

85.200

124.800

154.000

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Medium-duty wall and support bracket with welded head plate.
 

 

 

110 50 60 11
210 50 70 13
310 50 80 13
410 50 80 13
510 50 90 13
610 50 100 13

Type

AW 30 11 A2
AW 30 21 A2
AW 30 31 A2
AW 30 41 A2
AW 30 51 A2
AW 30 61 A2

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
AW 30 11 A2 3 kN 110 mm
AW 30 21 A2 3 kN 210 mm
AW 30 31 A2 3 kN 310 mm
AW 30 41 A2 3 kN 410 mm
AW 30 51 A2 3 kN 510 mm
AW 30 61 A2 3 kN 610 mm

Characteristic anchor load values for wall bracket AW 30 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 110 160 210 310 410 510 560
Anchor type        
BZ-U 10-10-30/90 1.5 2.1 1.65 1.4 1.5 1 1
BZ 12-15-35/110 3.00 2.65 2.9 1.5 1.9 1.8 1.75

Characteristic anchor load values for AW 30 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket AW 30

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Medium-duty wall and support bracket with welded head plate.
 

 

110 3

210 3

310 3

410 3

510 3

610 3

Type

AW 30 11 A4

AW 30 21 A4

AW 30 31 A4

AW 30 41 A4

AW 30 51 A4

AW 30 61 A4

Width

mm

F in kN

kN Item no.

6443615

6443311

6443621

6443346

6443625

6443627

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

21.000

37.500

60.500

85.200

124.800

154.000

 

Dimensions
 

110 50 60 11
210 50 70 13
310 50 80 13
410 50 80 13
510 50 90 13
610 50 100 13

Type

AW 30 11 A4
AW 30 21 A4
AW 30 31 A4
AW 30 41 A4
AW 30 51 A4
AW 30 61 A4

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 30 11 A4 3 kN 110 mm
AW 30 21 A4 3 kN 210 mm
AW 30 31 A4 3 kN 310 mm
AW 30 41 A4 3 kN 410 mm
AW 30 51 A4 3 kN 510 mm
AW 30 61 A4 3 kN 610 mm

Characteristic anchor load values for wall bracket AW 30 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 110 160 210 310 410 510 560
Anchor type        
BZ-U 10-10-30/90 1.5 2.1 1.65 1.4 1.5 1 1
BZ 12-15-35/110 3.00 2.65 2.9 1.5 1.9 1.8 1.75

Characteristic anchor load values for AW 30 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall and support bracket

Wall and support bracket AW 55    

 

210 5.5

310 5.5

410 5.5

510 5.5

560 5.5

610 5.5

710 5.5

810 5.5

910 5.5

1010 5.5

Type

AW 55 21 FT

AW 55 31 FT

AW 55 41 FT

AW 55 51 FT

AW 55 56 FT

AW 55 61 FT

AW 55 71 FT

AW 55 81 FT

AW 55 91 FT

AW 55 101 FT

Width

mm

F in kN

kN BS Item no.

6418554

6418570

6418597

6418619

6418627

6418635

6418651

6418686

6418708

6418724

Pack

Piece

1

1

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

75.700

122.000

164.400

238.200

282.000

305.000

418.000

477.000

558.000

640.000

Heavy-duty wall and support bracket with welded head plate.

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

 

 

 

210 50 90 13.5
310 50 110 13.5
410 50 130 13.5
510 60 145 13.5
560 60 165 13.5
610 60 165 13.5
710 60 195 13.5
810 60 195 13.5
910 60 215 13.5
1010 60 230 13.5

Type

AW 55 21 FT
AW 55 31 FT
AW 55 41 FT
AW 55 51 FT
AW 55 56 FT
AW 55 61 FT
AW 55 71 FT
AW 55 81 FT
AW 55 91 FT
AW 55 101 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
AW 55 21 FT 0.950 kN 210 mm
AW 55 31 FT 0.950 kN 310 mm
AW 55 41 FT 0.950 kN 410 mm
AW 55 51 FT 0.950 kN 510 mm
AW 55 56 FT 0.950 kN 560 mm
AW 55 61 FT 0.950 kN 610 mm
AW 55 71 FT 0.950 kN 710 mm
AW 55 81 FT 0.950 kN 810 mm
AW 55 91 FT 0.950 kN 910 mm
AW 55 101 FT 0.950 kN 1,010 mm

Characteristic anchor load values for wall bracket AW 55 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 210 310 410 510 560 610 710
Anchor type        
BZ-U 10-10-30/90 2.2 2.1 2 1.9 1.9 1.8 1.75
BZ 12-15-35/110 3.8 3.5 3.5 3.25 3.3 3 3
SZ-B 18/0x142 4.10 4.06 4.02 3.83 3.83 3.56 2.88

Characteristic anchor load values for AW 55 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall and support bracket

   Wall and support bracket AW 55

Heavy-duty wall and support bracket with welded head plate.

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

 

 

210 5.5

310 5.5

410 5.5

510 5.5

610 5.5

710 5.5

Type

AW 55 21 A2

AW 55 31 A2

AW 55 41 A2

AW 55 51 A2

AW 55 61 A2

AW 55 71 A2

Width

mm

F in kN

kN Item no.

6443063

6443067

6443071

6443075

6443079

6443083

Pack

Piece

1

1

1

1

1

1

Weight

kg/100 pc.

77.000

118.900

162.800

232.500

305.000

445.000

 

Dimensions
 

210 50 90 13.5
310 50 110 13.5
410 50 130 13.5
510 60 145 13.5
610 60 165 13.5
710 60 195 13.5

Type

AW 55 21 A2
AW 55 31 A2
AW 55 41 A2
AW 55 51 A2
AW 55 61 A2
AW 55 71 A2

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 55 21 A2 0.950 kN 210 mm
AW 55 31 A2 0.950 kN 310 mm
AW 55 41 A2 0.950 kN 410 mm
AW 55 51 A2 0.950 kN 510 mm
AW 55 61 A2 0.950 kN 610 mm
AW 55 71 A2 0.950 kN 710 mm

Characteristic anchor load values for wall bracket AW 55 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 210 310 410 510 560 610 710
Anchor type        
BZ-U 10-10-30/90 2.2 2.1 2 1.9 1.9 1.8 1.75
BZ 12-15-35/110 3.8 3.5 3.5 3.25 3.3 3 3
SZ-B 18/0x142 4.10 4.06 4.02 3.83 3.83 3.56 2.88

Characteristic anchor load values for AW 55 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Always indicate the item number when ordering.
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Wall and support bracket

Wall and support bracket AW 55    

 

210 5.5

310 5.5

410 5.5

510 5.5

610 5.5

Type

AW 55 21 A4

AW 55 31 A4

AW 55 41 A4

AW 55 51 A4

AW 55 61 A4

Width

mm

F in kN

kN Item no.

6418557

6418573

6418601

6418622

6418638

Pack

Piece

1

1

1

1

1

Weight

kg/100 pc.

77.000

118.900

162.800

232.500

305.000

Fastening of the bracket to the U support of width 400 mm or
greater using a hexagonal bolt through both sides of the support.
Please insert suitable spacers.

Heavy-duty wall and support bracket with welded head plate.
 

 

 

210 50 90 13.5
310 50 110 13.5
410 50 130 13.5
510 60 145 13.5
610 60 165 13.5

Type

AW 55 21 A4
AW 55 31 A4
AW 55 41 A4
AW 55 51 A4
AW 55 61 A4

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
AW 55 21 A4 0.950 kN 210 mm
AW 55 31 A4 0.950 kN 310 mm
AW 55 41 A4 0.950 kN 410 mm
AW 55 51 A4 0.950 kN 510 mm
AW 55 61 A4 0.950 kN 610 mm

Characteristic anchor load values for wall bracket AW 55 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 210 310 410 510 560 610 710
Anchor type        
BZ-U 10-10-30/90 2.2 2.1 2 1.9 1.9 1.8 1.75
BZ 12-15-35/110 3.8 3.5 3.5 3.25 3.3 3 3
SZ-B 18/0x142 4.10 4.06 4.02 3.83 3.83 3.56 2.88

Characteristic anchor load values for AW 55 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).

 

 

Load

Always indicate the item number when ordering.
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Wall brackets

   Wall bracket AW 80

When fastening cable trays and ladders with truss-head bolts of
size M6, please order large washers separately (perforation in
bracket 9 x ...).

Heavy-duty wall bracket with welded head plate.
 

 

210 8

310 8

410 8

510 8

610 8

710 8

810 8

Type

AW 80 21 FT

AW 80 31 FT

AW 80 41 FT

AW 80 51 FT

AW 80 61 FT

AW 80 71 FT

AW 80 81 FT

Width

mm

F in kN

kN Item no.

6417752

6417779

6417795

6417817

6417833

6417868

6417884

Pack

Piece

1

1

1

1

1

1

1

Weight

kg/100 pc.

104.000

160.000

213.000

355.000

433.000

525.000

623.000

 

Dimensions
 

210 50 110 17.5
310 50 145 17.5
410 50 165 17.5
510 60 195 17.5
610 60 210 17.5
710 60 235 17.5
810 60 260 17.5

Type

AW 80 21 FT
AW 80 31 FT
AW 80 41 FT
AW 80 51 FT
AW 80 61 FT
AW 80 71 FT
AW 80 81 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Load

Item on test Force F (SWL) Width B
AW 80 21 FT 8 kN 210 mm
AW 80 31 FT 8 kN 310 mm
AW 80 41 FT 8 kN 410 mm
AW 80 51 FT 8 kN 510 mm
AW 80 61 FT 8 kN 610 mm
AW 80 71 FT 8 kN 710 mm
AW 80 81 FT 8 kN 810 mm

Characteristic anchor load values for wall bracket AW 80 - wall
fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]        
Bracket width [mm] 210 310 410 510 610 710 810
Anchor type        
BZ 12-15-35/110 4.75 4.6 4.5 4.5 4.25 3.8 3.5
BZ 16-15-35/135 6.5 6.7 5.8 5.6 5.3 4.6 4.3

Characteristic anchor load values for AW 80 wall and support bracket  wall
fastening

The load capacity values increase considerably when used in uncracked concrete.

The specified values are based on concrete of resistance grade C20/25. Please

comply with the installation conditions of the DIBt approval (anchors).
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Wall brackets

Wall and clamping bracket AWSS    

 

210 10

310 10

410 10

510 10

610 10

710 8

810 7

910 6.5

1010 6

Type

AWSS 21 FT

AWSS 31 FT

AWSS 41 FT

AWSS 51 FT

AWSS 61 FT

AWSS 71 FT

AWSS 81 FT

AWSS 91 FT

AWSS 101 FT

Width

mm

F in kN

kN Item no.

6417906

6417910

6417914

6417918

6417922

6417926

6417930

6417934

6417938

Pack

Piece

1

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

305.100

533.600

584.400

693.000

742.300

840.000

923.000

1,020.000

1,134.000

The heavy-duty wall bracket can be used in conjunction with wide
span systems or for large support distances of cable tray or cable
ladder systems.

Wall bracket, heavy duty.
 

 

 

210 400 200 14
310 400 335 14
410 400 335 14
510 400 335 14
610 400 335 14
710 400 335 14
810 400 341 14
910 400 366 14
1010 400 391 14

Type

AWSS 21 FT
AWSS 31 FT
AWSS 41 FT
AWSS 51 FT
AWSS 61 FT
AWSS 71 FT
AWSS 81 FT
AWSS 91 FT
AWSS 101 FT

Dim. 

B

mm

Dim.

A

mm

Dim.

H

mm

Hole Ø

mm

Dimensions

Item on test Force F (SWL) Width B
AWSS 21 FT 10 kN 210 mm
AWSS 31 FT 10 kN 310 mm
AWSS 41 FT 10 kN 410 mm
AWSS 51 FT 10 kN 510 mm
AWSS 61 FT 10 kN 610 mm
AWSS 71 FT 8 kN 710 mm
AWSS 81 FT 7 kN 810 mm
AWSS 91 FT 6.5 kN 910 mm
AWSS 101 FT 6 kN 1,010 mm

Characteristic anchor load values for wall and clamping bracket
AWSS - wall fastening

Deformation measuring point m 

According to IEC 61537, Chapter 10.8.1 

Max. total load F = Cable weight + cable tray + bracket

 

Load [kN]          
Bracket width [mm] 210 310 410 510 610 710 810 910 1,010
Anchor type          
BZ 12-15-35/110 10 10 10 10 10 8 7 6.5 6

Characteristic anchor load values for AWSS wall bracket  wall fastening

Max. total load F = Cable weight + cable tray + bracket. The load capacity values

increase considerably when used in uncracked concrete. The specified values are

based on concrete of resistance grade C20/25. Comply with the installation condi-

tions of the DIBt approval (anchors). The testing of the widths 710 1,010 mm took

place at the maximum route width (600 mm) with the load at the end of the

bracket.

 

 

Load

Always indicate the item number when ordering.
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Accessories, wall and support brackets

   Adapter plate KA-AW 30

 

 

The bracket types AW 30, AW 55 ad AW 80 can be screwed to the adapter plate. 
Please order the hexagonal bolt for bracket mounting (type SKS 12 x 40 GF) separately.

Adapter plate with slots for universal fastening to vertical steel girders and walls.

 

Type

KA-AW 30 FT

KA-AW 80 FT

Weight

kg/100 pc.

247.000

424.000

Item no.

6346715

6346731

Pack

Piece

1

1

 

 

140 400
270 400

Type

KA-AW 30 FT
KA-AW 80 FT

Height

mm

Width

mm
Dimensions

   Adapter plate 45°

 

 

To support cable support systems in building corners and jumps. The hexagonal bolts, type
SKS 12 x 40 GF, are used to fasten the brackets to the adapter plate. Please order the
appropriate quantity.

Adapter plate with slots for universal fastening to vertical steel girders and walls. Wall and
support brackets are screwed to the adapter plate at a 45° angle.

 

Type

KA-E 45 FT

Weight

kg/100 pc.

618.000

Item no.

6346758

Pack

Piece

1

 

 

500 400

Type

KA-E 45 FT

Height

mm

Width

mm
Dimensions

   Corner seat

 

 

Corner seat with welded U profile for fastening to 90° external corners. Wall and support
brackets are screwed to the U profile.

 

Type

KA-EA FT

Weight

kg/100 pc.

201.000

Item no.

6346763

Pack

Piece

1
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Clamping bracket

Support bracket AS 15    

 

110 1.5

160 1.5

210 1.5

310 1.5

410 1.5

510 1.5

610 1.5

Type

AS 15 11 FT

AS 15 16 FT

AS 15 21 FT

AS 15 31 FT

AS 15 41 FT

AS 15 51 FT

AS 15 61 FT

Width

mm

F in kN

kN Item no.

6421326

6421334

6421350

6421385

6421423

6421466

6421490

Pack

Piece

1

1

1

1

1

1

1

Weight

kg/100 pc.

27.400

32.800

39.400

46.500

66.000

79.600

87.100

The support bracket can be fastened to both sides of the I sup-
port.
The necessary clamping lug (item no. 6419015), including bolt
and nut can be ordered individually for bracket widths
110 160 mm.

Light-duty support bracket for infinitely adjustable fastening on IS
8 support.

 

 

 

110 50
160 55
210 60
310 65
410 70
510 75
610 80

Type

AS 15 11 FT
AS 15 16 FT
AS 15 21 FT
AS 15 31 FT
AS 15 41 FT
AS 15 51 FT
AS 15 61 FT

Dim. 

B

mm

Dim.

H

mm

Dimensions

Item on test Force F (SWL) Width B
AS 15 11 FT 0.15 kN 110 mm
AS 15 16 FT 0.15 kN 160 mm
AS 15 21 FT 0.15 kN 210 mm
AS 15 31 FT 0.15 kN 310 mm
AS 15 41 FT 0.15 kN 410 mm
AS 15 51 FT 0.15 kN 510 mm
AS 15 61 FT 0.15 kN 610 mm

Characteristic anchor load values for AS 15 wall and support
bracket  wall fastening

Max. total load F = Cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The specified values are based on con-

crete of resistance grade C20/25. Comply with the installation

conditions of the DIBt approval (anchors). The testing of the

widths 710 1010 mm took place at the maximum route width

(600 mm) with the load at the end of the bracket.

 

 

Load

Always indicate the item number when ordering.
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Clamping bracket

   Support bracket AS 30

The support bracket can be fastened to both sides of the I sup-
port.
The individual clamping lug, including bolt, nut and washer can
also be ordered separately under the item no. 6419007.

Medium-duty support bracket for infinitely adjustable fastening on
IS 8 support.

 

 

110 3

160 3

210 3

310 3

410 3

510 3

560 3

610 3

710 3

Type

AS 30 11 FT

AS 30 16 FT

AS 30 21 FT

AS 30 31 FT

AS 30 41 FT

AS 30 51 FT

AS 30 56 FT

AS 30 61 FT

AS 30 71 FT

Width

mm

F in kN

kN Item no.

6419370

6419376

6419382

6419388

6419394

6419400

6419406

6419412

6419418

Pack

Piece

1

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

30.000

37.000

44.000

73.000

100.000

140.000

155.000

168.000

214.000

 

Dimensions
 

110 60
160 65
210 70
310 80
410 80
510 90
560 100
610 100
710 100

Type

AS 30 11 FT
AS 30 16 FT
AS 30 21 FT
AS 30 31 FT
AS 30 41 FT
AS 30 51 FT
AS 30 56 FT
AS 30 61 FT
AS 30 71 FT

Dim. 

B

mm

Dim.

H

mm

Load

Item on test Force F (SWL) Width B
AS 30 11 FT 3 kN 110 mm
AS 30 16 FT 3 kN 160 mm
AS 30 21 FT 3 kN 210 mm
AS 30 31 FT 3 kN 310 mm
AS 30 41 FT 3 kN 410 mm
AS 30 51 FT 3 kN 510 mm
AS 30 56 FT 3 kN 560 mm
AS 30 61 FT 3 kN 610 mm
AS 30 71 FT 3 kN 710 mm

Characteristic anchor load values for AS30 support bracket

Max. total load F = Cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The specified values are based on con-

crete of resistance grade C20/25. Comply with the installation

conditions of the DIBt approval (anchors). The testing of the

widths 710 1010 mm took place at the maximum route width

(600 mm) with the load at the end of the bracket.
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Clamping bracket

Support bracket AS 55    

 

210 5.5

310 5.5

410 5.5

510 5.5

560 5.5

610 5.5

710 5.5

810 5.5

910 5.5

1010 5.5

Type

AS 55 21 FT

AS 55 31 FT

AS 55 41 FT

AS 55 51 FT

AS 55 56 FT

AS 55 61 FT

AS 55 71 FT

AS 55 81 FT

AS 55 91 FT

AS 55 101 FT

Width

mm

F in kN

kN Item no.

6419286

6419292

6419298

6419304

6419310

6419316

6419322

6419328

6419334

6419340

Pack

Piece

1

1

1

1

1

1

1

1

1

1

Weight

kg/100 pc.

74.200

133.000

153.000

233.000

260.000

283.000

385.000

409.200

517.000

557.600

The support bracket can be fastened to both sides of the I sup-
port.
The individual clamping lug, including bolt, nut and washer can
also be ordered separately under the item no. 6419007.

Heavy-duty support bracket for infinitely adjustable fastening on
IS 8 support.

 

 

 

210 90
310 110
410 130
510 145
560 165
610 165
710 195
810 195
910 195
1010 195

Type

AS 55 21 FT
AS 55 31 FT
AS 55 41 FT
AS 55 51 FT
AS 55 56 FT
AS 55 61 FT
AS 55 71 FT
AS 55 81 FT
AS 55 91 FT
AS 55 101 FT

Dim. 

B

mm

Dim.

H

mm

Dimensions

Item on test Force F (SWL) Width B
AS 55 21 FT 0.950 kN 210 mm
AS 55 31 FT 0.950 kN 310 mm
AS 55 41 FT 0.950 kN 410 mm
AS 55 51 FT 0.950 kN 510 mm
AS 55 56 FT 0.950 kN 560 mm
AS 55 61 FT 0.950 kN 610 mm
AS 55 71 FT 0.950 kN 710 mm
AS 55 81 FT 0.950 kN 810 mm
AS 55 91 FT 0.950 kN 910 mm
AS 55 101 FT 0.950 kN 1,010 mm

Characteristic anchor load values for AS55 support bracket

Max. total load F = Cable weight + cable tray + bracket. The

load capacity values increase considerably when used in

uncracked concrete. The specified values are based on con-

crete of resistance grade C20/25. Comply with the installation

conditions of the DIBt approval (anchors). The testing of the

widths 710 1010 mm took place at the maximum route width

(600 mm) with the load at the end of the bracket.

 

 

Load

Always indicate the item number when ordering.
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Universal systems

Universal systems for cable support structures are

used for small loads. Whether the installation is to be

a ceiling fastening, wall fastening or a floor stand-off:

In the universal systems, you can find functional fas-

tenings with matching system accessories for any

application. 

Simple suspension

Centre suspension

Suitable for mesh cable trays and

cable trays

Floor mounting

Matching system accessories
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Universal systems

Installation principle

Ceiling bracket DB

Trapezoidal fastening TPB

Threaded rod TR

Centre suspension MAH 35

Suspension clamp AHB-T1712 VA4547

Stand-off bracket DBL 50
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Ceiling bracket

TP wall and ceiling bracket    

 

100 1.3 1.4

200 0.8 0.87

300 0.5 0.55

400 0.35 0.45

500 0.25 0.35

Type

TPD 145 FS

TPD 245 FS

TPD 345 FS

TPD 445 FS

TPD 545 FS

for

width

mm

F in kN

ceiling

kN

F in kN 

wall

kN Item no.

6363806

6363814

6363822

6363826

6363829

Pack

Piece

1

1

1

1

1

Weight

kg/100 pc.

48.000

66.000

78.000

93.300

107.000

Important! If the wall and ceiling bracket is fastened directly to the
wall or ceiling, then, for reasons of stability, always use the
spacer, type DS 4.
Max. side height of the cable support system 60 mm.

TP wall and ceiling bracket for universal use.
 

 

 

145
245
345
445
545

Type

TPD 145 FS
TPD 245 FS
TPD 345 FS
TPD 445 FS
TPD 545 FS

Dim. 

B

mm

Dimensions

 

Max. load F [kN]      
Bracket length [mm] 145 245 345 445 545
Anchor type      
BZ-U 8-30-41/95 1 0.7 0.5 0.4 0.3
BZ-U 10-30-50/110 1.5 0.9 0.55 0.45 0.35

Characteristic anchor load values for TPD wall and ceiling
bracket - Wall fastening

Max. total load F = cable weight + cable tray + ceiling bracket.

The load capacity values increase considerably when used in

uncracked concrete. The values given are based on concrete

of strength class C20/25.

 

Load diagram, ceiling bracket TPD

Bending of the bracket tip at permitted bracket load
 

Permitted bracket load in kN without man load
 

Load curve with bracket lengths in mm

Max. total load F = cable weight + cable tray + ceiling bracket. The load capacity

values increase considerably when used in uncracked concrete. The values given

are based on concrete of strength class C20/25.

Wall fastening
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket length [mm]

145 245 345 445 545

1,00 0,70 2,40 0,40 0,30

1,50 0,90 0,55 0,45 0,35

Ceiling fastening
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load F [kN]

Bracket width [mm]

145 245 345 445 545

1,30 1,30 2,40 0,35 0,25

1,30 1,30 2,40 0,35 0,25

 

Characteristic anchor load values for TPD wall and ceiling bracket

 

Load
 

Always indicate the item number when ordering.
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Ceiling bracket

   TP wall and ceiling bracket

Important! If the wall and ceiling bracket is fastened directly to the
wall or ceiling, then, for reasons of stability, always use the
spacer, type DS 4.
Max. side height of the cable support system 60 mm.

TP wall and ceiling bracket for universal structural fastening.
 

 

100 1.3 1.4

200 0.8 0.87

300 0.5 0.55

Type

TPD 145 FT

TPD 245 FT

TPD 345 FT

for

width

mm

F in kN

ceiling

kN

F in kN 

wall

kN Item no.

6363861

6363865

6363869

Pack

Piece

1

1

1

Weight

kg/100 pc.

54.000

69.000

83.000

 

Dimensions
 

145 175
245 175
345 175

Type

TPD 145 FT
TPD 245 FT
TPD 345 FT

Dim. 

B

mm

Dim.

H

mm

Load
  

Load diagram, ceiling bracket TPD

Bending of the bracket tip at permitted bracket load
 

Permitted bracket load in kN without man load
 

Load curve with bracket lengths in mm

Max. total load F = cable weight + cable tray + ceiling bracket. The load capacity

values increase considerably when used in uncracked concrete. The values given

are based on concrete of strength class C20/25.

Wall fastening
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load [kN]

Bracket length [mm]

145 245 345 445 545

1,00 0,70 2,40 0,40 0,30

1,50 0,90 0,55 0,45 0,35

Ceiling fastening
 

 

Anchor type

BZ-U 8-30-41/95

BZ-U 10-30-50/110

Max. load F [kN]

Bracket width [mm]

145 245 345 445 545

1,30 1,30 2,40 0,35 0,25

1,30 1,30 2,40 0,35 0,25

 

Characteristic anchor load values for TPD wall and ceiling bracket
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Ceiling bracket

Ceiling bracket    

 

100 115 11 0.6

150 165 11 0.6

200 215 11 0.6

300 315 11 0.35

400 415 11 0.2

Type

AHB 100 FT

AHB 150 FT

AHB 200 FT

AHB 300 FT

AHB 400 FT

for

width

mm

Dim. 

B

mm

Hole Ø

mm

F in kN

ceiling

kN Item no.

6363903

6363907

6363911

6363938

6363946

Pack

Piece

1

1

1

1

1

Weight

kg/100 pc.

54.000

87.000

101.000

130.000

157.000

Suspension bracket for cable support systems.

 

 

Suspension bracket for tunnels    

 

120 220 25 180

220 320 125 280

320 420 225 380

Type

AHB-T1712 VA4547

AHB-T1722 VA4547

AHB-T1732 VA4547

Dim. 

B

mm

Dim.

L

mm

Dim. 

b

mm

Dim.

l

mm Item no.

6363997

6364007

6364017

Pack

Piece

16

14

11

Weight

kg/100 pc.

49.200

57.700

67.200

Special suspension bracket for cable support systems in tunnels.
Additional variants, such as adapter or connection clamps, as
well as various head shapes, on request.

B

L

1
7

0

4

11x20 7x50

l

b

4
0

 

 

Always indicate the item number when ordering.
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Centre suspensions

   Centre suspension for cable tray, 35

 

 

The centre suspension possesses a rotatable M10 threaded sleeve. When filling, ensure an
even distribution of the load (avoid one-sided filling).

Centre suspension for cable trays with rolled side rail of side height 35 mm.

 

100 M10 95 84 1.3

200 M10 195 184 0.35

300 M10 295 284 0.2

Type

MAH 35 100 FS

MAH 35 200 FS

MAH 35 300 FS

for

width

mm

For

threaded

rod

Dim. 

B

mm

Dim. 

b

mm

F in kN

kN

Weight

kg/100 pc.

9.400

18.600

27.700

Item no.

6358690

6358692

6358694

Pack

Piece

1

1

1

 

   Centre suspension for cable tray, 60

 

 

The centre suspension possesses a rotatable M10 threaded sleeve. When filling, ensure an
even distribution of the load (avoid one-sided filling).
The widths 100, 150 and 200 mm have additional base perforations, in order to screw the
centre suspensions to the tray base when used for the maintenance of electrical functionality
according to DIN 4102 Part 12.

Centre suspension for cable trays with rolled side rail of side height 60 mm.

 

100 M10 94 84 1.3

150 M10 144 134 0.5

200 M10 195 184 0.2

300 M10 295 284 0.2

400 M10 395 384 0.1

100 M10 94 84 1.3

150 M10 144 134 0.5

200 M10 195 184 0.2

300 M10 295 284 0.2

Type

MAH 60 100 FS

MAH 60 150 FS

MAH 60 200 FS

MAH 60 300 FS

MAH 60 400 FS

MAH 60 100 FT

MAH 60 150 FT

MAH 60 200 FT

MAH 60 300 FT

for

width

mm

For

threaded

rod

Dim. 

B

mm

Dim. 

b

mm

F in kN

kN

Weight

kg/100 pc.

17.250

23.000

24.500

36.700

46.000

18.500

23.000

27.600

36.700

Item no.

6358705

6358709

6358713

6358717

6358720

6358752

6358756

6358760

6358764

Pack

Piece

1

1

1

1

1

1

1

1

1

 

   Centre suspension for cable trays with rolled si-
de rail

 

3
9

.5

40B

B1

338
.5 

Centre suspension for cable trays for attachment from the side rail of the cable tray.

 

50 47 26

75 72 51

100 97 76

150 147 126

200 197 176

Type

MAH 050 FS

MAH 075 FS

MAH 100 FS

MAH 150 FS

MAH 200 FS

for

width

mm

Dim. 

B

mm

Dimen-

sion B1

mm

Weight

kg/100 pc.

5.000

6.500

7.500

8.000

12.500

Item no.

6358500

6358510

6358527

6358535

6358543

Pack

Piece

1

1

1

1

1

 

   Central hanger for cable tray, KKLH 60

 

 

Centre suspension, universal, for fastening to threaded rods and supports.

 

200 EE

300 EE

400 EE

600 EE

500 EE

Type

KKLH 60 200 FS

KKLH 60 300 FS

KKLH 60 400 FS

KKLH 60 600 FS

KKLH 60 500 FS

Dim. 

B

mm

Additional

information

Weight

kg/100 pc.

20.000

38.500

51.500

71.000

63.000

Item no.

6358840

6358844

6358848

6358851

6358852

Pack

Piece

1

1

1

1

1
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Centre suspensions

Central hanger for cable tray, KKLH 60    

 

 

 

Centre suspension, universal, for fastening to threaded rods and supports.

 

200 LV

300 LV

400 LV

500 LV

600 LV

Type

KKLH 60 200 FS

KKLH 60 300 FS

KKLH 60 400 FS

KKLH 60 500 FS

KKLH 60 600 FS

Dim. 

B

mm

Additional

information

Weight

kg/100 pc. Item no.

6358838

6358842

6358846

6358849

6358829

Pack

Piece

1

1

1

1

1

 

Central hanger for cable tray, KKLH 60    

 

 

 

Centre suspension, universal, for fastening to threaded rods and supports.

 

200 LT

300 LT

400 LT

500 LT

600 LT

Type

KKLH 60 200 FS

KKLH 60 300 FS

KKLH 60 400 FS

KKLH 60 500 FS

KKLH 60 600 FS

Dim. 

B

mm

Additional

information

Weight

kg/100 pc. Item no.

6358839

6358843

6358847

6358850

6358831

Pack

Piece

1

1

1

1

1

 

Centre suspension mesh cable tray    

 

 

 

Centre suspension including hold-down clamp for mesh cable tray suspensions.

 

170

270

370

470

570

Type

GMS 170 FS

GMS 270 FS

GMS 370 FS

GMS 470 FS

GMS 570 FS

Dim. 

B

mm

Weight

kg/100 pc.

20.000

32.000

43.000

55.000

67.000

Item no.

6015400

6015402

6015404

6015406

6015408

Pack

Piece

25

25

25

10

10

 

Centre suspension mesh cable tray    

 

 

 

Centre suspension including hold-down clamp for mesh cable tray suspensions.

 

170

270

370

470

570

Type

GMS 170 A4

GMS 270 A4

GMS 370 A4

GMS 470 A4

GMS 570 A4

Dim. 

B

mm

Weight

kg/100 pc.

20.000

32.000

43.000

55.000

67.000

Item no.

6015418

6015419

6015420

6015421

6015422

Pack

Piece

25

25

25

10

10

 

Always indicate the item number when ordering.
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Centre suspensions

   Centre suspension mesh cable tray

 

 

When filling with cables, please ensure an even distribution. The maximum recommended
mesh cable tray width is 200 mm.

Two-part centre suspension of mesh cable trays.

 

7

9

11

7

9

11

Type

GMA M6 FS

GMA M8 FS

GMA M10 FS

GMA M6 FT

GMA M8 FT

GMA M10 FT

Hole Ø

mm

Weight

kg/100 pc.

8.000

8.300

8.300

8.400

8.300

8.400

Item no.

6015220

6015239

6015247

6015224

6015243

6015255

Pack

Piece

25

25

25

25

25

25

 

   Centre suspension mesh cable tray

 

 

When filling with cables, please ensure an even distribution. The maximum recommended
mesh cable tray width is 200 mm.

Two-part centre suspension of mesh cable trays.

 

7

9

11

Type

GMA M6 A4

GMA M8 A4

GMA M10 A4

Hole Ø

mm

Weight

kg/100 pc.

8.400

8.300

8.300

Item no.

6015228

6015245

6015261

Pack

Piece

25

25

25

 

   Centre suspension for luminaire support tray

 

 

The central hanger can be used with all cable trays of width 75 mm and side height 60 mm.

Central hanger for luminaire support tray, type LTR, for threaded rod and chain suspension.

 

75 M10

75 M10

Type

MAH LTR FS

MAH LTR FT

for

width

mm

For

threaded

rod

Weight

kg/100 pc.

12.000

14.000

Item no.

6358810

6358812

Pack

Piece

25

25

 

   Centre suspension, cable ladder

 

 

On filling, please ensure an even load distribution (no one-sided filling).

Centre suspension for cable ladders.

 

200

300

400

500

600

Type

MAHL 200 FT

MAHL 300 FT

MAHL 400 FT

MAHL 500 FT

MAHL 600 FT

Width

mm

Weight

kg/100 pc.

41.900

61.800

81.800

101.700

121.700

Item no.

6358659

6358667

6358675

6358683

6358687

Pack

Piece

1

1

1

1

1
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Centre suspensions

Centre suspension, universal    

 

 

 

Preferred use of this centre suspension in combination with cable ladders and mesh cable
trays.

Universal centre suspension for fastening to threaded rods and supports.

 

200

300

400

500

600

200

300

400

500

600

Type

MAHU 200 FS

MAHU 300 FS

MAHU 400 FS

MAHU 500 FS

MAHU 600 FS

MAHU 200 FT

MAHU 300 FT

MAHU 400 FT

MAHU 500 FT

MAHU 600 FT

Width

mm

Weight

kg/100 pc.

27.500

39.300

68.800

85.800

103.300

28.700

43.300

71.300

89.100

107.000

Item no.

6358853

6358856

6358860

6358864

6358868

6358884

6358888

6358892

6358896

6358900

Pack

Piece

1

1

1

1

1

1

1

1

1

1

 

Hold-down clamp for Central hanger 60    

 

 

 

Fastening on the centre suspension KKLH 60.

Hold-down clamp for fastening cable ladders.

 

EE

Type

KKF 60 FS

Additional

information

Weight

kg/100 pc.

33.000

Item no.

6358836

Pack

Piece

1

 

Hold-down clamp for Central hanger 60    

 

 

 

Fastening on the KKLH 60 centre suspension.

Hold-down clamp for fastening cable ladders.

 

LV

Type

KKF 60 FS

Additional

information

Weight

kg/100 pc. Item no.

6358834

Pack

Piece

1

 

Hold-down clamp for Central hanger 60    

 

 

 

Fastening on the KKLH 60 centre suspension.

Hold-down clamp for fastening cable ladders.

 

LT

Type

KKF 60 FS

Additional

information

Weight

kg/100 pc. Item no.

6358835

Pack

Piece

1

 

Always indicate the item number when ordering.
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Threaded rods

   Threaded rod

 

 

Threaded rod to DIN 976.

 

M6 6 1000

M8 8 1000

M10 10 1000

M12 12 1000

M6 6 2000

M8 8 2000

M10 10 2000

M12 12 2000

M10 10 3000

Type

TR M6 1M G

TR M8 1M G

TR M10 1M G

TR M12 1M G

TR M6 2M G

TR M8 2M G

TR M10 2M G

TR M12 2M G

TR M10 3M G

Thread

Dim.

d

mm

Dim.

L

mm

Weight

kg/100 pc.

18.300

30.000

49.000

62.000

36.600

60.000

98.000

140.000

147.000

Item no.

3141047

3141128

3141209

3141306

3141048

3141136

3141140

3141144

3141233

Pack

Piece

10

10

10

10

10

10

10

10

20

 

   Threaded rod

 

 

Threaded rod to DIN 976.

 

M6 6 1000

M8 8 1000

M10 10 1000

M12 12 1000

M6 6 2000

M8 8 2000

M10 10 2000

M12 12 2000

M6 6 1000

M8 8 1000

M10 10 1000

M6 6 2000

M8 8 2000

Type

TR M6 1M A2

TR M8 1M A2

TR M10 1M A2

TR M12 1M A2

TR M6 2M A2

TR M8 2M A2

TR M10 2M A2

TR M12 2M A2

TR M6 1M A4

TR M8 1M A4

TR M10 1M A4

TR M6 2M A4

TR M8 2M A4

Thread

Dim.

d

mm

Dim.

L

mm

Weight

kg/100 pc.

18.300

30.000

49.000

70.000

36.600

60.000

98.000

140.000

18.300

30.000

49.000

36.600

60.000

Item no.

3141327

3141310

3141312

3141314

3141328

3141330

3141339

3141316

3141482

3141492

3141502

3141484

3141494

Pack

Piece

10

10

10

10

10

10

10

10

1

1

1

1

1

 

Clamp

   Ceiling bracket

 

 

Ceiling bracket for threaded rod suspension.

 

Type

DB FT

Weight

kg/100 pc.

16.000

Item no.

6356109

Pack

Piece

20

 

   

   Ceiling clamp, variable

 

 

The locked threaded rod seat offers the option of infinite angle adjustment.

Ceiling bracket for suspension with threaded rods. The variable adjustment permits universal
use.

 

Type

DBV FS

Weight

kg/100 pc.

18.200

Item no.

6356055

Pack

Piece

20

 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8
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Clamp

Fire protection clamp    

 

 

 

Fire protection clamp for ceiling fastening of the threaded rod lock for routing types with
cable ladders and cable trays for the maintenance of electrical function to DIN 4102 Part 12.

 

Type

BSB FT

Weight

kg/100 pc.

42.400

Item no.

6418198

Pack

Piece

20

 

Stand-off bracket    

 

9x15

 7
 

 I1 

 C
 

3
0
0

4
0
0

5
0
0

1
0
0

1
5
0

2
0
0

6
0
0

 B 

 H
 

 A 

 

 

Stand-off bracket for cable trays and mesh cable trays.

 

160 100 50

210 150 50

260 200 50

360 300 50

460 400 50

560 500 50

660 600 50

160 100 50

210 150 50

260 200 50

360 300 50

460 400 50

560 500 50

660 600 50

Type

DBL 50 100 FS

DBL 50 150 FS

DBL 50 200 FS

DBL 50 300 FS

DBL 50 400 FS

DBL 50 500 FS

DBL 50 600 FS

DBL 50 100 FT

DBL 50 150 FT

DBL 50 200 FT

DBL 50 300 FT

DBL 50 400 FT

DBL 50 500 FT

DBL 50 600 FT

Dim.

A

mm

Dim. 

B

mm

Dim.

H

mm

Weight

kg/100 pc.

15.500

18.800

21.000

36.900

46.300

57.200

65.800

16.000

19.400

22.000

38.000

47.700

58.900

67.800

Item no.

6015506

6015514

6015522

6015530

6015549

6015552

6015555

6015565

6015573

6015581

6015603

6015611

6015614

6015617

Pack

Piece

20

20

20

20

20

25

20

20

20

20

20

20

25

20

 

Stand-off bracket    

 

9 x 15

7 x 25

7 x 15

3
0

5
0

B

B + 60

 

 

Stand-off bracket for cable trays and mesh cable trays.

 

160 100 50

260 200 50

360 300 50

460 400 50

Type

DBL 50 100 A4

DBL 50 200 A4

DBL 50 300 A4

DBL 50 400 A4

Dim.

A

mm

Dim. 

B

mm

Dim.

H

mm

Weight

kg/100 pc.

15.500

22.800

36.900

46.300

Item no.

6015630

6015632

6015633

6015634

Pack

Piece

10

10

10

10

 

Always indicate the item number when ordering.
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Clamp

   Stand-off bracket

 

 

Screwless fastening of the mesh cable tray on the stand-off bracket.

Stand-off bracket for stand-off of mesh cable trays on the floor or on the wall.
GRM mesh cable tray types with side heights of 35, 55 and 105 mm can be mounted onto
the spacer clamp.

 

20 30 56 120

20 30 106 170

20 30 156 220

20 30 206 270

20 40 306 370

20 40 406 470

20 40 506 570

20 40 606 670

20 30 56 120

20 30 106 170

20 30 156 220

20 30 206 270

20 40 306 370

20 40 406 470

20 40 506 570

20 40 606 670

Type

DBLG 20 050 FS

DBLG 20 100 FS

DBLG 20 150 FS

DBLG 20 200 FS

DBLG 20 300 FS

DBLG 20 400 FS

DBLG 20 500 FS

DBLG 20 600 FS

DBLG 20 050 FT

DBLG 20 100 FT

DBLG 20 150 FT

DBLG 20 200 FT

DBLG 20 300 FT

DBLG 20 400 FT

DBLG 20 500 FT

DBLG 20 600 FT

Height

mm

Dim.

A

mm

Dim. 

B

mm

Dim.

L

mm

Weight

kg/100 pc.

10.300

12.076

17.400

20.900

37.300

46.700

56.900

66.400

10.700

14.300

18.100

21.700

38.800

48.600

54.702

69.100

Item no.

6015646

6015654

6015658

6015662

6015670

6015689

6015693

6015697

6015648

6015656

6015660

6015664

6015672

6015691

6015695

6015699

Pack

Piece

20

20

20

20

20

20

25

25

20

20

20

20

20

20

25

25

 

Bracket

   Wall holder for GRM 35x50 mesh cable tray

Wall mounting for wall fastening of mesh cable trays, type GRM 35 50
 

35 50

Type

WH GRM35 FT

Side

height

mm

Width

mm

Weight

kg/100 pc.

1.950

Item no.

6016443

Pack

Piece

10
 

 

3
9

20

8
,5

30

16

 

   

   Wall holder for GRM 35x50 mesh cable tray

Wall mounting for fastening of mesh cable trays GRM 35 50
 

35 50

Type

WH GRM35 A4

Side

height

mm

Width

mm

Weight

kg/100 pc.

1.950

Item no.

6016445

Pack

Piece

10
 

 

8
,5

30

16

3
9

20

 

   Ceiling bracket K6

Ceiling bracket for universal fixing to ceiling and wall, or on suspension profile, type AP 45.
 

Type

K 6 101 FS

K 6 101 FT

Weight

kg/100 pc.

7.000

7.000

Item no.

6343090

6343104

Pack

Piece

40

40
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Trapezoidal fastening

Ceiling bracket, trapezoidal    

 

 

Important: Observe the statics of the trapezoidal metal ceiling.

Trapezoidal fastening for suspended mounting of cable support systems on standard trapezoidal ceilings.

When using the holes provided, the trapezoidal fastening can be mounted onto a trapezoidal profile width of up to
approx. 80 mm. Fastening takes place with the type TPB R lock or a hexagonal bolt of type SKS 10x110.

 

1.5 0.8

Type

TPB 100 FS

Material

thickness

mm

F in kN

kN

Weight

kg/100 pc.

9.900

Item no.

6357506

Pack

Piece

20
 

Ceiling bracket, trapezoidal    

 

 

Important: Observe the statics of the trapezoidal metal ceiling.

Trapezoidal fastening for suspended mounting of cable support systems on standard trapezoidal ceilings.

When using the holes provided, the trapezoidal fastening can be mounted onto a trapezoidal profile width of up to
approx. 80 mm. Fastening takes place with the type TPB R lock or a hexagonal bolt of type SKS 10x110.

 

1.5 0.8

Type

TPB 100 A2

Material

thickness

mm

F in kN

kN

Weight

kg/100 pc.

9.900

Item no.

6357516

Pack

Piece

20
 

Trapezoidal fastening    

 

 

 

1.5 0.8

Type

TPB 180 FS

Material

thickness

mm

F in kN

kN

Weight

kg/100 pc.

11.400

Item no.

6357522

Pack

Piece

20
 

Trapezoidal fastening    

 

 

 

1.5 0.8

Type

TPB 180 A2

Material

thickness

mm

F in kN

kN

Weight

kg/100 pc.

11.400

Item no.

6357524

Pack

Piece

20
 

Splint for trapezoidal ceiling bracket    

 

 

Important: Observe the statics of the trapezoidal metal ceiling.

Splint for fastening and securing the ceiling bracket to trapezoidal ceilings.
 

1.5 0.8

Type

TPB R FS

Material

thickness

mm

Break

load

kN

Weight

kg/100 pc.

3.100

Item no.

6357536

Pack

Piece

20
 

Always indicate the item number when ordering.
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Trapezoidal fastening

   Splint for trapezoidal ceiling bracket

Important: Observe the statics of the trapezoidal metal ceiling.

Splint for fastening and securing the ceiling bracket to trapezoidal ceilings.
 

1.5 0.8

Type

TPB R A2

Material

thickness

mm

Break

load

kN

Weight

kg/100 pc.

3.100

Item no.

6357538

Pack

Piece

20
 

 

 

Holders and fastenings

   Wall clamp / central hanger

As wall fastening up to max. mesh cable tray width 200 mm.
As centre suspension up to max. mesh cable tray width 200 mm. 
As a pendulum suspension from a width of 300 mm.

Wall clamp and central hanger for mesh cable trays.
 

Type

K 12 1818 FS

Weight

kg/100 pc.

8.772

Item no.

6437109

Pack

Piece

25
 

 

 

   

   Wall clamp / central hanger

As wall fastening up to max. mesh cable tray width 200 mm.
As centre suspension up to max. mesh cable tray width 200 mm. 
As a pendulum suspension from a width of 300 mm.

Wall clamp and central hanger for mesh cable trays.
 

Type

K12 1818 A2

Weight

kg/100 pc.

8.772

Item no.

6016421

Pack

Piece

25
 

 

 

   Quick connector

The quick fastening can then be mounted in all brackets with 7 x ... perforation at a later date.

Quick connector for efficient fastening of cable tray on brackets.
 

M6 x 12 12 6 13.5

Type

FCM F

Dimen-

sion

mm

Dim.

L

mm

Dim.

d

mm

Dim.

D

mm

Weight

kg/100 pc.

0.720

Item no.

6424548

Pack

Piece

50
 

 

 

   Side holder

Side holder for suspension of mesh cable trays.
 

Type

SH M10 FS

SH M10 FT

Weight

kg/100 pc.

5.800

6.000

Item no.

6015336

6015338

Pack

Piece

50

50
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Holders and fastenings

Side holder    

 

 

Side holder for suspension of mesh cable trays.
 

Type

SH M10 A4

Weight

kg/100 pc.

5.500

Item no.

6015340

Pack

Piece

20
 

Side holder, universal    

 

 

Side holder to fasten cable trays, mesh cable trays and cable ladders to ceilings using a threaded rod.
 

0.5

0.5

Type

SHU M12 FS

SHU M12 DD

Break

load

kN

Weight

kg/100 pc.

5.100

5.100

Item no.

6015322

6015324

Pack

Piece

50

50
 

Side holder, universal    

 

 

Side holder to fasten cable trays, mesh cable trays and cable ladders to ceilings using a threaded rod.
 

0.5

0.5

Type

SHU M12 A2

SHU M12 A4

Break

load

kN

Weight

kg/100 pc.

5.100

5.100

Item no.

6015326

6015328

Pack

Piece

50

50
 

Always indicate the item number when ordering.
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Cable support brackets

Cable support troughs are used for quick and easy

routing of cables in areas where conventional cable

support systems cannot be installed due to lack of

space. The cable support troughs have a large load-

bearing surface and rounded outer edges to protect

the cables. 

 

 

Wall mounting
Use e.g. in tunnels
Various variants pre-assembled
on mounting profile

 

 

 

 

 

 

 

 

 

 

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

392



Cable support troughs

   Cable carrier trough, single, for individual rou-
ting

 

44 0.35

Type

KTW 100 FT

Side

height

mm

F in kN

per trough

kN

Weight

kg/100 pc.

48.000

Item no.

6006890

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8

Always indicate the item number when ordering.
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Cable support troughs

Cable support trough, single, with fastening rail    

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

140 1 0.5

Type

KTW 100 1 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

6.100

Item no.

6006901

Pack

Piece

1

Always indicate the item number when ordering.
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Cable support troughs

   Cable carrier troughs, 2-fold, with mounting rail

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

200 2 0.5

Type

KTW 100 2 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

111.000

Item no.

6006902

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

2
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0

122 198
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Always indicate the item number when ordering.

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

395



Cable support troughs

Cable carrier troughs, 3-fold, with mounting rail    

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

300 3 0.5

Type

KTW 100 3 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

168.000

Item no.

6006903

Pack

Piece

1

Always indicate the item number when ordering.
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Cable support troughs

   Cable carrier troughs, 4-fold, with mounting rail

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

400 4 0.5

Type

KTW 100 4 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

225.000

Item no.

6006904

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8

Always indicate the item number when ordering.
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Cable support troughs

Cable carrier troughs, 5-fold, with mounting rail    

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

500 5 0.5

Type

KTW 100 5 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

361.000

Item no.

6006905

Pack

Piece

1

Always indicate the item number when ordering.
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Cable support troughs

   Cable carrier troughs, 6-fold, with mounting rail

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

600 6 0.5

Type

KTW 100 6 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

339.000

Item no.

6006906

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.
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Always indicate the item number when ordering.
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Cable support troughs

Cable carrier troughs, 7-fold, with mounting rail    

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

700 7 0.5

Type

KTW 100 7 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

395.000

Item no.

6006907

Pack

Piece

1

Always indicate the item number when ordering.
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Cable support troughs

   Cable carrier troughs, 8-fold, with mounting rail

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

800 8 0.5

Type

KTW 100 8 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

452.000

Item no.

6006908

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.
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Always indicate the item number when ordering.
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Cable support troughs

Cable support trough, 9x, with fastening rail    

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.

 

 

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

900 9 0.5

Type

KTW 100 9 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

465.000

Item no.

6006909

Pack

Piece

1

Always indicate the item number when ordering.
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Cable support troughs

   Cable support trough, 10x, with fastening rail

Type Levels Total load Quantity of anchors
KTW 100 1 FT 1 0.950 kN 1
KTW 100 2 FT 2 1.0 kN 1
KTW 100 3 FT 3 0.15 kN 1
KTW 100 4 FT 4 0.950 kN 2
KTW 100 5 FT 5 2.5 kN 2
KTW 100 6 FT 6 3.0 kN 2
KTW 100 7 FT 7 3.5 kN 3
KTW 100 8 FT 8 4.0 kN 3
KTW 100 9 FT 9 4.5 kN 3
KTW 100 10 FT 10 5.0 kN 4

Load

The stated values are based on concrete of compressive strength C25/30. Fastening anchor

type: BZ 10-100-120. Please comply with the installation conditions of the DIBt approval

(anchors).

 

Load

 

1000 10 0.5

Type

KTW 100 10 FT

Dim.

L

mm

Number of

troughs

F in kN

per trough

kN

Weight

kg/100 pc.

565.000

Item no.

6006910

Pack

Piece

1

In accordance with DIN VDE 0298-300, a maxi-
mum support spacing of 0.8 m should not be
exceeded.

Cable support brackets for quick and easy rout-
ing of cables in areas where common cable sup-
port systems cannot be installed due to lack of
space. The cable support brackets possess a
large load-bearing surface as well as rounded
outer edges to protect the cables.
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Always indicate the item number when ordering.
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Light duty

Medium

duty

Heavy

duty

Rail systems from
OBO

OBO s tried-and-tested rail system is now more logi-

cally structured than ever before. It is now easy to

choose the right product at a glance from the three

load classes: Light duty, medium duty and heavy duty.

The matching accessories are also right there in the

selection aids. So choosing perfectly matching prod-

ucts is simply a breeze. 

Highly versatile

Different perforation

patterns

Strip galvanised and

hot-dip galvanised

Stainless steel

grades V2A and

V4A

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

404



Profile rails

   

CL2008 profile rail, slot 11 mm, perforated

 

2000 0.75

Type

CL2008P2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 m

20.000

Item no.

1106627

Pack

m

2

Light-duty C profile rail for cable routing, in con-
junction with series clips or clamp clips with N
foot. Can also be used in building of control cabi-
nets.

 

 

20 x 8 2000

Type

CL2008P2000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.

S
u
p
p
o
rt

 s
tr

u
c
tu

re
s

405



Profile rails

CL2510 profile rail, slot 11 mm, unperforated
   

Light-duty C profile rail for cable routing, in con-
junction with series clips or clamp clips with N
foot. Can also be used in building of control cabi-
nets.

 

 

2000 1

Type

CL2510UP2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 m

36.000

Item no.

1107127

Pack

m

2

Dimensions

 

25 x 10 2000

Type

CL2510UP2000FS

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Profile rails

   

CL2712 profile rail, slot 12 mm, perforated

 

2000 2

Type

CL2712P2000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

89.500

Item no.

1109529

Pack

m

2

Light-duty C profile rail for cable routing, in con-
junction with series clips or clamp clips with N
foot. Can also be used in building of control cabi-
nets.

 

 

27 x 12,5 2000

Type

CL2712P2000FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Profile rails

CM3015 profile rail, slot 16 mm, perforated
   

Profile rail, perforated, slot width 16 mm.
 

 

200 1.5

300 1.5

400 1.5

500 1.5

600 1.5

700 1.5

800 1.5

2000 1.5

2000 1.5

Type

CM3015P0200FT

CM3015P0300FT

CM3015P0400FT

CM3015P0500FT

CM3015P0600FT

CM3015P0700FT

CM3015P0800FT

CM3015P2000FT

CM3015P2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

15.000

22.000

30.000

37.000

44.000

50.000

56.000

73.000

69.000

Item no.

1109782

1109790

1109804

1109812

1109820

1109839

1109847

1109871

1110002

Pack

Piece

25

25

10

10

10

10

10

2

2

Dimensions

 

30 x 15 200

30 x 15 300

30 x 15 400

30 x 15 500

30 x 15 600

30 x 15 700

30 x 15 800

30 x 15 2000

Type

CM3015P0200FT

CM3015P0300FT

CM3015P0400FT

CM3015P0500FT

CM3015P0600FT

CM3015P0700FT

CM3015P0800FT

CM3015P2000FT

Dimension

W x H

mm

Dim.

L

mm

CM3015 profile rail, slot 16 mm, perforated
   

Profile rail, perforated, slot width 16 mm.
 

 

1000 1.5

2000 1.5

Type

CM3015P1000FT

CM3015P2000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

73.000

73.000

Item no.

1109863

1109871

Pack

m

10

2

Dimensions

 

30 x 15 1000

30 x 15 2000

Type

CM3015P1000FT

CM3015P2000FT

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Profile rails

   

CM3015 profile rail, slot 16 mm, unperforated

 

2000 1.5

Type

CM3015UP2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 m

75.500

Item no.

1110004

Pack

m

2

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

30 x 15 2000

Type

CM3015UP2000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Profile rails

Anchor rail AML3518, slot width 16.5 mm, perfo-
rated    

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

1000 1.5

2000 1.5

1000 2

2000 1.5

1000 1.5

1000 2

Type

AML3518P1000FS

AML3518P2000FS

AMS3518P1000FS

AML3518P2000FT

AML3518P1000FT

AMS3518P1000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

82.000

82.500

115.000

89.000

89.000

122.000

Item no.

1119646

1119648

1112735

1119656

1119672

1112755

Pack

m

1

2

1

2

10

1

Dimensions

 

35 x 18 1000

35 x 18 2000

35 x 18 1000

35 x 18 2000

35 x 18 1000

35 x 18 1000

Type

AML3518P1000FS

AML3518P2000FS

AMS3518P1000FS

AML3518P2000FT

AML3518P1000FT

AMS3518P1000FT

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Profile rails

   

AML3518 anchor rail, slot 16.5 mm, perforated

 

1000 1.5

2000 1.5

Type

AML3518P1000A2

AML3518P2000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

82.000

82.000

Item no.

1119700

1119702

Pack

m

1

2

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

35 x 18 1000

35 x 18 2000

Type

AML3518P1000A2

AML3518P2000A2

Dimension

W x H

mm

Dim.

L

mm

Dimensions

   

CML3518 profile rail, slot 17 mm, perforated

  

150 1.25

200 1.25

300 1.25

400 1.25

500 1.25

600 1.25

700 1.25

800 1.25

900 1.25

Type

CML3518P0150FS

CML3518P0200FS

CML3518P0300FS

CML3518P0400FS

CML3518P0500FS

CML3518P0600FS

CML3518P0700FS

CML3518P0800FS

CML3518P0900FS

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

10.600

14.200

21.300

28.400

35.500

42.600

49.700

56.800

63.900

Item no.

1104241

1104268

1104284

1104292

1104306

1104310

1104315

1104320

1104325

Pack

Piece

25

25

25

10

10

10

10

10

10

Light-duty profile rail, perforated, slot width
17 mm.

 

In
d

u
s
tr

ie
 B

a
lt
ik

u
m

 1
 /

 e
n

 /
 2

0
2

2
/0

4
/1

3
 1

3
:4

9
:1

4
 1

3
:4

9
:1

4
 (

L
L

E
x
p

o
rt

_
0

2
9

4
3

) 
/ 

2
0

2
2

/0
4

/1
3

 1
3

:4
9

:3
8

 1
3

:4
9

:3
8

Always indicate the item number when ordering.
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Profile rails

CMS3518 profile rail, slot 17 mm, perforated
   

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

 

150 1.75

300 1.75

400 1.75

500 1.75

200 1.75

600 1.75

700 1.75

800 1.75

900 1.75

Type

CMS3518P0150FS

CMS3518P0300FS

CMS3518P0400FS

CMS3518P0500FS

CMS3518P0200FS

CMS3518P0600FS

CMS3518P0700FS

CMS3518P0800FS

CMS3518P0900FS

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

14.670

29.340

39.120

48.900

19.560

58.680

68.460

78.240

88.020

Item no.

1104349

1104373

1104391

1104403

1104357

1104411

1104422

1104427

1104435

Pack

Piece

25

25

10

10

25

10

10

10

10

CML3518 profile rail, slot 17 mm, perforated
   

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

 

1000 1.25

2000 1.25

1000 1.25

2000 1.25

1000 1.75

2000 1.75

Type

CML3518P1000FS

CML3518P2000FS

CML3518P1000FT

CML3518P2000FT

CMS3518P1000FS

CMS3518P2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 m

71.000

71.000

73.600

73.600

97.800

97.800

Item no.

1104497

1104500

1104568

1104570

1104445

1104454

Pack

m

1

2

10

20

10

2

Always indicate the item number when ordering.
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Profile rails

   

CMS3518 profile rail, slot 17 mm, perforated

 

1000 1.75

2000 1.75

Type

CMS3518P1000FT

CMS3518P2000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

102.900

102.900

Item no.

1104598

1104599

Pack

m

10

20

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

35 x 18 1000

35 x 18 2000

Type

CMS3518P1000FT

CMS3518P2000FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Anchor rails

AMS3518 anchor rail, slot 16.5 mm, unperfora-
ted    

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

2000 2

6000 2

Type

AMS3518UP2000FT

AMS3518UP6000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

121.350

111.167

Item no.

1112228

1112244

Pack

m

2

6

Dimensions

 

35 x 18 2000

35 x 18 6000

Type

AMS3518UP2000FT

AMS3518UP6000FT

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Anchor rails

   

Anchor rail AML3518, slot 16.5 mm, perforated

 

200 1.5

300 1.5

400 1.5

500 1.5

600 1.5

700 1.5

800 1.5

Type

AML3518P0200FT

AML3518P0300FT

AML3518P0400FT

AML3518P0500FT

AML3518P0600FT

AML3518P0700FT

AML3518P0800FT

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

17.800

26.700

35.600

44.500

53.400

62.300

71.200

Item no.

1119696

1119693

1119690

1119687

1119684

1119681

1119678

Pack

Piece

25

25

10

10

10

10

10

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

35 x 18 200

35 x 18 300

35 x 18 400

35 x 18 500

35 x 18 600

35 x 18 700

35 x 18 800

Type

AML3518P0200FT

AML3518P0300FT

AML3518P0400FT

AML3518P0500FT

AML3518P0600FT

AML3518P0700FT

AML3518P0800FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Anchor rails

Anchor rail AMS3518, slot 16.5 mm, perforated
   

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

2000 2

Type

AMS3518P2000FS

Length

mm

Material

thickness

mm

Weight

kg/100 m

115.000

Item no.

1112708

Pack

m

2

Dimensions

 

35 x 18 2000

Type

AMS3518P2000FS

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Anchor rails

   

Anchor rail AMS3518, slot 16.5 mm, perforated

 

2000 2

Type

AMS3518P2000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

122.000

Item no.

1112759

Pack

m

2

Central C profile rail for cable routing, in conjunc-
tion with clamp clips with a hammerhead foot.
Can also be used as suspension construction for
cable support systems.

 

 

35 x 18 2000

Type

AMS3518P2000FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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MS4121 mounting rail

Heavy-duty C profile rail for the individual installation

of support constructions, e.g. for cable trays or as a

panel for switchgear cabinets. Can also be used for

cable routing, in conjunction with clamp clips with a U

foot. 

Slot width 22 mm

Double version (clinched)

Slot width 22 mm
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Mounting rails

   

MS4022 mounting rail, heavy duty, slot 18 mm,
perforated

 

2000 2

6000 2

Type

MS4022P2000FT

MS4022P6000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

152.500

152.500

Item no.

1121979

1121898

Pack

m

2

6

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

40 x 22,5 2000

40 x 22,5 6000

Type

MS4022P2000FT

MS4022P6000FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MS4022 mounting rail, heavy duty, slot 18 mm,
perforated    

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

2000 2

6000 2

Type

MS4022P2000A2

MS4022P6000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

152.500

152.500

Item no.

1121960

1121901

Pack

m

2

6

Dimensions

 

40 x 22,5 2000

40 x 22,5 6000

Type

MS4022P2000A2

MS4022P6000A2

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS5030 mounting rail, slot 22 mm, perforated

 

1000 3

2000 3

3000 3

6000 3

2000 3

6000 3

Type

MS5030P1000FT

MS5030P2000FT

MS5030P3000FT

MS5030P6000FT

MS5030P2000A2

MS5030P6000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

282.500

282.500

308.100

282.500

280.000

282.500

Item no.

1121448

1121464

1121466

1121472

1121480

1121499

Pack

m

1

2

3

6

2

6

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

50 x 30 1000

50 x 30 2000

50 x 30 3000

50 x 30 6000

Type

MS5030P1000FT

MS5030P2000FT

MS5030P3000FT

MS5030P6000FT

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MS5030 mounting rail, slot 22 mm, perforated
   

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

200 3

300 3

400 3

500 3

600 3

700 3

800 3

900 3

1500 3

Type

MS5030P0200FT

MS5030P0300FT

MS5030P0400FT

MS5030P0500FT

MS5030P0600FT

MS5030P0700FT

MS5030P0800FT

MS5030P0900FT

MS5030P1500FT

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

57.000

85.000

115.000

141.000

170.000

198.000

235.000

255.000

424.000

Item no.

1121391

1121243

1121278

1121405

1121294

1121332

1121308

1121336

1121363

Pack

Piece

1

1

1

1

1

1

1

1

1

Dimensions

 

50 x 30 200

50 x 30 300

50 x 30 400

50 x 30 500

50 x 30 600

50 x 30 700

50 x 30 800

50 x 30 900

50 x 30 1500

Type

MS5030P0200FT

MS5030P0300FT

MS5030P0400FT

MS5030P0500FT

MS5030P0600FT

MS5030P0700FT

MS5030P0800FT

MS5030P0900FT

MS5030P1500FT

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS4121 mounting rail, slot 22 mm, perforated

 

2000 2

3000 2

6000 2

2000 2

3000 2

6000 2

Type

MS4121P2000FS

MS4121P3000FS

MS4121P6000FS

MS4121P2000FT

MS4121P3000FT

MS4121P6000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

175.000

141.900

141.900

183.000

151.300

184.000

Item no.

1122918

1122920

1122922

1122923

1122924

1122926

Pack

m

2

3

6

2

3

6

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

41x21 2000

41x21 3000

41x21 6000

Type

MS4121P2000FS

MS4121P3000FS

MS4121P6000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MS4121 mounting rail, slot 22 mm, perforated
   

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

200 2

300 2

400 2

500 2

600 2

700 2

800 2

900 2

Type

MS4121P0200FT

MS4121P0300FT

MS4121P0400FT

MS4121P0500FT

MS4121P0600FT

MS4121P0700FT

MS4121P0800FT

MS4121P0900FT

Length

mm

Material

thickness

mm

Weight

kg/100 pc.

35.100

53.000

70.000

87.000

105.000

123.000

140.000

158.000

Item no.

1122933

1122934

1122935

1122936

1122937

1122938

1122939

1122940

Pack

Piece

1

1

1

1

1

1

1

1

Dimensions

 

41x21 200

41x21 300

41x21 400

41x21 500

41x21 600

41x21 700

41x21 800

41x21 900

Type

MS4121P0200FT

MS4121P0300FT

MS4121P0400FT

MS4121P0500FT

MS4121P0600FT

MS4121P0700FT

MS4121P0800FT

MS4121P0900FT

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS4121 mounting rail, slot 22 mm, perforated

 

2000 2

3000 2

6000 2

3000 2

Type

MS4121P2000A2

MS4121P3000A2

MS4121P6000A2

MS4121P3000A4

Length

mm

Material

thickness

mm

Weight

kg/100 m

140.950

185.340

140.950

172.670

Item no.

1122925

1122928

1122929

1122931

Pack

m

2

3

6

3

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

41x21 2000

41x21 3000

41x21 6000

Type

MS4121P2000A2

MS4121P3000A2

MS4121P6000A2

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MS4142 mounting rail, slot 22 mm, double, per-
forated    

Heavy-duty profile/mounting rail with continuous
perforation in base, slot width 22 mm. Double
version, i.e. two profile rails are interconnected on
the base (clinched).

 

 

3000 2

6000 2

3000 2

6000 2

6000 2

Type

MS4142P3000FS

MS4142P6000FS

MS4142P3000FT

MS4142P6000FT

MS4142P6000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

303.000

303.000

303.000

303.000

283.800

Item no.

1122947

1122948

1122944

1122945

1122954

Pack

m

3

6

3

6

6

Dimensions

 

41x42 3000

41x42 6000

Type

MS4142P3000FS

MS4142P6000FS

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS4141 mounting rail, slot 22 mm, perforated

 

1000 2.5

3000 2.5

6000 2.5

1000 2.5

3000 2.5

6000 2.5

Type

MS4141P1000FS

MS4141P3000FS

MS4141P6000FS

MS4141P1000FT

MS4141P3000FT

MS4141P6000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

247.500

247.500

247.500

261.400

261.400

260.670

Item no.

1122908

1122910

1122912

1122606

1122622

1122657

Pack

m

1

3

6

1

3

6

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

41x41 1000

41x41 3000

41x41 6000

Type

MS4141P1000FS

MS4141P3000FS

MS4141P6000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MSL4141 mounting rail, slot 22 mm, perforated
   

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

1000 2

3000 2

6000 2

1000 2

3000 2

6000 2

1000 2

3000 2

6000 2

Type

MSL4141P1000FS

MSL4141P3000FS

MSL4141P6000FS

MSL4141P1000FT

MSL4141P3000FT

MSL4141P6000FT

MSL4141P1000A2

MSL4141P3000A2

MSL4141P6000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

201.100

201.100

201.100

214.700

214.700

214.700

201.100

201.100

201.100

Item no.

1122970

1122972

1122974

1122962

1122964

1122966

1122978

1122980

1122982

Pack

m

1

3

6

1

3

6

1

3

6

Dimensions

 

41x41 1000

41x41 3000

41x41 6000

Type

MSL4141P1000FS

MSL4141P3000FS

MSL4141P6000FS

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS4182 mounting rail, slot 22 mm, double, per-
forated

 

3000 2

6000 2

3000 2

6000 2

3000 2

6000 2

Type

MS4182P3000FS

MS4182P6000FS

MS4182P3000FT

MS4182P6000FT

MS4182P3000A2

MS4182P6000A2

Length

mm

Material

thickness

mm

Weight

kg/100 m

402.200

402.200

402.200

402.200

402.200

402.200

Item no.

1122676

1122678

1122671

1122673

1122682

1122684

Pack

m

3

6

3

6

3

6

Heavy-duty profile/mounting rail with continuous
perforation in base, slot width 22 mm. Double
version, i.e. two profile rails are interconnected on
the base (clinched).

 

 

41x82 3000

41x82 6000

Type

MS4182P3000FS

MS4182P6000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Mounting rails

MSL4141 mounting rail, slot 22 mm, side perfo-
ration    

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

1000 2

3000 2

6000 2

1000 2

3000 2

6000 2

1000 2

3000 2

6000 2

3000 2

Type

MSL4141PP1000FS

MSL4141PP3000FS

MSL4141PP6000FS

MSL4141PP1000FT

MSL4141PP3000FT

MSL4141PP6000FT

MSL4141PP1000A2

MSL4141PP3000A2

MSL4141PP6000A2

MSL4141PP3000A4

Length

mm

Material

thickness

mm

Weight

kg/100 m

179.400

179.400

179.400

191.500

191.500

191.500

179.400

179.400

179.400

179.400

Item no.

1123008

1123010

1123012

1123001

1123003

1123005

1123014

1123016

1123018

1123023

Pack

m

1

3

6

1

3

6

1

3

6

3

Dimensions

 

41x41 1000

41x41 3000

41x41 6000

Type

MSL4141PP1000FS

MSL4141PP3000FS

MSL4141PP6000FS

Dimension

W x H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Mounting rails

   

MS4141 mounting rail, slot 22 mm, side perfora-
tion

 

3000 2.5

6000 2.5

3000 2.5

6000 2.5

Type

MS4141PP3000FS

MS4141PP6000FS

MS4141PP3000FT

MS4141PP6000FT

Length

mm

Material

thickness

mm

Weight

kg/100 m

218.000

218.340

233.340

225.000

Item no.

1122914

1122916

1122483

1122487

Pack

m

3

6

3

6

Heavy-duty C profile rail for individual installation
of support constructions, e.g. for cable trays or as
a panel for switchgear cabinets. Can also be
used for cable routing, in conjunction with clamp
clips with a U foot.

 

 

41x41 3000

41x41 6000

Type

MS4141PP3000FS

MS4141PP6000FS

Dimension

W x H

mm

Dim.

L

mm

Dimensions
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Always indicate the item number when ordering.
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Construction and suspension profiles

SL42 construction and suspension profile    

Rail profile of 25 mm side height for welding in
trapezoidal rungs.

The rail profile is available in unpainted steel on
request.

 

 

 

25x3 2000

Type

SLH 42 2000 SG

Dimen-

sion

mm

Length

mm

Weight

kg/100 m

50.000

Item no.

7103603

Pack

m

2

SL42 construction and suspension profile    

Perforated side rail profile of shipbuilding ladders,
SL 42, for the creation of suspension and support
constructions.

The profile is available in bright steel on request.
 

 

 

25x3 2000

Type

SLH 42 2000 FT

Dimen-

sion

mm

Length

mm

Weight

kg/100 m

51.500

Item no.

7103611

Pack

m

2

Construction and suspension profile, SL62    

Rail profile of 25 mm side height for welding in
trapezoidal rungs.

The rail profile is available in unpainted steel on
request.

 

 

 

40x5 3000

Type

SLH 62 3000 SG

Dimen-

sion

mm

Length

mm

Weight

kg/100 m

133.000

Item no.

7103635

Pack

m

3

Always indicate the item number when ordering.
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Construction and suspension profiles

   Construction and suspension profile, SL62

  

40x5 3000

Type

SLH 62 3000 FT

Dimen-

sion

mm

Length

mm

Weight

kg/100 m

135.700

Item no.

7103643

Pack

m

3

Perforated side rail profile of shipbuilding ladders,
SL 62, for the creation of suspension and support
constructions.

The profile is available in bright steel on request.
 

   Welding angle

 

 

Welding angle for mounting shipbuilding cable ladders and marine trays, for welding to steel
structures.

 

25x50

Type

ASW FT

Dimen-

sion

mm

Weight

kg/100 pc.

5.700

Item no.

6015350

Pack

Piece

10

 

   WESP 50 SG angle profile

  

3000 4.00

Type

WESP 50 40 SG

Length

mm

Metal

thick-

ness

mm

Weight

kg/100 m

239.340

Item no.

7105675

Pack

m

3

Angle profile with longitudinal perforation row to
create suspension and support constructions.
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Always indicate the item number when ordering.
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Construction and suspension profiles

Angle profile WESP 50    

Angle profile with longitudinal perforation row to
create suspension and support constructions.

 

 

 

3000 4.00

Type

WESP 50 40 FT

Length

mm

Metal

thick-

ness

mm

Weight

kg/100 m

246.340

Item no.

7105673

Pack

m

3

Angle profile WP30/35    

Angle profile, perforated on both sides, for cre-
ation of special support structures.

 

 

3
5

30

3

7

1
4

2
5

2
0

0
0

 

2000 3.00

5000 3.00

Type

WP 30 35 2000 FT

WP 30 35 5000 FT

Length

mm

Metal

thick-

ness

mm

Weight

kg/100 pc.

257.000

643.000

Item no.

6373100

6373103

Pack

Piece

1

1

Angle profile WP40/65    

Angle profile, perforated on both sides, for cre-
ation of special support structures.

 

 

 

5000 4.00

Type

WP 40 65 5000 FT

Length

mm

Metal

thick-

ness

mm

Weight

kg/100 m

250.000

Item no.

6373070

Pack

m

5

Always indicate the item number when ordering.
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Construction and suspension profiles

   Angle profile WP40/65

  

5000 4.00

Type

WP 40 65 5000 A2

Length

mm

Metal

thick-

ness

mm

Weight

kg/100 m

241.600

Item no.

6373062

Pack

m

5

Angle profile, perforated on both sides, for cre-
ation of special support structures.
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Always indicate the item number when ordering.
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Accessories, profile rails

End cap WE 40/65    

 

 

End cap to cover the ends of angle profile, type WE 40/65.
 

Pastel orange

Pastel orange

Type

WPK SR OR

WPK SL OR

Colour Weight

kg/100 pc.

0.600

0.600

Item no.

6372881

6372898

Pack

Piece

20

20
 

End cap CM3518/AM3518    

 

38.6

2
1

.6
1
6

 

End cap for profile rail types CM3518 and AM3518.
 

Pastel orange

Type

CM3518 SK

Colour Weight

kg/100 pc.

0.384

Item no.

1124502

Pack

Piece

50
 

End cap MS4022    

 

 

End caps for profile rail, type MS4022.
 

Pastel orange

Type

MS4022 SK

Colour Weight

kg/100 pc.

0.647

Item no.

1124555

Pack

Piece

25
 

End cap MS5030    

 

 

End caps for profile rail, type MS5030.
 

Pastel orange

Type

MS5030 SK

Colour Weight

kg/100 pc.

1.147

Item no.

1124563

Pack

Piece

25
 

End cap MS4121    

 

 

End cap for profile rail, type MS4121.
 

Pastel orange

Type

MS4121 SK

Colour Weight

kg/100 pc.

0.611

Item no.

1122902

Pack

Piece

25
 

Always indicate the item number when ordering.
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Accessories, profile rails

   

End cap MS4141

End cap for profile rail, type MS4141.
 

Pastel orange

Type

MS4141 SK

Colour Weight

kg/100 pc.

1.212

Item no.

1122900

Pack

Piece

25
 

 

 

   End cap MS4121

End cap for profile rail, type MS4121.
 

Pastel orange

Type

MS4121 EK

Colour Weight

kg/100 pc.

0.645

Item no.

1122904

Pack

Piece

50
 

 

 2,5 

 12,5  41,5 

 33,9 

 21,5 

 

   End cap MS4141

End cap for profile rail, type MS4141.
 

Pastel orange

Type

MS4141 EK

Colour Weight

kg/100 pc.

0.670

Item no.

1122906

Pack

Piece

50
 

 

 

   Wall, floor and ceiling bracket with 3 holes

The wall, floor and ceiling bracket can ideally be used as a panel for wall, floor and ceiling mounting.
Also suitable for stand and frame construction in conjunction with the mounting rails MS4141.

 

Perforated 134x110 5 102

Type

WBDHE 41 FT

Version

Dimension

W x H

mm

Material

thickness

mm

Length

mm

Weight

kg/100 pc.

73.000

Item no.

1123191

Pack

Piece

10
 

 

 

   Rail connector SV with 3 holes

The rail connector is used to extend the mounting rail MS4141. The connection can be made simply and securely
on the construction site or prefabricated in the workshop.
There is a guarantee that there is no weak point in the area of the rail coupling. The static values of the mounting
rail apply here.

Scope of delivery:
Retaining plates, type 4141, and suitable hexagonal bolts included loosely.

 

Perforated 47x39,4 4 100

Type

SVE 41 FT

Version

Dimension

W x H

mm

Material

thickness

mm

Length

mm

Weight

kg/100 pc.

42.000

Item no.

1123121

Pack

Piece

10
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Always indicate the item number when ordering.
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Accessories, profile rails

Rail connector SV with 3 holes    

 

 

The rail connector is used to extend the mounting rail MS4141. The connection can be made simply and securely
on the construction site or prefabricated in the workshop.
There is a guarantee that there is no weak point in the area of the rail coupling. The static values of the mounting
rail apply here.

Scope of delivery:
Retaining plates, type 4141, and suitable hexagonal bolts included loosely.

 

Perforated 47x39,4 4 100

Type

SVE 41 A2

Version

Dimension

W x H

mm

Material

thickness

mm

Length

mm

Weight

kg/100 pc.

42.000

Item no.

1123126

Pack

Piece

10
 

Connector    

 

 

Connector gripping from outside with four holes for straight connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

With continuous perforation 13 mm

Type

GVMS 4 ASV FT

Version Weight

kg/100 pc.

24.900

Item no.

1124641

Pack

Piece

10
 

Connection plate with 1 hole    

 

 

Connection plate with lengthwise slot, for example for mounting threaded rods to profile rails 41 x 41 mm and 41 x
21 mm.

 

5

Type

GMS 1 VP FT

Material

thickness

mm

Weight

kg/100 pc.

7.120

Item no.

1124643

Pack

Piece

10
 

Connection plate with 2 holes    

 

 

Connection plate with two holes for straight connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 2 VP FT

Material

thickness

mm

Weight

kg/100 pc.

14.000

Item no.

1124645

Pack

Piece

10
 

Connection plate with 3 holes    

 

 

Connection plate with three holes for straight connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 3 VP FT

Material

thickness

mm

Weight

kg/100 pc.

24.010

Item no.

1124647

Pack

Piece

20
 

Always indicate the item number when ordering.
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Accessories, profile rails

   Connection plate with 4 holes

Connection plate with four holes for straight connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 4 VP FT

Material

thickness

mm

Weight

kg/100 pc.

35.580

Item no.

1124649

Pack

Piece

10
 

 

 

   Connection plate with 5 holes

Connection plate with five holes for straight connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 5 VP FT

Material

thickness

mm

Weight

kg/100 pc.

40.000

Item no.

1124651

Pack

Piece

10
 

 

 

   Connection plate, X-shaped

Connection plate with five holes for cross connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 5 VP X FT

Material

thickness

mm

Weight

kg/100 pc.

48.000

Item no.

1124657

Pack

Piece

10
 

 

 

   Connection plate, L-shaped

Connection plate with three holes for angled connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 3 VP L FT

Material

thickness

mm

Weight

kg/100 pc.

25.000

Item no.

1124653

Pack

Piece

10
 

 

 

   Connection plate, T-shaped

Connection plate with four holes for T-shaped connection of profile rails 41 x 41 mm and 41 x 21 mm.
 

5

Type

GMS 4 VP T FT

Material

thickness

mm

Weight

kg/100 pc.

41.000

Item no.

1124655

Pack

Piece

10
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Always indicate the item number when ordering.
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Accessories, profile rails

Omega clamp    

 

 

Fastening clip with 3 holes for cross-wise connection of profile rails 41 x 41 mm.
 

5

Type

GMS 3 O 4141 FT

Material

thickness

mm

Weight

kg/100 pc.

35.000

Item no.

1124673

Pack

Piece

10
 

Omega clamp    

 

 

Fastening clip with 3 holes for cross-wise connection of profile rails 41 x 21 mm.
 

5

Type

GMS 3 O 4121 FT

Material

thickness

mm

Weight

kg/100 pc.

26.540

Item no.

1124671

Pack

Piece

10
 

Mounting bracket, 45° with 3 holes    

 

 

Mounting bracket with three holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 45°.
 

45° angle 40

Type

GMS 3 VW 45 FT

Version

Shipping

box

Piece

Weight

kg/100 pc.

24.010

Item no.

1124667

Pack

Piece

10
 

Mounting bracket, 45° with 4 holes    

 

 

Mounting bracket  with four holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 45°.
 

45° angle 40

Type

GMS 4 VW 45 FT

Version

Shipping

box

Piece

Weight

kg/100 pc.

32.000

Item no.

1124669

Pack

Piece

10
 

Mounting bracket, 90° with 2 holes    

 

 

Mounting bracket with two holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 90°.
 

90° angle 60 5

Type

GMS 2 VW 90 FT

Version

Shipping

box

Piece

Material

thickness

mm

Weight

kg/100 pc.

14.000

Item no.

1124659

Pack

Piece

10
 

Always indicate the item number when ordering.
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Accessories, profile rails

   Mounting bracket, 90° with 3 holes

Mounting bracket with three holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 90°.
 

90° angle 40 5

Type

GMS 3 VW 90 FT

Version

Shipping

box

Piece

Material

thickness

mm

Weight

kg/100 pc.

25.910

Item no.

1124661

Pack

Piece

10
 

 

 

   Mounting bracket, 90° with 4 holes

Mounting bracket with four holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 90°.
 

90° angle 30 5

Type

GMS 4 VW 90 FT

Version

Shipping

box

Piece

Material

thickness

mm

Weight

kg/100 pc.

32.000

Item no.

1124663

Pack

Piece

10
 

 

 

   90° mounting bracket

For stable 90° angle fastening of individual mountings.
 

Type

CMW90FT

Weight

kg/100 pc.

11.000

Item no.

6350151

Pack

Piece

25
 

 

102~

1
0

2
~

303

25 5

 

   Self-build profile

Flat iron with slots for individual mounting.
 

3000

Type

CMCP3000FT

Length

mm

Weight

kg/100 m

55.000

Item no.

6350208

Pack

m

30
 

 

 

   Mounting bracket, 90° with 6 holes

Reinforced mounting bracket with 6 holes to connect profile rails 41 x 41 mm and 41 x 21 mm at an angle of 90°.
Additional fastening option for a strut at an angle of 45° with an adjusting range of +/- 30°. Can be used for angles
between 15° and 75°.

 

90° bracket 5

90° bracket 5

Type

GMS 6 KD FT

GMS 6 KD A2

Version

Material

thickness

mm

Weight

kg/100 pc.

50.900

48.800

Item no.

1124792

1124796

Pack

Piece

10

10
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Accessories, profile rails

Triangular node    

 

1
0
0

3
7
.59

100

25

 

For stable corner fastening of individual mountings.
 

Type

CM3518 KD FT

Weight

kg/100 pc.

22.000

Item no.

6350100

Pack

Piece

25
 

Head plate    

 

 

For wall and ceiling fastening of individual mountings.
 

Type

CM3518 KP FT

Weight

kg/100 pc.

42.000

Item no.

6350054

Pack

Piece

25
 

Always indicate the item number when ordering.
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443



 

Beam clamp systems

The beam clamp systems with reduced installation

times and work are a clear argument for the use of

this system in all areas of professional electrical instal-

lations. The beam clamp can be attached without diffi-

cult, often unpermitted, drilling. The load range runs

from light-duty clamping angles to heavy-duty chuck

jaws. 

Large support spacings possible

Infinite height adjustment
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Support clamps for knocking in

   Beam clamp, with fastening hole

 

 

Beam clamp for knocking in with fastening hole as individual fastening solution on the beam.

 

2 - 4 6.5 450

4 - 8 6.5 950

8 - 14 6.5 950

14 - 20 6.5 950

Type

BCVH 2-4

BCVH 4-8

BCVH 8-14

BCVH 14-20

Flange

thickness

mm

Fastening

hole

mm

Breaking

load

N

Weight

kg/100 pc.

1.350

1.660

1.800

1.950

Item no.

1483601

1483603

1483605

1483607

Pack

Piece

100

100

100

100

 

   Beam clamp, with female thread

 

 

Beam clamp for knocking in with internal thread as individual fastening solution on the beam.

 

3 - 7 M6 7 350

8 - 12 M6 7 500

14 - 20 M6 7 500

Type

BCUIT 3-7 M6

BCUIT 8-12,5 M6

BCUIT 14-20 M6

Flange

thickness

mm Thread

Fastening

hole

mm

Breaking

load

N

Weight

kg/100 pc.

2.100

2.450

2.700

Item no.

1483621

1483623

1483625

Pack

Piece

100

100

100

 

   Beam clamp, with cable tie

 

 

Support clamp for knocking in with cable tie as individual fastening solution on the support.

 

2 - 4 240 70 220

4 - 8 240 70 220

4 - 8 365 110 220

8 - 14 240 70 220

8 - 14 365 110 220

14 - 20 240 70 220

14 - 20 365 110 220

Type

BCCT 2-4 L240

BCCT 4-8 L240

BCCT 4-8 L365

BCCT 8-14 L240

BCCT 8-14 L365

BCCT 14-20 L240

BCCT 14-20 L365

Flange

thickness

mm

Cable

strip

length

mm

Max. D

Ø

Breaking

load

N

Weight

kg/100 pc.

1.600

1.900

2.000

2.100

2.200

2.250

2.250

Item no.

1483641

1483643

1483645

1483647

1483649

1483651

1483653

Pack

Piece

50

50

50

50

50

50

50

 

   Beam clamp, for threaded rod

 

 

Beam clamp for knocking in with threaded rod seat as individual fastening solution on the
beam.

 

4 - 8 M6 650

8 - 14 M6 650

4 - 8 M8 700

8 - 14 M8 700

4 - 8 M10 750

8 - 14 M10 750

Type

BCTR 4-8 M6

BCTR 8-14 M6

BCTR 4-8 M8

BCTR 8-14 M8

BCTR 4-8 M10

BCTR 8-14 M10

Flange

thickness

mm Thread

Breaking

load

N

Weight

kg/100 pc.

3.100

3.300

3.100

3.100

3.100

3.200

Item no.

1483661

1483663

1483665

1483667

1483669

1483671

Pack

Piece

50

50

50

50

50

50
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Support clamps for knocking in

Beam clamp, for pipes    

 

 

 

Beam clamp for knocking in with closed pipe seat as individual fastening solution on the
beam.

 

2 - 4 18 - 24 450

2 - 4 22 - 26 450

2 - 4 30 - 32 450

4 - 8 18 - 24 450

4 - 8 22 - 26 450

4 - 8 30 - 32 450

4 - 8 36 - 40 450

8 - 14 18 - 24 450

8 - 14 22 - 26 450

8 - 14 30 - 32 450

8 - 14 36 - 40 450

14 - 20 18 - 24 450

14 - 20 22 - 26 450

14 - 20 30 - 32 450

14 - 20 36 - 40 450

Type

BCHPC 2-4 D20

BCHPC 2-4 D25

BCHPC 2-4 D32

BCHPC 4-8 D20

BCHPC 4-8 D25

BCHPC 4-8 D32

BCHPC 4-8 D40

BCHPC 8-14 D20

BCHPC 8-14 D25

BCHPC 8-14 D32

BCHPC 8-14 D40

BCHPC 14-20 D20

BCHPC 14-20 D25

BCHPC 14-20 D32

BCHPC 14-20 D40

Flange

thickness

mm

Clamping

range D

mm

Breaking

load

N

Weight

kg/100 pc.

2.900

3.200

3.850

3.400

3.600

3.900

4.800

3.800

3.800

4.200

4.500

3.500

4.100

4.700

5.600

Item no.

1483681

1483683

1483685

1483687

1483689

1483691

1483693

1483701

1483703

1483705

1483707

1483711

1483713

1483715

1483717

Pack

Piece

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

 

Beam clamp, for pipes    

 

 

 

Beam clamp for knocking in with open pipe seat as individual fastening solution on the
beam.

 

2 - 4 20 110

2 - 4 25 110

2 - 4 32 110

4 - 8 20 110

4 - 8 25 110

4 - 8 32 110

8 - 14 20 110

8 - 14 25 110

8 - 14 32 110

14 - 20 20 110

14 - 20 25 110

14 - 20 32 110

Type

BCHPO 2-4 D20

BCHPO 2-4 D25

BCHPO 2-4 D32

BCHPO 4-8 D20

BCHPO 4-8 D25

BCHPO 4-8 D32

BCHPO 8-14 D20

BCHPO 8-14 D25

BCHPO 8-14 D32

BCHPO 14-20 D20

BCHPO 14-20 D25

BCHPO 14-20 D32

Flange

thickness

mm

Pipe size D

mm

Breaking

load

N

Weight

kg/100 pc.

2.950

2.000

2.400

3.000

3.200

3.000

3.200

3.100

3.300

3.200

3.100

3.300

Item no.

1483811

1483813

1483815

1483821

1483823

1483825

1483831

1483833

1483835

1483841

1483843

1483845

Pack

Piece

50

50

50

50

50

50

50

50

50

50

50

50

 

Beam clamp, for pipes    

 

 

 

Beam clamp for knocking in with open pipe seat as individual fastening solution on the
beam. 

3 - 7 20 110

3 - 7 25 110

3 - 7 32 110

8 - 12.5 20 110

8 - 12.5 25 110

8 - 12.5 32 110

14 - 20 20 110

14 - 20 25 110

14 - 20 32 110

Type

BCVPO 3-7 D20

BCVPO 3-7 D25

BCVPO 3-7 D32

BCVPO 8-12,5 D20

BCVPO 8-12,5 D25

BCVPO 8-12,5 D32

BCVPO 14-20 D20

BCVPO 14-20 D25

BCVPO 14-20 D32

Flange

thickness

mm

Pipe size D

mm

Breaking

load

N

Weight

kg/100 pc.

3.400

3.500

3.800

4.100

4.100

4.100

4.000

4.250

4.300

Item no.

1483751

1483753

1483757

1483761

1483763

1483765

1483771

1483773

1483775

Pack

Piece

50

50

50

50

50

50

50

50

50

 

Always indicate the item number when ordering.
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Support clamps for knocking in

   Beam clamp, for pipes

 

 

Beam clamp for knocking in for cables as individual fastening solution on the beam.

 

2 - 4 4.5 - 5.5

2 - 4 6 - 7

2 - 4 7 - 9

2 - 4 10 - 12

2 - 4 12 - 14

2 - 4 15 - 18

2 - 4 19 - 24

2 - 4 25 - 30

4 - 7 4.5 - 5.5

4 - 7 6 - 7

4 - 7 7 - 9

4 - 7 10 - 11

4 - 7 12 - 14

4 - 7 15 - 18

4 - 7 19 - 24

4 - 7 25 - 30

8 - 12 4.5 - 5.5

8 - 12 6 - 7

8 - 12 7 - 9

8 - 12 10 - 11

8 - 12 12 - 14

8 - 12 15 - 18

8 - 12 19 - 24

8 - 12 25 - 30

Type

BCC 2-4 D5,5

BCC 2-4 D7

BCC 2-4 D9

BCC 2-4 D11

BCC 2-4 D14

BCC 2-4 D18

BCC 2-4 D24

BCC 2-4 D30

BCC 4-7 D5,5

BCC 4-7 D7

BCC 4-7 D9

BCC 4-7 D11

BCC 4-7 D14

BCC 4-7 D18

BCC 4-7 D24

BCC 4-7 D30

BCC 8-12 D5,5

BCC 8-12 D7

BCC 8-12 D9

BCC 8-12 D11

BCC 8-12 D14

BCC 8-12 D18

BCC 8-12 D24

BCC 8-12 D30

Flange

thickness

mm

Clamping

range D

mm

Weight

kg/100 pc.

0.400

0.400

0.450

0.500

0.550

0.700

0.800

0.900

0.500

0.550

0.600

0.700

0.700

0.800

0.900

1.100

0.500

0.600

0.700

0.700

0.800

0.900

1.100

1.100

Item no.

1483901

1483903

1483905

1483907

1483911

1483915

1483919

1483923

1483931

1483933

1483935

1483937

1483941

1483945

1483951

1483955

1483960

1483961

1483963

1483965

1483969

1483973

1483977

1483981

Pack

Piece

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

 

   Beam clamp, for pipes

 

 

Beam clamp adapter for knocking in. Seat for BCC beam clamps for flange thicknesses of 2
- 4 mm.

 

12 - 20

Type

BCCA

Flange

thickness

mm

Weight

kg/100 pc.

1.700

Item no.

1483999

Pack

Piece

100

 

   Support clip

 

 

 

8 - 9 20

Type

BCCF 8-9 D20

Flange

thickness

mm

Pipe size D

mm

Weight

kg/100 pc.

1.100

Item no.

1483985

Pack

Piece

100
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Support clamps for screwing in

Screw-in beam clamp, with gland hole
   

 

 

 

With gland hole.

 

0 - 18 35 9 1.2

0 - 20 42 11 2.5

0 - 26 54 13 3.5

Type

FL 1 TG

FL 2 TG

FL 3 TG

Flange

thickness

mm

Height

mm

Fastening

hole

mm

Break

load

kN

Weight

kg/100 pc.

8.500

14.000

18.000

Item no.

1488015

1488023

1488031

Pack

Piece

50

50

25

 

Dimensions

 

19 9 18 M8 35 38
21 11 20 M10 42 44
23.5 13 26 M10 54 58

Type

FL 1 TG
FL 2 TG
FL 3 TG

Dim. 

B

mm

Dim.

D

mm

Dim.

F

mm

Dimen-

sion G

Dim.

H

mm

Dim.

L

mm

Screw-in beam clamp, with thread
   

 

 

 

With thread.

 

0 - 18 35 M8 1.2

0 - 20 42 M10 2.5

0 - 26 54 M12 3.5

Type

FL1-G M8 TG

FL2-G M10 TG

FL3-G M12 TG

Flange

thickness

mm

Height

mm

For

threaded

rod

Break

load

kN

Weight

kg/100 pc.

8.500

14.000

22.000

Item no.

1488074

1488082

1488090

Pack

Piece

50

50

25

 

Dimensions

 

19 18 M8 35 38
21 20 M10 42 44
23.5 26 M10 54 58

Type

FL1-G M8 TG
FL2-G M10 TG
FL3-G M12 TG

Dim. 

B

mm

Dim.

F

mm

Dimen-

sion G

Dim.

H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Support clamps for screwing in

   Screw-in beam clamp, with hinge

 

 

Two-hinge beam clamp for fastening on beams without welding and drilling. The maximum
load is dependent on the load direction.

 

0 - 24 M10 2.8

Type

TK FL G

Flange

thickness

mm

For

threaded

rod

Break

load

kN

Weight

kg/100 pc.

34.000

Item no.

1488111

Pack

Piece

10

 

   Beam clamp for screwing on, light-duty

 

 

For rapid fastening on steel profiles during the mounting of cable tracks, clamp clips, lumi-
naire suspensions, etc. A complete system consists of two beam clamps and a piece of C
profile rail of any length, as well as two end caps.

 

6 - 34

Type

339 2

Flange

thickness

mm

Weight

kg/100 pairs

37.000

Item no.

1408534

Pack

Pair

5

 

   Beam clamp SSP 6-21

 

 

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using
a pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm. In the clip ele-
ment, two additional M6 threads are also incorporated, to fix threaded rods, for example.

 

6 - 21 M6 1.75 1.5

6 - 21 M8 1.75 1.5

Type

SSP 6-21 M6 FT

SSP 6-21 M8 FT

Flange

thickness

mm

For

threaded

rod

Breaking

load F1

kN

Breaking

load F2

kN

Weight

kg/100 pc.

23.900

23.900

Item no.

1486232

1486282

Pack

Piece

25

25

 

 

48 46 47

Type

SSP 6-21 M6 FT

Dim. 

B

mm

Dim.

H

mm

Dim.

L

mm

Dimensions

 47 

 F
 

 40 

 H
 

 10  M8 

 G 

 48 

 G
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Support clamps for screwing in

Beam clamp SSP 6-21    

 

 

 

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using
a pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm. In the clip ele-
ment, two additional M6 threads are also incorporated, to fix threaded rods, for example.

 

6 - 21 M6 1.75 1.5

6 - 21 M8 1.75 1.5

Type

SSP 6-21 M6 A2

SSP 6-21 M8 A2

Flange

thickness

mm

For

threaded

rod

Breaking

load F1

kN

Breaking

load F2

kN

Weight

kg/100 pc.

23.200

23.200

Item no.

1486234

1486284

Pack

Piece

25

25

 

Dimensions

 47 

 F
 

 40 

 H
 

 10  M8 

 G 

 48 

 G
 

 

48 46 47

Type

SSP 6-21 M6 A2

Dim. 

B

mm

Dim.

H

mm

Dim.

L

mm

Beam clamp SSP 20-40    

 

 

 

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using
a pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm. In the clip ele-
ment, two additional M6 threads are also incorporated, to fix threaded rods, for example.

 

20 - 40 M6 1.4 1.3

20 - 40 M8 1.4 1.3

Type

SSP 20-40 M6 FT

SSP 20-40 M8 FT

Flange

thickness

mm

For

threaded

rod

Breaking

load F1

kN

Breaking

load F2

kN

Weight

kg/100 pc.

27.700

27.800

Item no.

1486238

1486288

Pack

Piece

25

25

 

Dimensions

 47 

 F
 

 40 

 H
 

 10  M8 

 G 

 48 

 G
 

 

48 65 47

Type

SSP 20-40 M6 FT

Dim. 

B

mm

Dim.

H

mm

Dim.

L

mm

Always indicate the item number when ordering.
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Support clamps for screwing in

   Beam clamp SSP 20-40

 

 

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using
a pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm. In the clip ele-
ment, two additional M6 threads are also incorporated, to fix threaded rods, for example.

 

20 - 40 M6 1.4 1.3

20 - 40 M8 1.4 1.3

Type

SSP 20-40 M6 A2

SSP 20-40 M8 A2

Flange

thickness

mm

For

threaded

rod

Breaking

load F1

kN

Breaking

load F2

kN

Weight

kg/100 pc.

27.700

27.800

Item no.

1486242

1486292

Pack

Piece

25

25

 

 

48 65 47

Type

SSP 20-40 M6 A2

Dim. 

B

mm

Dim.

H

mm

Dim.

L

mm

Dimensions

 47 

 F
 

 40 

 H
 

 10  M8 

 G 

 48 

 G
 

Special beam clamps

   Beam clamp, for profile rail CM3518

 

 

Screwless rustproof coated beam clamp, with blocking spring, suitable for profile rail, type
CML3518 and CMS3518. For rapid fastening to steel profiles when installing cable tracks,
clamp clips, light mounts, etc. A complete system consists of
2 beam clamps and one piece of C profile rail of any length, and 2 end caps.

 

5 - 11 54.3 39.5 57

10 - 19 54.3 39.5 67

Type

328 1

328 2

Flange

thickness

mm

Height

mm

Width

mm

Length

mm

Weight

kg/100 pc.

10.800

12.500

Item no.

1408011

1408046

Pack

Piece

50

50
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Clamp fastenings

Clamping angle KL    

 

H

43

6
,5

5
0

1
1

60

 

 

Clamping lug, type KL1, to fasten light support structures to steel girder flanges.

Choose the clamping lug according to the thickness of the flange.

 

10 M10 x 40

15 M10 x 50

20 M10 x 50

Type

KL1 10 S FT

KL1 15 S FT

KL1 20 S FT

Height

mm Bolt

Weight

kg/100 pc.

22.100

23.400

25.000

Item no.

6354106

6354114

6354122

Pack

Piece

10

10

10

 

Clamping angle KWS    

 

 

 

Clamping angle, with hexagonal bolt, type KWS, for direct fixing of constructions to steel
girder flanges.

Choose the clamping angle according to the thickness of the flange.

 

5.7 M12 x 40 5

5.7 M12 x 50 10

5.7 M12 x 50 15

5.7 M12 x 60 20

5.7 M12 x 60 25

Type

KWS 5 FT

KWS 10 FT

KWS 15 FT

KWS 20 FT

KWS 25 FT

F in kN

kN Bolt

Dim.

H

mm

Weight

kg/100 pairs

64.000

70.000

65.200

79.000

80.000

Item no.

6355218

6355226

6355234

6355242

6355250

Pack

Pair

10

10

10

10

10

 

Clamping angle KWS    

 

 

 

Clamping angle, with hexagonal bolt, type KWS, for direct fixing of constructions to steel
girder flanges.

Choose the clamping angle according to the thickness of the flange.

 

5.7 M12 x 40 5

5.7 M12 x 50 10

5.7 M12 x 50 15

5.7 M12 x 60 20

5.7 M12 x 60 25

Type

KWS 5 A2

KWS 10 A2

KWS 15 A2

KWS 20 A2

KWS 25 A2

F in kN

kN Bolt

Dim.

H

mm

Weight

kg/100 pairs

62.000

68.000

73.000

77.000

81.000

Item no.

6355404

6355412

6355420

6355439

6355447

Pack

Pair

5

5

5

5

5

 

Clamping angle KWH    

 

 

 

Clamping angle, with hook-head bolt, type KWH, for fastening in the mounting rail, type
MS5030.

Adapt the clamping angle to the material thickness of the flange.
The clamping angle is used in conjunction with profile rails of slot width 22 mm.

 

5 5.7 M12 x 40

10 5.7 M12 x 50

15 5.7 M12 x 50

20 5.7 M12 x 60

25 5.7 M12 x 60

Type

KWH 5 FT

KWH 10 FT

KWH 15 FT

KWH 20 FT

KWH 25 FT

Height

mm

F in kN

kN Bolt

Weight

kg/100 pairs

67.000

73.000

76.000

82.000

87.000

Item no.

6355021

6355048

6355056

6355064

6355072

Pack

Pair

10

10

10

10

10

 

Always indicate the item number when ordering.
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Clamp fastenings

   Clamping angle KWH

 

 

Clamping angle, with hammer-head bolt, type KWH, for fixing in the profile rail, type CPS 5.

Choose the clamping angle according to the thickness of the flange.
The clamping angle is used in conjunction with profile rails of slot width 22 mm (e.g. type
CPS 5).

 

5 5.7 M12 x 40

10 5.7 M12 x 50

15 5.7 M12 x 50

20 5.7 M12 x 60

25 5.7 M12 x 60

Type

KWH 5 A2

KWH 10 A2

KWH 15 A2

KWH 20 A2

KWH 25 A2

Height

mm

F in kN

kN Bolt

Weight

kg/100 pairs

65.000

71.000

73.000

80.000

84.000

Item no.

6355307

6355315

6355323

6355331

6355358

Pack

Pair

5

5

5

5

5

 

   Chuck jaw, light duty TKS

 

 

Chuck jaw with hexagonal nut for direct fastening of structures to steel girders.

The clamping range of the chuck jaw is limited to the maximum fastening thickness, 25 mm.

 

25 10 M10 x 50

Type

TKS-L-25 FT

Height

mm

F in kN

kN Bolt

Weight

kg/100 pairs

39.200

Item no.

6355808

Pack

Pair

10

 

   Chuck jaw, light-duty TKS

 

6

1
4
5
°

6
0
°

R
32,5

25°

30

9

 

Chuck jaw with hexagonal nut for direct fastening of structures to steel girders.

The clamping range of the chuck jaw is limited to the maximum fastening thickness of
36 mm.

 

36 M8 x 80 10

Type

TKS-L-36 M8 FT

Height

mm Bolt

F in kN

kN

Weight

kg/100 pc.

16.000

Item no.

6355828

Pack

Piece

50

 

   Chuck jaw, light-duty TKS

 

 

Chuck jaw with hexagonal nut for direct fastening of structures to steel girders.

The clamping range of the chuck jaw is limited to the maximum fastening thickness, 25 mm.

 

36 M12 x 80 10

Type

TKS-L-36 M12 FT

Height

mm Bolt

F in kN

kN

Weight

kg/100 pc.

36.000

Item no.

6355829

Pack

Piece

25
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Always indicate the item number when ordering.
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Clamp fastenings

Chuck jaw, light duty TKH    

 

 

 

Light-duty chuck jaw with slide nut for fixing profile rails to steel girder flanges.

The clamping range of the chuck jaw is limited to the maximum fastening thickness, 25 mm. 
The chuck jaw is used in combination with profile rails of slot widths 18 mm and 22 mm.

 

25 10 M10 x 25

Type

TKH-L-25 FT

Height

mm

F in kN

kN Bolt

Weight

kg/100 pairs

46.000

Item no.

6355812

Pack

Pair

10

 

Beam clamp, vertical BFK 166    

 

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs vertically.

 

166 133

Type

BFK 166 58 20 FT

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

45.000

Item no.

6003888

Pack

Piece

10

 

Beam clamp, vertical BFK 132    

 

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs vertically.

 

132 99

Type

BFK 132 58 FT

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

39.000

Item no.

6003880

Pack

Piece

10

 

Beam clamp, vertical BFK 132    

 

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs vertically.

 

132 99

Type

BFK 132 58 A2

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

38.000

Item no.

6003871

Pack

Piece

10

 

Always indicate the item number when ordering.
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Clamp fastenings

   Beam clamp, horizontal BFK 153

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs horizontally.

 

153 101

Type

BFK 153 33 FT

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

37.000

Item no.

6003884

Pack

Piece

10

 

   Beam clamp, horizontal BFK 153

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs horizontally.

 

153 101

Type

BFK 153 33 A2

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

37.200

Item no.

6003873

Pack

Piece

10

 

   Beam clamp with pressure plate, horizontal BFK
153

 

 

Beam clamp with pressure plate for clamping on the steel girder.

The cable support system attached to the beam clamp runs horizontally.

 

153 101

Type

BFKD 153 44 FT

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

41.400

Item no.

6003885

Pack

Piece

10

 

   Beam clamp with pressure plate, horizontal BFK
153

 

 

Beam clamp with pressure plate for clamping on the steel girder.

The cable support system attached to the beam clamp runs horizontally.

 

153 101

Type

BFKD 153 44 A2

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

42.400

Item no.

6003887

Pack

Piece

10
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Always indicate the item number when ordering.
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Clamp fastenings

Beam clamp, horizontal BFK 187    

 

 

 

Beam clamp for clamping on the steel girder.

The cable support system attached to the beam clamp runs horizontally.

 

187 135

Type

BFK 187 33 FT

Width

mm

Dim. 

b

mm

Weight

kg/100 pc.

43.000

Item no.

6003892

Pack

Piece

10

 

Always indicate the item number when ordering.
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